SOUTHERN CALIFORNIA

J EDISON

A EDISON INTLRNATIONALY Company

August 30, 2011

Jared Blumenfeld

EPA Regional Administrator
USEPA, Region IX - Toxics Program
75 Hawthorne Street (ORA-1)

San Francisco, CA 94105

Certified Mail Receipt #: 7010 0780 0000 5787 3799

Subject: Risk Based Disposal Approval Application
SCE PCB Spill: NRC # 951155; Cal-EMA # 10-4769 (07/18/10)

Dear Mr. Blumenfeld:

Southern California Edison (SCE) respectfully submits the Attachment (1), (2), (3), (4) and (5)
in response to the U.S. Environmental Protection Agency (USEPA) - Region IX’s Regional PCB
Coordinator request to submit an application under 40 CFR 761.61 (¢) and notification in
accordance to 40 CFR 761.61(a)(3)(A)~(D) pertaining to the mineral oil release containing 166
parts per million (ppm) that affected soil and groundwater from a Buried Underground
Residential Distribution (BURD) transformer located at 3701 Capstan Circle, Westlake Village,
California.

SCE is requesting approval to proceed with final excavation and post-cleanup verification
sampling as specified within the attached Soil Excavation Work Plan (Refer to Attachment 1).

BACKGROUND

As previously requested by Carmen Santos, USEPA’s Regional PCB Coordinator, SCE
contacted the Los Angeles Region of the California Regional Water Quality Control Board (Los
Angeles RWQCB) and obtained oversight for soil and groundwater assessment activity under the
Los Angeles RWQCB Site Cleanup Program (SCP). During further discussion with USEPA,
SCE agreed to submit this Soil Excavation Work Plan to both USEPA and the Los Angeles
RWQCB for review and approval following the completion of the soil and groundwater
assessment.

Site Assessment

On November 3, 2010, SCE submitted a Site Assessment Work Plan for soil and groundwater to
the Los Angeles RWQCB and obtained approval for this work plan on November 3, 2010 (Refer
to Attachment 2) with submission of a technical report by no later than January 1,2011. In

addition, SCE uploaded the Site Assessment Work Plan to Geotracker on November 8, 2010. As
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a result of a delay of approximately four weeks in obtaining the City of Westlake Encroachment
Permit for sampling activities in the street, SCE obtained approval for submittal delay of the
Technical Report to the Los Angeles RWQCB by no later than March 1, 2011. SCE submitted
the Technical Report to the Los Angeles RWQCB on February 25, 2011. (Refer to Attachment
3).

Within the technical report submitted on February 25, 2011, SCE recommended additional soil
sampling to be conducted in two focused locations that had elevated PCB concentrations of 3.7
parts per million (ppm) PCB and 6.4 ppm PCB identified during the August 9, 2010 sampling
event. On April 13, 2011, SCE obtained approval from the Los Angeles RWQCB for the
additional proposed assessment with submission of a technical report by no later than August 1,
2011. On May 5, 2011, SCE requested clarification from the Los Angeles RWQCB regarding
the Los Angeles RWQCB’s approval letter dated April 13, 2011 for the additional proposed
assessment for conducting total petroleum hydrocarbon (TPH) analysis on the soil and
groundwater samples utilizing EPA Test Method 8015 for testing for TPH gasoline, TPH diesel
fuel and TPH motor oil.

Since the transformers contain mineral oil and do not contain gasoline, diesel fuel and motor oil,
the Los Angeles RWQCB approved SCE’s recommendation on May 5, 2011 to sample both
groundwater and soil utilizing the EPA Test Method 8015 with a carbon chain identification
method in order to isolate the carbon chain for mineral oil. SCE submitted the Technical Report
with included a proposed soil excavation plan to the Los Angeles RWQCB on July 21, 2011.
(Refer to Attachment 4).

Waste Management

The BURD distribution transformer and all remediation waste generated from the July 18, 2010
remediation activity was placed into 55-gallon drums and transported to SCE’s Thousand Oaks
Service Center for management in accordance with applicable waste regulations. The
remediation waste generated from the August 9, 2010 remediation activity was placed into a roll-
off bin and transported directly to Clean Harbors Grassy Mountain, LL.C for management in
accordance with applicable waste regulations (Refer to Attachment 5).

All waste generated from the sampling activity that occurred on May 26, 2011 that was found to
be Non-Detect was placed into 55 gallon drums and managed Non-Hazardous Waste.

NOTIFICATION

(A) The nature of the contamination and the kinds of materials contaminated.
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The nature of contamination is mineral oil containing 166 ppm PCBs from a Buried
Underground Residential Distribution (BURD) transformer (Manufacturer Name: General
Electric; Serial # H235218P68A). The release was a result of weather condition. The kind of
materials contaminated was soil and groundwater.

(B) A summary of the procedures used to sample contaminated and adjacent areas and a table or
cleanup site map showing PCB concentrations measured in all pre-cleanup characterization
samples. The summary must include sample collection and analysis dates. The EPA

Regional Administrator may require more detailed information including, but not limited to,
additional characterization sampling or all sample identification numbers from all previous
characterization activities at the cleanup site.

Refer to Attachment 1 SCE Soil Excavation Work Plan, Section 2.0 Site Assessment.

(C) The location and extent of the identified contaminated area, including topographic maps
with sample collection sites cross referenced to the sample identification numbers in the data
summary from paragraph (a)(3)(i)(B) of this section.

Refer to Attachment 1 SCE Soil Excavation Work Plan, Figure 1 Site Location Map and Figure
2 Planned Excavation Limits Map.

(D) A cleanup plan for the site, including schedule, disposal technology, and approach. This
plan should contain options and contingencies to be used if unanticipated higher concentrations
or wider distributions of PCB remediation waste are found or other obstacles force changes in
the cleanup approach.

Refer to Attachment 1 SCE Soil Excavation Work Plan, Section 3.0 Clean-up Plan and Post-
Clean-up Verification Sampling Procedures.

USEPA WRITTEN DECISION

As specified within 40 CFR 761.61(c)(2), SCE will await USEPA’s written decision to this Risk
Based Disposal Approval Application prior to proceeding with final excavation and post-cleanup
verification sampling as specified within the attached Soil Excavation Work Plan.
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If you have any questions, and/or need any additional information, please feel free to call me at
(626) 462-8740.

Mary Zepe

Project Manager

Operations Support Business Unit

Corporate Environment, Health & Safety

Water/Waste and Environmental Engineering Division
Technical Services and Program Management Section
Southern California Edison

cc:
Joshua Nichols
Carmen Santos, USEPA Region IX’s Regional PCB Administrator
Peter J. Raftery, Los Angeles RWQCB

Attachment:

(1) SCE Soil Excavation Work Plan dated August 29, 2011

(2) SCE Site Assessment Work Plan dated October 22, 2010, Los Angeles RWQCB Approval
Letter dated November 3, 2010, SCE RWQCB Geotracker Submittal Letter dated November
8, 2010, SCE Extension Request dated December 10, 2010, and Los Angeles RWQCB
Approval Letter dated December 20, 2010

(3) SCE Site Assessment Report dated February 25, 2010 and Los Angeles RWQCB Approval
Letter dated April 13, 2011

(4) SCE Site Assessment Report and Soil Excavation Plan dated June 27, 2011

(5) Uniform Hazardous Waste Manifest # 002684980 and # 004552750 FLE
+ TSCA Manifest Continuation Form
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ATTACHMENT # 1

SCE Soil Excavation Work Plan dated August 29, 2011



SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL Company

SOIL EXCAVATION WORK PLAN
NEAR THE INTERSECTION OF TRIUNFO CANYON ROAD
AND CAPSTAN CIRCLE
WESTLAKE VILLAGE, CALIFORNIA
SCE STRUCTURE #5024599
SITE CLEANUP CASE NUMBER SCP #1254

Prepared By: Southern California Edison Company
Engineering & Technical Services
Geotechnical Group

August 29, 2011



Soil Excavation Work Plan
Near the Intersection of Triunfo Canyon Road and Capstan Circle
Westlake Village, California, 91361
Case Number: (SCP #1254)
SCE Westlake Village Structure Number: 5024599

1.0 INTRODUCTION

This Southern California Edison Company (SCE) Soil Excavation Work Plan is for
soil excavation and verification sampling activities following a release of mineral oil
from a Buried Underground Residential Distribution (BURD) transformer located
near the intersection of Triunfo Canyon Road and Capstan Circle (Figure 1). The
BURD transformer is located below grade in the front yard of a single-family
residence in Westlake Village, CA.

On July 18, 2010 SCE discovered that the BURD transformer had released an
estimated 30 gallons of mineral oil. Initial excavation activities obtained 5 soil
samples from the bottom of a 3’ x 3 %’ by 7-foot deep excavation. One sample of
mineral oil was collected from the BURD and tested for Polychlorinated Biphenyls
(PCB) content. The analytical laboratory results for the mineral oil sample indicated
a PCB concentration of 166 parts per million (ppm). The analytical laboratory resuits
for the July 18, 2010 soil samples measured concentrations of PCBs ranging from
0.19 ppm to 1.5 ppm.

After further excavation on August 9, 2010, 4 additional soil samples were collected
from the sidewalls at the 8 foot depth, and 1 water sample was obtained from the
bottom of the 9-foot deep excavation. PCB concentrations in soil ranged from less
than 0.02 ppm to 6.4 ppm. The water sample showed a PCB concentration of 1,900
micrograms/liter (ug/l); however entrained sediment and/or absence of purging may
have influenced the result. The analytical testing data from these initial excavation
activities is summarized in Table 1.

Table 1 — Summary of PCB & TPH Detections From Excavation

Sample | Sample Sample Sample TEPH Resuit PCB Result
Date Number Depth Location {(mg/kg or mg/l) (mg/kg or ug/L)
7/18110 1 3 ft NW Walil 12,000 mg/kg 0.70 mg/kg
7/18/10 2 3ft SW wall 5,600 mg/kg 0.19 mg/kg
7/18110 3 3 ft NE Wali 12,000 mg/kg 1.5 mg/kg
7/18/110 4 3 ft SE Wall 7,900 mg/kg 0.68 mg/kg
7/18/10 5 3 ft Center 2,200 mg/kg 0.44 mg/kg
8/9/10 1 8 ft West Wall <1.0 mg/kg <0.02 mg/kg
8/9/110 2 8 ft North Wall 7,300 mg/kg 3.7mg/kqg
8/9/10 3 8 ft East Wall 25,000 mg/kg 6.4 mg/kg
8/9/10 4 8 ft South Wall 260 mg/kg 0.34 mg/kg
8/9/110 5 9 ft Center (Water) 2,800 mg/L 1,900 pg/L




2.0 SITE ASSESSMENT

Soil and groundwater sampling was conducted in January and May of 2011 to
assess the extent of the observed PCB impacted soil and confirm the detection in
groundwater. The results of these assessments did not detect the presence of PCB
or petroleum hydrocarbon in groundwater, and showed that the extent of the
impacted soils was limited to the immediate area surrounding the BURD structure.
The site assessment reports contain all analytical laboratory reports, boring logs and
other assessment data. These reports are:

e Site Assessment Report, Near the Intersection of Triunfo Canyon Road and
Capstan Circle, Westlake Village, California, February 25, 2011

e Site Assessment Report & Soil Excavation Plan, Near the Intersection of
Triunfo Canyon Road and Capstan Circle, Westlake Village, California, June
27, 2011.

Tables 2 and 3 summarize the data from the January and May 2011 site
assessment activities.

Table 2 - Summary of Analytical Testing of Soil

Boring Sample Sample TPH PCB

Number Date Depth (mg/kg) {mg/kg)
DP-1 11211 8 ft Not Analyzed ND
DP-2 11211 7 ft Not Analyzed ND
DP-3 1/12/11 8 ft Not Analyzed ND
DP4 11211 8 ft Not Analyzed ND
HA-1 112111 9 ft Not Analyzed ND
HA-2 112111 6 ft Not Analyzed ND
DP-5 5/26/11 7ft ND ND
DP-6 5/26/11 7ft ND ND
DP-7 5/26/11 71t ND ND

Table 3 — Summary of Analytical Testing of Groundwater

Boring Sample Sample TPH PCB
Number Date Depth {mg/kg) {ug/L)
DP-1 112111 8 ft Not Analyzed ND
DP-2 11211 7ft Not Analyzed ND
DP-3 112111 8 ft Not Analyzed ND
DP-4 11211 8 ft Not Analyzed ND
HA-1 112111 9 ft Not Analyzed ND
HA-2 112111 6 ft Not Analyzed ND
DP-6 5/26/11 11 ft ND ND
DP-7 5/26/11 11 ft ND ND




The sampling procedures used during both phases of site assessment were
identical. Soil samples were obtained with either 1-inch diameter clear plastic liners
advanced with direct push equipment or a glass jar from a hand augered boring. All
boreholes were logged for soil description.

After advancing the boring to the target depth, a temporary well point constructed of
1-inch schedule 40 PVC casing with a 5 foot long well screen was placed in the
borehole. Each well point was purged until the water appeared clear and then one
groundwater grab sample was collected with a peristaltic pump. At the completion of
groundwater sampling, the temporary well point was removed and the boring
backfilled by using a 95% Portland cement/5% bentonite slurry, and the asphait
surface patched. Details of these site assessments are contained in the reports
referenced above.

3.0 CLEAN-UP PLAN AND POST-CLEAN-UP VERIFICATION SAMPLING
PROCEDURES

Figure 2 shows the anticipated limits of the proposed excavation area. From the site
assessment data, the impacted soils are in a very limited area and additional
excavation is not expected. Following excavation of the impacted area, post-clean-
up verification samples will be collected. These samples will be collected with hand
tools from the walls of the excavation at the approximate 8-foot depth. Laboratory
supplied glass jars will be used. All soil samples will be sent to a state-certified
analytical laboratory for analysis, and will individually analyzed. The samples will be
analyzed on a rush basis so verification that PCB soils have been removed and the
excavation can be backfilled.

An excavation log will be maintained for all operations as a record of visual
descriptions made in the field. The log will be completed by the geologist or
engineer supervising the excavation activities. The location and dimension of the
excavation along with the location of all verification samples will be entered on the
log. All soil sampling equipment and associated tools including hand-augers and
split-spoon samplers will be decontaminated by a three-step process:

e Scrubbing with potable water to remove soil particles
e Washing with a non-phosphate detergent
¢ Rinsing with potable water

Additional decontamination procedures for sampling equipment will be conducted in
accordance with 40CFR 761.79(c).

The field schedule for removal of buried utilities, excavation, laboratory analysis and
replacement of the utilities and backfill is approximately 3-4 weeks. Upon receipt of



all documentation it will be approximately one month to complete and submit the
final technical report.

The PCB remediation waste generated from the additional remediation activity will
be disposed based on the source oil concentration of 166 ppm.

4.0 ANALYTICAL TESTING

Soil samples will be analyzed for PCBs and TPH with carbon-chain identification
from C4 through C38. The carbon-chain range for mineral oil is C10-C12. For this
work the following range and types of hydrocarbons will be reported.

C4-C12 - Gasoline Range

C8-C10 - Lighter than Diesel

C10-C18, C18-C28 — Diesel Range
C18-C36 — Motor Oil Range

C36-C40 — Heavier than Motor Oil
C8-C40 - Total Petroleum Hydrocarbons

Appropriate containers, preservation, and analytical holding times are presented in
Table 4.

Table 4 - Sample Containers and Preservation

Media EPA Analytical | Container Preservation Analytical

Method Holding Time

. o 14 days

PCB Glass jar Coolto4°C (extraction)

(8082) 40 days

. (analysis)

Soil
TPH . o
(8015) Glass jar Coolto 4°C 14 days

The project location, sampling date and time, sample containers, requested
analyses, person(s) collecting and relinquishing the samples, and sample
identification will be indicated on the chain-of-custody (COC) record. Each sample
collected shall be labeled with the following information:



Project name and number
Sample number and depth
Date/time of collection
Requested Analysis

Each glass jar will be closed tightly and placed inside an appropriate sized cooler
and packed with adequate temperature controls to maintain sample integrity until
receipt by the laboratory. All samples will be transported to the laboratory by field
personnel or laboratory courier. All samples will be accompanied by a properly
completed COC form. The sample numbers and locations will be listed on the COC
form and will match the information on the individual sample labels. When
transferring the possession of samples, the individual relinquishing and receiving will
sign, date, and note the time on the record.

Duplicate soil samples of soil will be collected at a rate of 10% of the total collected.
An equipment rinsate blank will also be collected by pouring water provided by the
laboratory over a decontaminated piece of equipment.

5.0 REPORTING

After field operations are complete and the analytical laboratory data received, a
Post-Cleanup Verification Sampling Report will be prepared. This report will
describe the field activities and present results of the analytical testing. Figures and
tables will be prepared to support the text, as necessary. All analytical laboratory
reports, COC and disposal documentation will be included. The report will be signed
and stamped by a California Professional Geologist.

6.0 PROFESSIONAL DECLARATION

This document was prepared under the direction and supervision of David M. Van
Horsen, a California Professional Geologist with expertise in these types of projects.
His signature and stamp appear below:

VAN ‘I-%RSE - '
No 2418 MEY ﬂd{%/ . /cb\—« (JOMA»\
David M. Van Horsen

CA Certified Engineering Geologist #2418
August 29, 2011

CERTIEED
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ATTACHMENT #2

SCE Site Assessment Work Plan dated October 22, 2010
Los Angeles RWQCB Approval Letter dated November 3, 2010
SCE RWQCB Geotracker Submittal Letter dated November 8, 2010
SCE Extension Request dated December 10, 2010
Los Angeles RWQCB Approval Letter dated December 20, 2010



\\)\/ SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL® Company

November 3, 2010

Peter J. Raftery, PG, CHG

Engineering Geologist

Los Angeles Regional Water Quality Control Board
320 W. 4th Street, Suite 200

Los Angeles, CA 90013

Certified Mail Receipt #: 7010 0780 0000 5788 7567

Subject: Site Cleanup Program Oversight Cost Reimbursement Account
File Number; Spill Cleanup Program No. 1254

Site Name: SCE - Westlake Village (Structure # 5024599)
Near Intersection of Triunfo Canyon Road and Capstan Circle, Westlake Village,
California-

Dear Mr, Raftery:

Southern California Edison Company (SCE) respectfully submits Enclosure (1) Site Assessment Work
Plan for the field investigative sampling activity for the site listed above. As requested, SCE will upload
an electronic copy of this submittal to Geotracker. If you have any questions and/or need any additional
information, please feel free to call me at (626) 302-4845,

Sincerely,

Mary Zepeda

Project Manager

Operations Support Business Unit

Corporate Environment, Health & Safety
Water/Waste Division

Technical Services and Program Management Section
Southern California Edison

Cc: Eric Hodder
David Van Horsen
Joshua Nichols
Kenny Herrera
Miguel Flores

Enclosure:
(1) Site Assessment Work Plan

P.O. Box 800
2244 Walnut Grove Ave.
Rosemead, CA 91770
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SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL Company

SITE ASSESSMENT WORK PLAN
NEAR THE INTERSECTION OF TRIUNFO CANYON ROAD
AND CAPSTAN CIRCLE
WESTLAKE VILLAGE, CALIFORNIA
SCE STRUCTURE #5024599
SITE CLEANUP CASE NUMBER SCP #1254

Prepared By: Southern California Edison Company
Engineering & Technical Services
Civil/Structural/ Geotechnical Group

October 22, 2010



Site Assessment Work Plan
Near the Intersection of Triunfo Canyon Road and Capstan Circle
Westlake Village, California, 91361
Case Number: (SCP #1254)
SCE Westlake Village Structure Number: 5024599

1.0 INTRODUCTION

This Southern California Edison Company (SCE) Site Assessment Work Plan is for
soil and groundwater sampling activities following a mineral oil release from a Buried
Underground Residential Distribution (BURD) transformer located near the
intersection of Triunfo Canyon Road and Capstan Circle (Figure 1). The BURD
transformer is located below grade in the front yard of a single-family residence in
Westlake Village, CA (Figure 2).

On July 18, 2010 SCE discovered that the BURD transformer at above subject
property had released approximately 30 gallons of mineral oil. Following the
release, initial remediation activities obtained 5 soil samples from the bottom of a 3’
x 3 %2’ excavation. One mineral oil sample from the transformer was also collected
for Polychlorinated Biphenyls (PCB) determination. The analytical laboratory results
for mineral oil indicated a PCB concentration of 166 parts per million (ppm). The
analytical laboratory results for soil indicated a concentration of PCBs ranging from
0.19 ppm to 1.5 ppm. While conducting further remediation activities on August 9,
2010, SCE obtained 4 soil samples (at 8 feet) and 1 groundwater sample (at 9 feet)
from the bottom of a 9 foot deep excavation. PCB concentrations in soil ranged from

less than 0.02 ppm to 6.4 ppm. The water sample showed the presence of PCBs at
a concentration of 1.9 milligramsl/liter.

Based on these analytical results, the Los Angeles Regional Water Quality Control

Board requested additional sampling of groundwater and soil samples to determine
the extent of PCB contamination.

1.1  Site Geology and Groundwater Conditions

The project site is located within an alluvial valley in the Santa Monica Mountains.
According to the Dibblee Geologic Map of the Thousand Oaks Quadrangle (1993)
the site is on Quaternary alluvial sand and gravel. The residential subdivision
appears to have been created by excavating the alluvial gravels along Triunfo Creek

to the underlying bedrock to create a lake. It is thought that artificial fill was placed
on the excavated surfaces for the building pads.

This site is unique because the enlarging of Triunfo Creek created a man-made
recreational lake. Water in this lake is not used for drinking water purposes. Based
on the excavation activities described above the water level at the project site is



approximately 9 feet below ground surface (bgs). This shallow depth is probably
representative of the surrounding recreational lake.

2.0 SCOPE OF WORK

The scope of this investigation includes:

e Completion of 6 direct push or hand auger borings to an approximate depth of
12 feet bgs.

Collection of 1 soil sample from location from the soil-water interface.
Collection of 1 groundwater sample from each location.

Analytical testing of the collected soil and groundwater samples.

Preparation of an investigation report.

Observations from recent soil removal activities indicate groundwater is present at 8
feet bgs. The shallow depth to groundwater indicates local infiltration from an
adjacent man-made lake, not a regional condition. Figure 2 provides the general
layout of the site and locations of the proposed sampling points. A site specific
health and safety plan was prepared for this project and is included as Appendix A.

3.0 _FIELD INVESTIGATION

3.1 Soil Sampling

Soil samples will be collected from the soil-water interface by either hand auger or
direct-push sample techniques. Soil samples will be collected into either acetate
probe liners or laboratory supplied glass jars. All soil samples will be sent to a state-
certified analytical laboratory for analysis. All samples shall be individually analyzed.
At the end of drilling, the boring will be backfilled with bentonite chips, hydrated, and

the surface repaired. The soil cuttings will be contained in drums and properly
labeled until receipt of the analytical testing.

A soil boring log will be maintained for all soil sampling operations as a record of
visual descriptions made in the field. The log will be completed by the geologist or
engineer supervising the soil sampling operations. This log will contain a detailed
description of the soil encountered per American Society Testing & Methods (ASTM)
Method D2488-84. The descriptions will include appropriate information such as
organic material content, grain size distribution, plasticity, mottling, color, odor,
relative moisture content, consistency, density, grain shape and lithology, and the
Unified Soil Classification System (USCS) group symbol. Al soil sampling

operations will be conducted under the direction or supervision of a California
Professional Geologist.



All soil sampling equipment and associated tools including hand-augers and split-
spoon samplers will be decontaminated by a three-step process:

e Scrubbing with potable water to remove soil particles
o Washing with a non-phosphate detergent
+ Rinsing with potable water

Drilling and sampling equipment will be cleaned and decontaminated before arriving
on site. All decontamination water will be contained in drums and labeled properly
until receipt of laboratory analysis.

3.2 Groundwater Sampling

One groundwater sample from each boring will be collected with either a pre-
cleaned, disposable bailer or peristaltic pump. The groundwater sample will be
placed into laboratory provided glassware and sent to a state-certified analytical
laboratory. The sample container will be pre-preserved if preservation is necessary.
The groundwater sample will be analyzed for the same analytes as the soil samples.

All groundwater sampling will be conducted under the direction or supervision of a
California Professional Geologist.

4.0 ANALYTICAL TESTING

Soil and groundwater samples will be analyzed for PCBs. Appropriate containers,
preservation, and analytical holding times are presented in Table 4-1.

Table 4-1  Sample Containers and Preservation

Parameters Container Analytical

Media (EPA Preservation Holdi y Ti
Method) ng fime

14 days

PCB Acetate sleeve or glass jar | Coolto4°C (exuatggln)

. 8082 40 days

Soil ( ) (analysz)

PCB 1 1-Liter o 7 days

(8082) amber glass bottle Coolto 4°C fg’;cg‘;";

Groundwater (analysis)




The project location, sampling date and time, sample containers, requested
analyses, person(s) collecting and relinquishing the samples, and sample
identification will be indicated on the chain-of-custody (COC) record. Each sample
collected shall be labeled with the following information:

Project name and number

Boring & sample number and depth
Date/time of collection

Requested Analysis

Each acetate sleeve will be sealed with Teflon film and plastic end caps and placed
inside an appropriate sized cooler and packed with adequate temperature controls to
maintain sample integrity until receipt by the laboratory. All samples will be
transported to the laboratory by field personnel, or laboratory courier. Sample
bottles for soil and groundwater sampling will be provided by the laboratory in
quality-controlled containers. All samples will be accompanied by a properly
completed COC form. The sample numbers and locations will be listed on the COC
form and will match the information on the individual sample labels. When
transferring the possession of samples, the individual relinquishing and receiving will
sign, date, and note the time on the record.

Duplicate samples of both soil and groundwater will be collected at a rate of 10% of
the total collected for each media. An equipment rinsate blank will also be collected

by pouring water provided by the laboratory over a decontaminated piece of
equipment.

5.0 REPORTING

After field operations are complete and the analytical laboratory data received, a Site
Assessment Report will be prepared. This report will describe the field activities and
present results of the analytical testing. Figures and tables will be prepared to
support the text, as necessary. A soil boring log and copy of the COC will also be
included. Recommendations regarding findings will be offered. The report will be
stamped by a California Professional Geologist.



6.0 PROFESSIONAL DECLARATION

This document was prepared under the direction and supervision of David M. Van
Horsen, a California Professional Geologist with expertise in these types of projects.
His signature and stamp appear below:

David M. Van Horsen
CA Certified Engineering Geologist # 2418
October 22, 2010

£ M.
& [vAN HORSE

No. 2418

CERTIFIED
O \ENGINEERING
A \GEOLOGIST,
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SITE SAFETY AND HEALTH PLAN

CLIENT: OS CEH&S TECHNICAL SVCS/PRG MNGMNT GRP CLIENT CONTACT: Mary Zepeda
CLIENT CELL: 626-484-6874 CLIENT OFFICE TELEPHONE:  626-302-4845

SITE NAME: BURD Transformer (intersection of Triunfo Road and Capstan Circle)
SITE ADDRESS: 3701 Capstan Circle, Westlake Village, CA 91361
SITE CONTACT: Miguel Flores

DATE: October 22, 2010 SSHP EXPIRATION: March 31, 2011

PROJECT MANAGER: Miguel Flores
FIELD MANAGER: David Van Horsen/Ethan Carlisle
SUBCONTRACTOR: Gregg Drilling & Testing

DISCLAIMER

This Site Safety and Health Plan have been written for the use of SCE and its employees. It may also be used as a

guidance document by properly trained and experienced SCE subcontractors. However, SCE does not guarantee the
health or safety of any person entering the site.

Due to the nature of the site and the activity occurring thereon, it is not possible to discover, evaluate, and provide
protection for all possible hazards which may be encountered. Strict adherence to the health and safety guidelines set
forth herein will reduce, but not eliminate, the potential for injury on the site. The health and safety guidelines in this plan
were prepared specifically for this site and should not be used on any other site without prior research by trained health
and safety specialists. All personnel participating in the field must be trained in the general and specific hazards unique to
the job and, if applicable, participate in a medical surveillance program. SCE claims no responsibility for use of this plan

by others. The pilan is written for the specific site conditions, purposes, dates, and personnel specified and must be
amended if these conditions change.

I Project Information

A) Facility Site Description:

The Buried Underground Residential Distribution (BURD) transformer is located near the intersection of
Triunfo Road and Capstan Circle. The BURD structure is located in the front yard of a personal residence at
3701 Capstan Circle, Westlake Village, CA.

B) Site Map:
A copy of the site plan prepared for the sampling and analysis plan is attached.

1) Entry & emergency access: Triunfo Road
2) Work Location:  Front and side yard of personal residence at 3701 Capstan Circle,
Westlake Village, and in street on Capstan Circle.
3) Spill Location: BURD transformer in front yard of personal residence listed above.
4) Location of borings: Front and side yard of personal residence listed above, and in
street on Capstan Circle.

C) Background information and Level of Contamination Found:

On July 18, 2010 SCE discovered that the BURD transformer at above subject property had released
approximately 30 gallons of mineral cil. Following the release, initial remediation activities obtained 5 soil
samples from the bottom of a 3’ x 3 ¥4’ excavation. One mineral oil sample from the transformer was also
collected for Polychlorinated Biphenyls (PCB) determination. The analytical laboratory results for mineral oil
indicated a PCB concentration of 166 parts per million (ppm). The analytical laboratory resuits for soil indicated
a concentration of PCBs ranging from 0.19 ppm to 1.5 ppm. While conducting further remediation activities on



August 9, 2010, SCE obtained 4 soil samples (at 8 feet) and 1 groundwater sample (at 9 feet) from the bottom of
a 9 foot deep excavation. PCB concentrations in soil ranged from less than 0.02 ppm to 6.4 ppm. The water
sample showed the presence of PCBs at a concentration of 1.9 milligrams/liter. Based on these analytical
results, the Los Angeles Regional Water Quality Control Board requested additional sampling of groundwater
and soil samples to determine the extent of PCB contamination.

D) Scope of Work:

Advance six soil borings to depths of 12 feet (bgs); collection of 1 soil sample and 1 groundwater
sample from each boring.

E) Written Work Plan:
Agency-approved work plan held on site.

F) SCE Employees:

Project Manager: Miguel Flores
Field Supervisor: David Van Horsen/Ethan Carlisle
Site Safety Officer: David Van Horsen/Ethan Carlisle

Job Hazard Analysis

A) Expected Job Tasks:

Set up drill rig; decontaminate equipment; soil and groundwater sample collection; abandon borings
with bentonite, cleanup site.

B) Job Hazards:

Heat Stress; Slip-trip-fall injuries; Drill rig pinch/crush points; Noise; Contact with overhead and buried
electrical lines

All site personnel will be required to wear basic personal protective equipment such as safety shoes
and glasses, hardhats and hearing protection.

Job site is in residential neighborhood and will require traffic control
B) Utility Clearance:
1) Call Dig Alert : Will have ticket on site

2) Field clearance done by: USA and SCE contractor
3) List Instruments used:

Health Risk Analysis

A) Summary of Potential Exposure Pathways.
Skin contact with oily material; inhalation of vapars or particulates; ingestion of oily material.
Skin contact will be minimized by the use of gloves. Inhalation of particulates during drilling or
sampling will be minimized by the use of water, if dust levels are significant and long-lasting. Personal
hygiene procedures (washing of hands before eating) should be observed by all personne! to minimize
potential ingestion of oily material.

B) Chemical Hazard Data
See attached MSDS for mineral oils and PCB commonly used by SCE.

C) Overall Rating of Risk due to Project Hazards



Serious Moderate Low
V. Air Monitoring Equipment/Personal Protective Equipment and Action Levels

Monitoring is to be conducted and interpreted by the Site Safety Officer or designee, and will be
performed on a periodic basis. Periodic is defined as adequate characterization before, during and
after each task/activity. Monitoring should continue on a continuous basis until the operation is stable
and the SSO feel that the monitoring is sufficient to adequately assess and characterize exposure
during that operation. Upon task/environmental/activity stabilization, periodic monitoring, every 30
minutes is required to verify the initial exposure assessment to ail chemicals identified as necessary
below. Additional characterization monitoring shall begin immediately if the operation destabilizes, the
environment changes, or the potential for exposure is otherwise affected.

A) Monitoring Instruments/Direct Reading Instruments
Minirae 2000 Photoionization detector or similar will be used for monitoring.

G) Personal Protective Equipment

Level D PPE will be used for this project. This includes safety shoes and glasses, hearing protection

(plugs or muffs) and hard hat. Nitrile gloves will be used when handling oily soils and during
groundwater sampling.

V. Decontamination/Investigation Derived Waste Generation

A) Sampling Equipment/Samples
3 Step decontamination procedures:

e  Scrubbing with potable water to remove soil particles
¢ Washing with a non-phosphate detergent
* Rinsing with potable water

B) Personal Protective Equipment

- Any PPE in contact with oils should be placed in a drum.
- Disposables will be placed in a drum.

C) Heavy Equipment
- Decontaminate augers as necessary and contain run-off.
D) Investigation-Derived Waste Handling

1) Drill cuttings to be placed in properly labeled drums.

2) Liquid generated during decontamination or sampling shall be stored in drums.

3) Disposable protective equipment to be placed in drum with drill cuttings.

4) Dust generated by site activities will be mitigated by application of water, as necessary.

VL Site Access Procedure

On-Site Command Post: Field Manager vehicle
General: Cones, barrier tape, etc. will be utilized to segregate work area, as necessary.

Work Area Access: Limited to SCE personnel and contractors necessary to complete investigation

tasks. Stop work and re-locate cones and barrier tape to ailow for residential
traffic.



VII. Emergency Procedures:

First Aid if exposed to pure mineral oil:

Eye Contact: Irrigate Immediately

Skin Contact: Remove clothing and wash with soap and water.
Breathing: Move victim to fresh air.

Ingestion: Do not induce vomiting. Seek medical attention.

Nearest Telephone: Field Manager cell phone.

EMERGENCY PHONE NO: 911

SCE OPERATOR: 626-302-1212

NEAREST HOSPITAL; Columbia Los Robles Hospital (see attached map)
Vil. Log Sheet & Tail Gate Meetings
A) Daily Tail Gate Meeting Log Sheet

Attached



Project:
Date:

Daily Tailgate Safety Meeting Log Sheet

Company:



MSDS for Mineral Oil and PCB



Monsanto*

Material Safety Data

Emergency Phone No.
CHEMTREC
800-424-9300
POLYCHLORINATED BIPHENYLS (PCBs)

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NAME: POLYCHLORINATED BIPHENYLS (PCBs)
Aroclor® Series 1016, 1221, 1232, 1242, 1248, 1254, 1260, 1262, 1268
Therminol® FR Series

Date : 8/2004

Chemical Family: Chlorinated Hydrocarbons
Chemical Name: Polychlorinated biphenyls
Synonyms: PCBs, Chlorodiphenyls, Chlorinated biphenyls

Trade Names/Common Names:

PYRANOL® and INERTEEN® are trade names for commonly used dielectric fiuids that may have contained varying
amounts of PCBs as well as other components including chlorinated benzenes.

ASKAREL is the generic name for a broad class of fire resistant synthetic chlorinated hydrocarbons and mixtures used as
dielectric fluids that commonly contained about 30 - 70% PCBs. Some ASKAREL fluids contained 99% or greater PCBs and
some contained no PCBs.

PYDRAUL® was the trade name for hydraulic fluids that, prior to 1972, may have contained varying amounts of PCBs and
other components including phosphate esters.

THERMINOL® FR-0, -1, -2, and -3 were the trade names for heat transfer fluids that, prior to 1972, contained PCBs.
THERMINOL® fluids without the FR designation, including current THERMINOL® products, did not and do not contain
PCBs.

The product names/trade names are representative of several commonly used Monsanto products {or products formulated
with Monsanto products). Other trademarked PCB products were marketed by Monsanto and other manufacturers. PCBs
were also manufactured and sold by several European and Asian companies. Contact the manufacturer of the trademarked
product, if not in this listing. to determine if the formulation contained PCBs.

In 1972, Monsanto restricted sales of PCBs to applications involving only closed electrical systems, (transformers and
capacitors). In 1977, ali manufacturing and sales were voluntarily terminated. In 1979, EPA restricted the manufacture,
processing, use, and distribution of PCBs to specifically exempted and authorized activities.

FOR CHEMICAL EMERGENCY, SPILL, LEAK, FIRE, EXPOSURE, OR ACCIDENT
Call CHEMTREC - Day or Night - 800-424-3300 Toll free in the continental U.S., Hawaii, Puerto Rico, Canada, Alaska, or
Virgin Islands. For calls originating elsewhere, call 202-483-7616 (collect calls accepted).

For additional nonemergency information, call 314-480-1677.
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2. COMPOSITION/INFORMATION ON INGREDIENTS

——
o

Chemically, commercial PCBs are defined as a series of technical mixtures, consisting of many congeners, that vary
from mobile, oily liquids to white crystalline solids and hard noncrystalline resins. Technical products vary in
composition, in the degree of chlorination, and possibly according to batch.

The mixtures generally used contain an average of 3 atoms of chlorine per molecule (42% chlorine) to 5 atoms of
chiorine per module (54% chlorine). They were used as components of dielectric fluids in transformers and capacitors.
Prior to 1972, PCB applications inciuded heat transfer media, hydraulic and other industrial fluids, plasticizers.
carbonless copy paper, paints, inks, and adhesives.

Component CAS No.
chlorinated biphenyl 1336-36-3
Aroclor 1016 12674-11-2
Aroclor 1221 11104-28-2
Aroclor 1232 11141-16-5
Aroclor 1242 53469-21-9
Aroclor 1248 12672-29-6
Aroclor 1254 11097-69-1
Aroclor 1260 11096-82-5
Aroclor 1262 37324-23-5
Aroclor 1268 11100-14-4

There are also CAS Numbers for individual PCB congeners and for mixtures of Aroclor® products.

PCBs are identified as hazardous chemicals under criteria of the OSHA Hazard Communication Standard (29 CFR
Part 1910.1200). PCBs have been listed in the International Agency for Research on Cancer (JARC) Monographs
(1987)-Group 2A and in the National Toxicology Program (NTP) Annual Report on Carcinogens (Tenth).

3. HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

Appearance and Odor: PCB mixtures range in form and color from clear to amber liquids to white crystalline solids.

They have a mild, distinctive odor and are not volatile at room temperature. Refer to Section 9
for details.

WARNING!
CAUSES EYE IRRITATION
MAY CAUSE SKIN IRRITATION

PROCESSING AT ELEVATED TEMPERATURES MAY RELEASE VAPORS OR FUMES WHICH MAY CAUSE
RESPIRATORY TRACT IRRITATION

POTENTIAL HEALTH EFFECTS

Likely Routes

of Exposure:  Skin contact and inhalation of heated vapors

Eye Contact: Causes moderate irritation based on worker experience.

Skin Contact:  Prolonged or repeated contact may result in redness, dry skin and defatting based on human
experience. A potential exists for developing chloracne. PCBs can be absorbed through intact skin.

Inhalation: Due to the low volatility of PCBs, exposure to this material in ambient conditions is not expected to
produce adverse health effects. However, at elevated processing temperatures, PCBs may produce
a vapor that may cause respiratory tract irritation if inhaled based on human experience.

Ingestion: No more than slightly toxic based on acute animal toxicity studies. Coughing, choking and shortness
of breath may occur if liquid material is accidentally drawn into the lungs during swallowing or vomiting.
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Other:
Numerous epidemiological studies of humans, both occupationally exposed and nonworker
environmentally exposed populations, have not demonstrated any causal relationship between PCB
exposure and chronic human illnesses such as cancer or neurological or cardiovascular effects. PCBs

at high dosage can cause skin symptoms; however, these subside upon removal of the exposure
source.

Refer to Section 11 for toxicological information.

4. FIRST AID MEASURES

IF IN EYES, immediately flush with plenty of water for at least 15 minutes. If easy to do, remove any contact lenses.
Get medical attention. Remove material from skin and ciothing.

IF ON SKIN,  immediately flush the area with plenty of water. Wash skin gently with soap as soon as it is available.
Get medical attention if irritation persists.

IF INHALED, remove person to fresh air. If breathing is difficult, get medical attention.

IF SWALLOWED, do NOT induce vomiting. Rinse mouth with water. Get medical attention. Contact a Poison Control
Center. NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON

NOTE TO PHYSICIANS: Hot PCBs may cause thermal burn. If electrical equipment arcs between conductors, PCBs
or other chlorinated hydrocarbon dietectric fluids may decompose to produce hydrochloric acid (HCI), a respiratory
irritant. If large amounts are swallowed, gastric lavage may be considered.

5. FIRE FIGHTING MEASURES

Flash Point: 284 degrees F (140 degrees C) or higher depending on the chlorination leve! of the Aroclor product

Fire Point. 349 degrees F (176 degrees C) or higher depending on the chlorination level of the Aroclor product
NOTE: Refer to Section 9 for individual flash points and fire points.

Extinguishing
Media: Extinguish fire using agent suitable for surrounding fire. Use dry chemical, foam, carbon dioxide or

water spray. Water may be ineffective. Use water spray to keep fire-exposed containers or
transformers cool.

PCBs are fire-resistant compounds. They may decompose to form CO, C02, HCI, phenolics, aldehydes, and other
toxic combustion products under severe conditions such as exposure to flame or hot surfaces.

Dielectric fluids having PCBs and chlorinated benzenes as components have been reported to produce polychlorinated
dibenzo-p-dioxins (PCDDs) and furans (PCDFs) during fire situations involving electrical equipment. At temperatures in
the range of 600-650 degrees C in the presence of excess oxygen, PCBs may form polychlorinated dibenzofurans
(PCDFs). Laboratory studies under similar conditions have demonstrated that PCBs do not produce polychlorinated

dibenzo-p-dioxins (PCDDs).
Federal regulations require all PCB transformers to be registered the U.S. Environmental Protection Agency.

If a PCB transformer is involved in a fire-related incident, the owner of the transformer may be required to report the
incident. Consult and follow appropriate federal, state and local regutations.

Fire Fighting Equipment: Fire fighters and others exposed to products of combustion should wear self-contained
breathing apparatus. Equipment should be thoroughly decontaminated after use.
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6. ACCIDENTAL RELEASE MEASURES

Cleanup and disposal of liquid PCBs and other PCB items are strictly regulated by the federal government. The regulations
are found at 40 CFR Part 761. Consult these regulations as well as applicable state and local regulations prior to any
cleanup or disposal of PCBs, PCB items, or PCB contaminated items.

If PCBs leak or are spilled. the following steps should be taken immediately:
All nonessential personnel should leave the leak or spill area.
The area should be adequately ventilated to prevent the accumulation of vapors.

The spill/leak should be contained. Loss to sewer systems, navigable waterways, and streams should be prevented.
Spills/leaks should be removed promptly by means of absorptive material, such as sawdust, vermiculite, dry sand,

clay, dirt or other similar materials, or trapped and removed by pumping or other suitable means (traps, drip-pans,
trays, etc.).

Personnel entering the spill or leak area should be furnished with appropriate personal protective equipment and
clothing as needed. Refer to Section 8 for personal protection equipment and clothing.

Personnel trained in emergency procedures and protected against attendant hazards should shut off sources of
PCBs, clean up spills, control and repair leaks, and fight fires in PCB areas.

Refer to Section 13 for disposal information and Sections 14 and 15 for information regarding reportable quantity, and
Section 7 for marking information.

1]

7. HANDLING AND STORAGE

Care should be taken to prevent entry into the environment through spills, leakage, use vaporization, or disposal of liquid or
containers. Avoid prolonged breathing of vapors or mists. Avoid contact with eyes or prolonged contact with skin. If skin
contact occurs, remove by washing with soap and water. Following eye contact, flush with water. In case of spiliage onto

clothing. the clothing should be removed as soon as practical, skin washed, and clothing laundered. Comply with all federal.
state, and local regulations.

Federal regulations under the Toxic Substances Control Act require PCBs, PCB items, storage areas, transformer vaults,
and transport vehicles to be marked (check regulations, 40 CFR 761, for details).

CAUTION
CONTAINS
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v Comions ' N CONTACT U.S. ENVIRONMENTAL
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Storage; The storage of PCB items or equipment (those containing 50 ppm or greater PCBS) and PCB waste is

strictly regulated by 40 CFR Part 761. The storage time is limited, the storage area must meet physical
requirements, and the area must be labeled.

Avoid contact with eyes.

Wash thoroughly after handling.

Avoid breathing processing fumes or vapors.
Process using adequate ventilation.
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8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Eye
Protection: Wear chemical splash goggles and have eye baths available where there is significant potential for
eye contact.

Skin

Protection: Wear appropriate protective clothing and chemical resistant gloves to prevent skin contact. Consuit
glove manufacturer to determine the appropriate type glove for a given application. Wear chemical
goggles, face shield, and chemical resistant clothing such as a rubber apron when splashing is likely.
Wash immediately if skin is contacted. Remove contaminated clothing promptly and launder before
reuse. Clean protective equipment before reuse. Provide a safety shower at any location where skin
contact can occur. Wash thoroughly after handling.

ATTENTION! Repeated or prolonged skin contact may cause chloracne in some people.

Respiratory

Protection: Avoid breathing vapor, mist, or dust. Use NIOSH/MSHA approved equipment when airborne
exposure limits are exceeded. Full facepiece equipment is recommended when airborne exposure
limits are exceeded and, if used. replaces the need for face shield and/or chemical spiash goggles.
Consult respirator manufacturer to determine the type of equipment for a given application. The
respirator use limitations specified by NIOSH/MSHA or the manufacturer must be observed. High
airborne concentrations may require use of self-contained breathing apparatus or supplied air
respirator. Respiratory protection programs must be in compliance with 29 CFR Part 1910.134.

ATTENTION! Repeated or prolonged inhalation may cause chioracne in some people.

Ventilation: Provide natural or mechanical ventilation to control exposure tevels below airborne exposure limits (see
below). If practical, use local mechanical exhaust ventilation at sources of vapor or mist, such as open
process equipment.

Airbome Exposure Limits:

Product: Chiorodiphenyl (42% chlorine)

OSHA PEL: 1 mg/m® 8-hour time-weighted average - Skin*
ACGIH TLV: 1 mg/m® 8-hour time-weighted average - Skin*

Product: Chiorodiphenyl (54% chiorine)

OSHA PEL: 0.5 mg/m® 8-hour time-weighted average - Skin*
ACGIH TLV: 0.5 mg/m* 8-hour time-weighted average - Skin*

*For Skin notation see Threshotd Limit Values for Chemical Substances and Physical Agents & Biological Exposure Indices.
American Conference of Governmental Industrial Hygienists, 2003.
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9. PHYSICAL AND CHEMICAL PROPERTIES

PROPERTIES OF SELECTED AROCLORS®

PROPERTY 1016 1221 1232 1242 1248 1254 1260
Color (APHA} | 40 100 100 100 100 100 150
Physical state | mobile oil | mobile oil | mobile oif | mobile oil | mobile oil | viscous sticky
liquid resin
Stability inert inern inert inert inert inert inert
Density 11.40 9.85 10.55 11.50 12.04 12.82 13.50
{Ib/gal 25 °C) '
Specific gravity | 1.36-1.37 | 1.18-1.19 | 1.27-1.28 | 1.30-1.39 | 1.40-1.41 | 1.49-1.50 | 1.55-
w15.5°C x-25" x-25% x-25° x-25° x-65° x-85° 1.56
x-80~
Distillation 323-356 275-320 290-325 325-366 340-375 365-390 385-420
range (°C})
Acidity .010 .014 .014 .015 .010 010 014
mg KOH/g,
maximum
Fire point none to 176 238 none to none to none to none to
°C) boiling boiling boiling boiling boiling
point point point point point
Flash point 170 141-150 152-154 176-180 193-196 none none
C)
Vapor NA NA 0.005 0.001 0.00037 0.00006 NA
pressure
(mm Hg @
100°F)
Viscosity 71-81 38-41 44-51 82-92 185-240 1800-
(Saybolt Univ. | 13-16 3.6-46 5.5-7.7 16-19 42-52 2500
Sec. @ 100°F) 390-540
(centistokes)

NA-Not Available

NOTE: These physical data are typical values based on material tested but may vary from sample to sample. Typical
values should not be construed as a guaranteed analysis of any specific Iot or as specifications for the product.

10. STABILITY AND REACTIVITY

—— m————

Stability: PCBs are very stable, fire-resistant compounds.

Materials to Avoid: None

Hazardous Decomposition

Products: PCBs may decompose to form CO, CO, HCH, phenolics, aldehydes, and other toxic combustion

products under severe conditions such as exposure to flame or hot surface.
Hazardous Polymerization: Does not occur.

11. TOXICOLOGICAL INFORMATION

——
m——

Data from iaboratory studies conducted by Monsanto and from the available scientific literature are summarized below.
Single exposure (acute) studies indicate:

Oral - Slightly Toxic (Rat LD50 - 8.65 g/kg for 42% chlorinated; 11.9 g/kg for 54% chlorinated)
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The liquid products and their vapors are moderately irritating 1o eye tissues. Animal experiments of varying duration and at

different air concentrations show that for similar exposure conditions, the 54% chlorinated material produces more liver injury
than the 42% chlorinated material.

There are literature reports that PCBs can impair reproductive functions in laboratory monkeys. Literature reports of earlier
chronic feeding studies of laboratory rodents provided sufficient evidence that Aroclor 1260 could cause liver cancer when
fed at high doses. Similar experiments with less chlorinated PCB products produced negative or equivocal results. A recent
literature report of a chronic feeding study of Aroclor 1260, Aroclor 1254, Aroclor 1242, and Aroclor 1016 provided evidence
that all four mixtures caused cancer in rodent livers.

The consistent finding in animal studies is that PCBs produce liver injury following prolonged and repeated exposure by any
route, if the exposure is of sufficient degree and duration. Liver injury is produced first, and by exposures that are less than
those reported to cause cancer in rodents. Therefore, exposure by all routes should be kept sufficiently low to prevent liver
injury.

Numerous epidemiological studies of humans, both occupationally exposed and nonworker environmentally exposed
populations, have not demonstrated any causal relationship between PCB exposure and chronic human ilinesses such as

cancer or neurological or cardiovascular effects. PCBs at high dosage can cause skin symptoms; however, these subside
upon removal of the exposure source.

PCBs have been listed in the International Agency for Research on Cancer (IARC) Monographs (1987)-Group 2A and in the
Nationa! Toxicology Program (NTP) Tenth Annuatl Report on Carcinogens.

12. ECOLOGICAL INFORMATION

Care should be taken to prevent entry of PCBs into the environment through spills, leakage, use, vaponzation or disposal of
liquid or solids. PCBs can accumulate in the environment and can adversely affect some animals and aquatic life. In

general, PCBs have low solubility in water, are strongly bound to soils and sediments, and are slowly degraded by natural
processes in the environment.

13. DISPOSAL CONSIDERATIONS

The disposal of PCB items or equipment (those containing 50 ppm or greater PCBs) and PCB wastes is strictly regulated by
40 CFR Part 761. For example, all wastes and residues containing PCBs (wiping cloths, absorbent material, used
disposable protective gloves and clothing, etc.) should be collected, placed in proper containers, marked and disposed of in
the manner prescribed by EPA regulations (40 CFR Part 761) and applicable state and local regulations.

14. TRANSPORT INFORMATION

The data provided in this section are for information only. Please apply the appropriate regulations to properly classify a
shipment for transportation.

DOT Classification: IF WEIGHT OF PCBs TO BE SHIPPED IS OVER ONE POUND, THE FOLLOWING
CLASSIFICATION AND LABEL APPLY.
DOT Label: LIQUID: Environmentally Hazardous Substance, liquid, n.o.s. (Contains PCB).
9, UN 3082, il
SOLID: Environmentally Hazardous Substance. solid. n.o.s. (Contains PCB),
9, UN 3077, Wl
DOT Label: Class 9
DOT Reportable Quantity: One pound
IMO Classification: Polychlorinated Biphenyls, IMO Class 9, UN 2315, Il

IMO Page 9034, EMS 6.1-02
IATA/ICAO

Classification: Polychiorinated Biphenyls, 9, UN2315.il
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15. REGULATORY INFORMATION

For regulatory purposes, under the Toxic Substances Contro! Act, the term "PCBs" refers to a chemical substance fimited to
the biphenyl molecule that has been chlorinated to varying degrees or any combination of substances which contain such a
substance (40 CFR Part 761).

TSCA inventory: not listed.

Hazard Categories Under Criteria of SARA Title il Rules (40 CFR Part 370): Immediate, Delayed.
SARA Section 313 Toxic Chemical(s): Listed-1993 (De Minimis concentration 0.1%.)

Reportable Quantity (RQ) under DOT (49 CFR), CERCLA Regulations and TSCA (40 CFR Part 761): 1 ib. (polychlorinated
biphenyls) PCBs.

Release of more than 1 (one) pound of PCBs to the environment requires notification to the National Response Center
(800-424-8802 or 202-426-2675).

Various stale and local regulations may require immediate reporting of PCB spills and may also define spill cleanup levels.
Consuit your attorney or appropriate regulatory officials for information relating to spill reporting and spill cleanup.

16, OTHER INFORMATION

Reason for revision: Contact information change. Supersedes MSDS dated 7/99.

Therminol€ is a registered trademark of Solutia Inc.
Aroclor# and Pydraul® were registered trademarks of Monsanto Company
Pyranol®is a registered trademark of General Electric Company
Inerteen® is a registered trademark of Westinghouse Electric Corporation

FOR ADDITIONAL NONEMERGENCY INFORMATION, CONTACT:

Robert G. Kaley. H, Ph.D.
200 S. Hanley Road
Suite 300
St. Louis, MO 63105
314-480-1677

* The former Monsanto Company. now known as Pharmacia Corporation, ceased manufacturing PCBs in 1977. This MSDS is provided as a convenience
to former customers and users

Aithough the information and recommendations set forth herein (hereinafter "Information”) are presented in good faith and believed to be correct as of the
date hereol, Pharmacia makes no representalions as 10 the completeness or accuracy thereof Information is supplied upon the condition that the persons
receiving same will make their own determination as to its suitability for their purposes prior lo use. In no event will Pharmacia be responsibie for damages
of any nature whatsoever resulting from the use of or reliance upon Information NO REPRESENTATIONS OR WARRANTIES, EITHER EXPRESS OR
IMPLIED, OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR OF ANY OTHER NATURE ARE MADE HEREUNDER WITH RESPEC T
TO INFORMATION OR THE PRODUCT TO WHICH INFORMATION REFERS




Material Safety Data Sheet

1. PRODUCT AND COMPANY IDENTIFICATION
Product Information
Product name Mineral Oil USP
Version 4,0, 12/24/2008
Jurisdiction This Material Safety Data Sheet was prepared for the jurisdiction USA.
Synonyms "Heavy mineral ail

Intended Uses

. The material is used as a lubricant laxative. This material is used as a component in

topical products. :

‘Company/Underiaking Identification

Address

Bristol-Myers Squibb Company
P.0. Box 191

New Brunswick, New Jersey 08903
United States of America

© 1-732-227-7380

Emergency Phone
Number :

CHEMTREC 1-800-424-9300. For all interhational transportation emergencies call
CHEMTREC at 1-703-527-3887. Collect calls accepted.

Components Concentration CAS-No.
Hazardous components -

Mineral Oil >=99 % 8042-47-5
Other ingredients

dl-alpha Tocopherol <1 % 10191-41-0 -

Emergency Overview
Appearance
Signal Word
Hazard Statements

liquid : colourless
Caution
Target Organs: lungs, gastrointestinal tract.

Precautionary Measures Avoid contact with the eyes. Wear eye/face protection.
| Potential Health Effects

Eyes Passible mild eye irritant

Skin Mildly and/or transiently irritating to skin., Experimental data indicate
that this material has low potential to cause acute toxicity by skin contact.

Ingestion Experimental data indicate that this material has low potential to cause
acute toxicity by ingestion. Material has a relatively high viscosity and
potential for aspiration is low. However, if material is aspirated into the
lungs, it may cause lung damage.

Inhalation Inhalation of mineral oil mist or aerosol may cause lipoid pneumonia.

Target Organs lungs, gastrointestinal tract

Signs and Symptoms Acute: gastrointestinal discomfort, diarrhoea, loose stools.

Chronic: shortness of breath, cough, noisy respiration.

Continued
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Environmental Effects Experimental data indicate low potential for acute harm to aquatic
organisms.
4.FIRS TAID MEASURES e A ) - :
Eye contact Rmse u'nmedlately wnth plenty of water for at least 15 minutes. Keep eye w1de open
while rinsing, . Get medical attention of irritation occurs.
Skin confact Wash off with soap and water. Get medical attention of irritation ocours.
Inhalation Move to fresh air. Oxygen or artificial respiration if needed. Obtain medical attention.
Ingestion If swallowed, seek medical advice immediately and show this container or label. Do

NOT induce vomiting. Never give anything by mouth to an unconscious person.

Notes to Physician The material is used as a lubricant laxative. This material is used as a component in
topical products. This product may cause: gastrointestinal discomfort, diarthoea, loose
stools, shortness of breath, cough, noisy respiration, Organs affected may mclude
lungs, gastrointestinal tract. Refer to Section 11.

Medical Surveillance  Employees who are pregnant, are breast-feeding, or who are concerned with other
reproductive issues should be encouraged to consult with the occupational health
physician monitoring worker's health.

Flammable Properties Not available

Extinguishing Media Suitable extinguishing medla 'Dry chemical, Water spray, Foam

Unsuitable extingnishing medla Do NOT use¢ water jet.

Protection. of Firefighters  Specific hazards: Possible mild eye irritant :
Protective equipment: Use personal protective equipment. In the event of fire, wear
self-contained breathing apparatus.
Hazardous Combustion Products: carbon oxides(COx), nitrogen oxides (NOx)

Other information: Decontaminate protective clothing and equipment before reuse.

Personal precautions Refer to protective measures listed in sections 7 and 8. Use personal protective

equipment. Examples include tightly fitting safety goggles, lab coat and impervious
gloves.

Environmental Prevent release to drains and waterways. Prevent release to the environment.
precautions

Containment Methods  Contain spillage, and then collect with non-combustible absorbent material, (e.g. sand,
earth, diatomaceous earth, vermiculite) and place in container for disposal according to
local / national regulations (see section 13).

Cleanup Methods Contain and collect spillage and place in container for disposal according to local
regulations (see Section 13).

7. HANDLING AND STORAGE o

Handling Precautions Avoxd inhalation of vapour or mist, Keep away from heat and sources of ignition.
Prevent release to drains and waterways,

Storage Conditions Store at room temperature. Protect against light. Keep away from heat, sparks and
flames. Do not store near incompatible substances.

Continued
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7.HANDLING AND STORAGE = i o T
Container Store in sturdy contamers appropnate to mamtam the mtegnty of thls matenal for 1ts
Requirements intended use. Keep tightly closed. Store in spill containment pallet or other device to

confine spills.

8 EXPOSURE CONIROLS /PERSONAL. PROTEC"ON

Exposure limit(s) Company ACGIH OSHA NIOSH

_ Guideline ‘
Mineral Qil - . 10 mg/m3 STEL 5 mg/m3 TWA 10 mg/m3 STEL
5 mg/m3 TWA 5 mg/m3 TWA
. &
Exposure Control Band 1 -- Material is‘assigned to Exposure Control Band 1 (range 1,000 -
. 10,000 pg/m3).
Bristol-Myers Squibb Exposure A specific exposure guideline has not yet been established.
Guidelines Summary '

Recommended Industrial Hygiens Refer to applicable NIOSH, OSHA or ASTM methods for constituents.
Monitoring Methods '

Engineering Controls and When handling small quantities in a clinical setting, good room

Ventilation ventilation is desirable. Specific engineering controls should not be
needed. When handling larger quantities, such as in a manufacturing
setting, ensure worker exposure is below the recommended exposure
limit. If significant aerosol (mist) is generated use process enclosures,’
containment technology, or other engmeermg controls to keep airborne
levels below recommended exposure limit. - :

Respiratory protection Respiratory protection is not required for normal use of this material. If
: the occupational exposure limit (OEL) is exceeded, wear an appropriate
respirator witha protectlon factor suﬂiclent to control exposures to below"
the OEL. _

Eye protection Follow good chemical hygiene practices when using clinical or consumer
presentations. Glasses or chemical splash resistant goggles are
recommended if eye contact is possible. -

Hand protection Follow good chemical hygjene practices when using clinical or consumer
presentations. Wear gloves when working with large quantities.

‘Skin and body protection Follow good chemical hygiene practices when using clinical or consumer
presentations. It is recommended that a laboratory coat be worn when
bandling product.

Hygiene Wash hands before breaks and immediately after handling the product.

. PHYSICAL AND CHEMICAL PROPERTIES

Appearance
Physical State liquid
Color ~ colourless
Form Not avaijlable
Other information
Molecular Weight ~~~ Not available
_Molecular formula__ _ Notapplicable
" Bulk density ~ Not available i
Density . 08-lglmd

Continued
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9 PHYSICAL AND CHEMICAL PROPERTIES

Evaporanon rate Not avaxlable
Hydrolysis/Photolysis _ Not available
___Hygroscopicity Not available
Log Octanol/Water Partmon _>6
- Coeff [log Kow] T
Surface Tension Not available
Odor ‘ ~ Not available
Odor Threshold Not available
pH ~ Not available
pKa Not available
Particle Size ~ Not available
* Solubility, Water  Notavailable
Specific Gravity/ Relative 0.81-0.894 @ 15°C '
density
Viscosity - > 34.5 mm2/s @ 40 °C
Thermal/Stability properties .
Autoignition temperature Not available
" Boiling Point TseeC T T
Thermal decomposition Not available
. Explosive Limits, LEL. =~ Notavailable =~ -
___________ Explosive limits, UEL Not available
Explosiveness ~ Notavailable
oo Flammability Not available .
T Flashpoint  Notayaillble . T
T Melting Point Not available ’ R
‘ Oxidizing Potential Notavailable i
Vapor Properties CTE e e
Vapor Density ~ Not available. ‘ e i
_ Vapor Pressure : < 1.33 mbar, ‘ P

Saturated Vapor Concentration  Not available.

Siability
Chemical Stability Stable under normal conditions.
Conditions to avoid Not available
Incompatible products Incompatible with: oxidizing agents, chlorine, nitric acid, oxygen
Hazardous decomposition Hazardous decomposition products formed under fire conditions.: carbon
products oxides(COx), nitrogen oxides (NOX)
Hazardous reactions Not available

' 11. TOXICOLOGICAL INFORMATION

Routes of Entry Ingestion, Inhalation, Eye con tact, Skm contact |
Eye liritation Mineral Oil '

Mildly irritating to eyes.
Skin Irritation Mineral Qil

Mildly and/or transiently irritating to skin.

Continued
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1. TOXICOLOGICAL INFORMATION

Respiratory Irritation Mineral Oil
' Inhalation of mist may cause irritation of respiratory system. (only at high
concentrations)

Sensitization Mineral Oil
Not a dermal sensitizer

Acute Toxicity Study Acute Oral
Mineral Oil
LD50(rat): > 5,000 mg/kg

Repeated Dose Toxicity Mineral Qil
Assessment Repeat Dose Toxicity
Several studies were conducted. Prolonged exposure may cause chronic effects. See
Section 11 Target Organs and Symptoms for a description of effects.

Genetic Toxicity Mineral Qil

in vitro

Ames reverse-mutation assay -- negative
Forward gene mutation assay -- negative -
Mutagentcity Assessment

In vitro tests did not show mutagenic effects

Carcinogenicity Mineral Qil R
: Carcinogenicity Assessment o i
This material was negative in carcinogenicity bicassays when administered by routes
‘televant in the workplace, e.g. oral, dermal and inhalation exposure.

Carcinogenicity ACGIH OSHA NTP IARC

Mineral Oil - - - 3

Reproductive Toxicity =~ Mineral Qil
Oral (5/week) one generation (rat)
(F1 offspring, parent, males and females) NOAEL => 4350 mg/kg
No effects were observed.
Assessment Reproductive Toxleity
No effects were found on mating or fertility.

Developmental Toxicity Mineral Oil
- Oral {daily) Study of Embryo-Fetal Development (rat)
(F1 offspring, females}) NOAEL = > 4350 mg/kg

Developmental Toxicity Assessment

Did not show teratogenic effects in animal experunents No adverse maternal effects
were observed.

Human expericncé " Experiences with Human Exposure
Mineral Oil

Continued
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' 11 TOXICOLOGICAI. INFORMANOM - -

See Section 11 Target Organs and Symptoms for a dwcnptlon of effects.

Target Organs Mineral Oil
ungs, gastrointestinal tract

Symptoms Mineral Oil
shortness of breath, cough, noisy respiration, diarthoea, soft stools, gastrointestinal
discomfort

Other Toxicity Not available
Information

"12. ECOLOGICAL INFORMATION.....

Ecotoxicological Information (Aquatic)
Acute Toxicity to Fish :
Mineral Oil
LC50 (Lepomis macrochirus, 96 H) :> 10,000 mg/l.

Ecotoxicological Information (Terrestrial) Not available ' s

Chemical fate informatien _ e |
: Biodegradation e
‘ Mineral Oil
. Inherent biodegradation : ; Inherently biodegradable - biodegrades in the environmient.
¢ Stability in water
Mineral Qi] ,
Hydrolysis: Stable in water. Does not undergo hydrolysis

Summary Statements

Aquatic toxicity
Mineral Oil USP

Experimental data indicate low potential for acute harm to aquatic organisms.

Advxce On Dlsposal And Packagmg Dlsposal should be in accordance thh apphcable reglonal national and
local laws and regulations. Local regulations may be more stringent than
regional or national requirements.

-14..TRANSPORT INFORMATION .- R R

This material is not a dangerous good for the purpose of transportatxon

_15. REGULATORY INFORMATION

United States of America

OSHA Hazard Classification Hazardous
Target Organs

313 Toxic Release Inventory. . No components listed on the SARA 313 inventory.
Listed Chemicals/Compounds

_ TSCA Inventory yes

Continued



Mineral Ol USP

Bristol-Myers Squibb Company Page 7 of 7
000000000835 :

15. REGULATORY INFORMATION .~ ~ .

Internattonal
Canada
WHMIS This product is not regulated under the Hazardous Products Act and
Controlied Products Regulations.
DSL/NDSL Mineral Qil yes
Mexico

Mexico Classification

Health classification - Minimal hazard - 0 - Substances that do not pose a
hazard under emergency conditions other than that of ordinary
combustible materials.

Europe . '
EINECS/ELINCS/Registra  Mineral Oil: 232-455-8
tion Number dl-alpha Tocopherol: 233-466-0

16. OTHER INFORMATIO!

MSDS preparation mformatxon

Prepared by 1-732-227-7380
Prepared on 12/24/2008
This Safety Data Sheet has been revised. This data sheet contains changes
from the previous version in section(s): 1, 8, and 16.
Other information
HMIS Health 1
Flammability 1
Reactivity Not Determined (ND)
Personal protective equipment See Section 8.
NFPA

Health 1
Fire 1
Reactivity ND
Special ND

The information contained in this MSDS is believed to be accurate and represents the best information
reasonably available at the time of preparation. However, we make no warranty, express or implied, with respect
to such information. and we assume no liability from its use.

End of Safety Data Sheet
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~osio re Directions to W Janss Rd
G()Og[e MAapS 5.4 mi-about 14 mins
Save trees. Go green!

. Download Google Maps on your 4
phone at google.com/gmm .
\,

¥

"©2610.Googjb.. Map data

httn://mans.google.com/maps?f=d&source=s d&saddr=3701+Capstan+Cir,+Westlake+V... 10/20/2010
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@ 3701 Capstan Cir, Westlake Village, CA 91361

1. Head southwest on Capstan Clr toward Brigantine Cir ‘ go 59 ft
) ) total 59 ft
‘1 2 T“ﬁ'-léft"é't BrigantineCir ~~~ o7 gomft
SO e e ol MR
r) 3. Turn right at Triunfo Canyon Rd i go12m|
About 3 mins ' total 1 3 mi

@ 4. Tum right at CA'23N f; RS '
v‘_Abouthms R

oy :_:--_total 24 mlf.

?l 5. Take the GA-23/US-101 NVentura ramp - - g0 0.4 mi
total 2.7 mi

@ )6 ’Merge'onto‘ CA-23 N US401 N
/. About2.mins.

@7 ‘Contmue onto CA-23 N (signs for Flllmore) S gorz.(.) mi
About 2 mins ' : fotal 6.4 mi

(-l 9. Tum left at E Janss Rd S go 1.8 mi
About4 mins . . total 8.4 mi

@ W Janss Rd

These directions are for planning purposes only. You may find that construction projects, traffic, weather, or other events may cause

conditions 1o differ from the map results, and you should plan your roule accordingly. You must obey all signs or nohces regarding your
route.

Map data ©2010 Google
l Directions w

’

httn://mans.panele.com/mans?f=d & sonrce=e d&saddr=3701+ anstan+Clir +Weqﬂalm+V 10/20/2010



Califomié Regional Water Quality Control Board
@ ‘ _  Los Angeles Region |

s 320W. 4th Street, Suite 200, Los Angeles, California 90013
Linda S. Adams Phone (213) 576-6600 FAX (213) 576- 6640 - Intermet Address: http://www. waterboards.ca.gov/iosangeles Arnold Schwarzenegger
Cal/EPA Secretary Governor

November 3, 2010

Ms Mary Zepeda

CEH&S Water/Waste Division
Southern California Edison

P.0. Box 800 (GO-3, 3rd Floor)
Rosemead, CA 91770

APPROVAL OF SOIL AND GROUNDWATER ASSESSMENT WORK PLAN — SOUTHERN
CALIFORNIA EDISON BURIED RESIDENTIAL TRANSFORMER (STRUCTURE NO. 5024599),
3701 CAPSTAN CIRCLE, WESTLAKE VILLAGE, CALIFORNIA (SCP NO. 1254, SITE ID. NO.
2040385)

- Dear Ms. Zepcda

Los Angeles Regional Water Quality Control Board (Regional Board) staff has reviewed the October 22,
2010, Site Assessment Work Plan Near the Intersection of Triunfo Canyon Road and Capstan Circle,
' Westlake Village, California, SCE Structure #5024599, Site Cleanup Case Number SCP #1254 (Work
Plan). The Work Plan, prepared by the Southern California Edison Company Engineering & Technical
Services, Civil/Structural/Geotechnical Group, was received by the Regional Board on October 22, 2010.

On Tuly 18, 2010, Southern California Edison (SCE) discovered that the buried residential transformer at
3701 Capstan Circle had released approximately 30 gallons of mineral oil containing polychlorinated
biphenyls (PCBs). Oil stained soil was excavated to 3 feet below grade (bg) by SCE and PCBs were -
detected at the base of the excavation. The excavation was deepened.to 9 feet bg by SCE. Soil and
groundwater at the base of the deepened excavation contained PCBs. In the deepened excavation the
maximum PCB concentration in soil was 6.4 milligrams per kilogram, and the maximum in groundwater
was 1.9 milligrams per liter, These data indicate that PCBs remains in soil and groundwater and the

lateral extent is not defined. The Work Plan proposes sampling to further assess the PCBs plume in soil
and groundwater, '

The Work Plan proposes soil sampling at 6 locations. Soil will be sampled near the soil/groundwater
interface, and groundwater will be sampled at approximately 9 feet bg. Soil will be sampled with direct
push and/or hand auger methods. Groundwater will be sampled with disposable bailers and/or a
peristaltic pump. Soil and groundwater samples will be analyzed for PCBs with EPA Method 8082.

The Plan is ap‘proved‘as proposed with the following conditions:

*  Prior to the start of field work you must indicate to the Regional Board where waste drums will '
be stored prior to disposal.

* Notify the Regional Board at least 10 working days prior to the start of field work.

* * A California licensed land surveyor must survey all sample locations. The survey report, signed
by the licensee, shall be included in the assessment report.

2

California Environmental Protection Agency

£ 4]
& Recycled Paper
Our mission is to preserve and enhance the quality of California’s water resources for the benefit of present and future generations.



Ms. Mary Zepeda -2- November 3, 2010
Southern California Edison, Rosemead

e The appropriate groundwater sampling permit must be obtained from the County of Los Angeles,
Environmental Health, Water Quality Program, prior to sampling. A copy of the permit must be
included in the assessment report. ‘

* Appropriate utility clearance must be obtained prior to sampling:

* The technical report documenting this phase-of assessment must clearly illustrate the locations and
dimensions of the prior remedial excavations. The prior sample locations must be included on the
illustrations. The planned technical report must include tables summarizing the analytical results of
all the earlier and proposed sampling. .

A technical report, documenting the results of mplemcntlng the proposed scopes of work, must be
received by the Regional Board no later than Januwary 1, 2011. :

If you have any questions, please contact me at (213) 576-6724 or wvia email at praftery@
waterboards.ca.gov. : :

Sincerely,

=e 0. 44
Peter J. Ra,ftéry,}é, CHG

Engineering Geblogist
Site Cleanup I Unit

~

cc:  Ms. Laurie Forest, Westlake Villagé

s\nevshareddrivefoldersisite cleanup i unit\shared\pjrisce transformer 3701 capstan westlake village\scp 1254 sce 3701 capstan circle westlake workplan appmua\l octl0.doe
Y
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SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL® Company

November 8, 2010

Peter J. Raftery, PG, CHG.

California Regional Water Quality Control Board
Los Angeles Region

320 West 4th Street, Suite 200

Los Angeles, CA 90013

Subject: TRANSMITTAL OF SOIL AND GROUNDWATER ASSESSMENT WORK PLAN

3701 CAPSTAN CIRCLE, WESTLAKE VILLAGE, CALIFORNIA (SCP NO. 1254,
SITE ID. NO. 2040385)

Dear Mr. Raftery:

Enclosed is the signed and stamped original copy of the subject work plan that was approved by the
Regional Board on November 3, 2010. The document is also being uploaded electronically via
Geotracker.

Please contact Ms. Mary Zepeda at (626) 302-4845 if you have any questions. In the event that Mary

is unavailable, I can be reached by phone at (626) 302-4857. Thank you for your guidance on this
activity,

Sincerely,

Eric A. Hodder, Project Manager

Corporate Environment, Health & Safety Division
Southern California Edison

Cc: M. Josh Nichols, Southern California Edison
Ms. Mary Zepeda, Southern California Edison

Enclosure
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EDISON

An EDISON INTERNATIONAL® Company

December 10, 2010

‘Peter J. Raftery, PG, CHG

Engineering Geologist

Los Angeles Regional Water Quality Control Board
320 W, 4th Street, Suite 200

Los Angeles, CA 90013

Certified Mail Receipt #: 7010 0780 0000 5788 8755

Subject: Site Cleanup Program Oversight Cost Reimbursement Account
File Number: Spill Cleanup Program No. 1254

Site Name: SCE - Westlake Village (Structure # 5024599)
Near Intersection of Triunfo Canyon Road and Capstan Circle, Westlake Village, California

Dear Mr. Raftery:

As discussed on December 2, 2010, SCE submitted an application to the City of West Lake Village for an

Encroachment Permit for sampling activities in the street. The City of West Lake Village informed us that they contract
their permitting services to the Los Angeles County and the turnaround time will be an additional 4 weeks. As specified
in the Approval Letter for the Soil and Groundwater Assessment Work Plan, upon meeting the proposed conditions and
completion of the work, "a technical report, documenting the results of implementing the proposed scope of work, must be
received by the Regional Board no later than January 1, 2011.”

Due to this delay in obtaining the Encroachment Permit, SCE respectfully requests an extension of the due date through
February 11, 2011.

If you have any questions and/or need any additional information, please feel free to call me at (626) 302-4845.

Sipcerel

Mary Zeped

Project Manager

Operations Support Busimgss Unit
Corporate Environment, Health & Safety
Water/Waste Division

Technical Services and Program Management Section
‘Southern California Edison

Cc: Eric Hodder
David Van Horsen
Jushua Nichols
Kenny Herrera
Miguel Flores

2131 Walnut Grove Ave.
Rosemead, CA 91770




LN California Regional Water Quality Control Board

v Los Angeles Region
320 W. 4th Street, Suite 200, Los Angeles, California 90013 ’
Linda S. Adams Phone (213).576-6600 FAX (213) 576-6640 - Internet Address: http://www.waterboards.ca,gov/losangeles Arnold Schwarzenegger
Cal/EPA Secretary ‘ " Governor

December 20, 2010

‘Ms. Mary Zepeda -

CEH&S Water/Waste Division
Southern California Edison

P.0. Box 800 (GO-3, 3rd Floor)
Rosemead, CA 91770

APPROVAL OF NEW DUE DATE FOR SUBMITTAL OF SOIL AND GROUNDWATER
ASSESSMENT TECHNICAL REPORT -~ SOUTHERN CALIFORNIA EDISON BURIED
RESIDENTIAL TRANSFORMER (STRUCTURE NO. 5024599), 3701 CAPSTAN CIRCLE,
WESTLAKE VILLAGE, CALIFORNIA (SCP NO. 1254, SITE ID. NO. 2040385) ' :

Dear Ms. Zepeda:

" Los Angeles Regional Water Quality Control Board (Regional Board) staff has reviewed the December
1, 2010, letter with the subject Site Cleanup Program Oversight Cost Reimbursement Account File
Number: Spill Cleanup Program No. 1254 (Letter). The Letter is a follow up to our conversation of
December 2, 2010, when'you informed Regional Board staff that the City of Westlake Village contracts
to Los Angeles County for Encroachment Permits. It typically takes 4 weeks to obtain the permit from
the County. This permitting process is slower than expected and will delay site work and assessment

- report preparation. Because of this delay you have requested a due date extension from January 1, 2011
until February 11, 2011 to submit the assessmerit techmcal report.

The request for report subm1tta1 delay is approved. A technical report, documenting the results: of N
implementing the proposed assessment work, must be received by the Regwnal Board no later than
March 1, 2011. :

If you have any questions, please contact me at (213) 576 6724 or via email at praftery@
waterboards.ca.gov. _

Siﬁcerely,

' £7
Emer

B Do f

Peter J. Raftery 2G,

Engineering @eologlst -

Site Cleanup I Unit -

cc:  Ms. Laurie Forest, Westlake Village

e:\sce 3701 capstan circle westlake village\scp 1254 sce 3701 capstan clrcle westlake assessment delay approval decl0.doc

California Environmental Protection Agency

Qc’ Recycled Paper
A dentan in tn muscorie and enhance the quality of California’s water resources for the beneﬁt of present and future generations.
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SCE PCB Spill: NRC # 951155; Cal-EMA # 10-4769 (07/18/10)
August 30, 2011
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SCE Site Assessment Report dated February 25, 2010
Los Angeles RWQCB Approval Letter dated April 13, 2011



W SOUTHERN CALIFORNIA
<"1 EDISON'

An EDISON INTERNATIONAL® Company

February 25, 2011

Peter J. Raftery, PG, CHG.

California Regional Water Quality Control Board
Los Angeles Region

320 West 4th Street, Suite 200

Los Angeles, CA 90013 '

Subject: TRANSMITTAL OF SOIL AND GROUNDWATER ASSESSMENT TECHNICAL
REPORT - SOUTHERN CALIFORNIA EDISON BURIED RESIDENTIAL
TRANSFORMER (STRUCTURE No. 5024599), 3701 CAPSTAN CIRCLE,
WESTLAKE VILLAGE, CALIFORNIA (SCP NO. 1254, SITE ID. NO. 2040385)

Dear Mr. Raftery:

Enclosed is the signed and stamped original copy of the subject Technical Report that is associated
with the work plan approved by the Regional Board on November 3, 2010. The document is also
being uploaded electronically via Geotracker.

If you have any questions and/or need additional information, please feel free to call fne at (626) 302-
4845,

Best Regards,

Project Manager
Operations Support Business Unit

Water/Waste and Environmental Engineering
Technical Services and Program Management Section
Corporate Environment, Health & Safety Division
Southern California Edison

Ce: Josh Nichols, Southern California Edison

Enclosure

2131 Walnut Grove Ave.
Rosemead, CA 91770




@ California Reglonal Water Quality Control Board

Los Angeles Region
Linda S. Adams ' 320 W. 4h Street, Suite 200, Los Angeles, California 90013 Edmund G. Brown Jr.
Acting Secretary for Phone (213) 576-6600 . FAX (213) 576-6640 - Internet Address: http://www.waterboards. ca.gov/losangeles Governor.

Environmental Protection

April 13, 2011

Ms. Mary Zepeda

CEH&S Water/Waste Division
Southern California Edison

P.O. Box 800 (GO-3, 3rd Floor)
Rosemead, CA 91770

APPROVAL OF PROPOSED ADDITIONAL ASSESSMENT - SOUTHERN CALIFORNIA
EDISON BURIED RESIDENTIAL, TRANSFORMER (STRUCTURE NO. 5024599), 3701
CAPSTAN CIRCLE, WESTLAKE VILLAGE, CA (SCP NO. 1254, SITE ID. NO. 2040385)

Dear Ms. Zepeda:

Los Angeles Regional Water Quality Control Board (Regional Board) staff has reviewed the February
25,-2011, Site’ Assessment Report, Near the Intersection of Triunfo Canyon Road and Capstan Circle,
Westlake Village, California, SCE Structure # 5024599, Site Cleanup Case Number SCP #1254 (Report).
The Report provides the results of a January 2011, soil and groundwater assessment. The primary
“chemicals of concern, polychlorinated biphenyls (PCBs), were not detected in any of the seven soil
samples or the six groundwater samples. These new data indicate the extent of PCBs contamination is
limited.

The Report recommends further assessment in two areas where PCBs were detected in soil near the
release during an assessment conducted in August 2010. The additional proposed assessment is
approved with the condition that all soil samples analyzed for PCBs are also analtyzed for total petroleum
hydrocarbons (TPH) using modified EPA Method 8015, and that groundwater samples are collected from
at least one of the proposed sample locations north of the release and one of the proposed locations east
of the release. The groundwater samples must also be analyzed for TPH. The TPH analyses for both soil
and groundwater must include results for TPH gasoline, TPH diesel fuel, and TPH motor oil.

A technical report, documenting the results of the proposed assessment, must be received by the Regional
Board no later than August 1, 2011. If you have any questions, please contact me at (213) 576-6724 or
via email at praftery@ waterboards.ca.gov. 4

Sincerely,

Pcter T. Rafiery, PG, CAG
Engineering Geologist
Site Cleanup I Unt

ce: Ms. Laurie Forest, Westlake Village

JSi\sce 3701 capstan cirele westlake village\scp 1254 sce 3701 capstan circle westlake rvw and assessment required itr april!3.doc

California Environmental Protection Agency

K 4%3
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SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL Company

SITE ASSESSMENT REPORT
NEAR THE INTERSECTION OF TRIUNFO CANYON ROAD
AND CAPSTAN CIRCLE
WESTLAKE VILLAGE, CALIFORNIA
SCE STRUCTURE #5024599
SITE CLEANUP CASE NUMBER SCP #1254

Prepared By: Southern California Edison Company
Engineering & Technical Services
Civil/Structural/ Geotechnical Group

February 25, 2011
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1.0 INTRODUCTION

This environmental site assessment was performed by the Southern California
Edison (SCE) Geotechnical Group on behalf of SCE’'s Corporate Environmental,
Health and Safety Department. The Project Site is located near the intersection of
Capstan Circle and Triunfo Canyon Road in Westlake Village, California (Figure 1).
This report documents initial leak detection, soil excavation and sampling activities in
July and August 2010, and the recent site investigation work of drilling and sampling
conducted on January 12, 2011. The purpose of this site assessment is to evaluate
the nature and extent of migration of the remaining PCB-containing mineral oil spill
identified in July 2010.

2.0 PROJECT DESCRIPTION

On July 18, 2010 SCE discovered that the BURD transformer at the above subject
property had released an estimated 30 gallons of mineral oil. Following the release,
initial remediation activities obtained 5 soil samples from the bottom of a 3’ x 3 %2’ by
7-foot deep excavation. One mineral oil sample from the transformer was also
collected for Polychlorinated Biphenyls (PCB) determination. The analytical
laboratory results for the mineral oil sampled from directly within the transformer
indicated a PCB concentration of 166 parts per million (ppm). The analytical
laboratory results for the July 18, 2010 soil samples measured concentrations of
PCBs ranging from 0.19 ppm to 1.5 ppm.

While conducting further remediation activities on August 9, 2010, SCE obtained 4
additional soil samples from the 8 foot depth, and 1 water sample from the bottom of
the 9-foot deep excavation. PCB concentrations in soil ranged from less than 0.02
ppm to 6.4 ppm. The water sample showed the presence of PCBs at a
concentration of 1,900 micrograms/liter (ug/l); however standard groundwater
sampling protocol, was not applied during the sampling and entrained sediment
and/or absence of purging may have influenced the result. A summary of detections
are included in Table 1 below. The complete laboratory reports and field sketches of
the excavation and sample locations are included in Appendix A.



Table 1 - Summary of PCB Detections During Initial Excavation Activities

Sample | Sample | Sample Sample TEPH Result PCB Result
Date Number Depth Location (mg/kg or mgll) {mg/kg or ug/L)
7/18/10 1 3ft NW Wall 12,000 mg/kg 0.70 mg/kg
7/18/10 2 3ft SW Wall 5,600 mg/kg 0.19 mg/kg
7/18/10 3 3ft NE Wall 12,000 mg/kg 1.5 mglkg
7/18/110 4 3 ft SE Wall 7,900 mg/kg 0.68 mg/kg
7/18/10 5 3ft Center 2,200 mg/kg 0.44 mg/kg
8/9/10 1 8 ft West Wall <1.0 mg/kg <0.02 mg/kg
8/9/10 2 8 ft North Wall 7,300 mg/kg 3.7 mg/kg
8/9/10 3 8 ft East Wall 25,000 mg/kg 6.4 mg/kg
8/9/2010 4 8 ft South Wall 260 mgikg 0.34 mg/kg
8/9/2010 5 9 ft Center (Water 2,800 mg/L 1,900 pg/lL

Based on these analytical results, the Los Angeles Regional Water Quality Control
Board (LARWQCB) requested additional sampling of groundwater and soil to
determine the extent of PCB contamination. A work plan for this site assessment
was provided to the LARWQCB on October 22, 2010 via the Geotracker and SCE
received their approval of the proposed work by letter dated November 3, 2010. In a
subsequent December 20, 2010 letter, the LARWQCB granted an extension to SCE
for submittal of the technical report documenting the results of the proposed
assessment work on or before March 1, 2011.

3.0 SCOPE OF ASSESSMENT

The scope of this site assessment included the following tasks:

e Completion of 4 direct push borings to an approximate depth of 12 feet bgs.
e Completion of 2 hand auger borings to an approximate depth of 10 feet bgs.
e Collection of 1 soil sample from each location from the soil-water interface.
¢ Collection of 1 groundwater sample from each location.

+ Analytical testing of the collected soil and groundwater samples.

+ Preparation of this site assessment report.

Figure 2 provides the general layout of the site and locations of the completed
borings. Appendix B includes a copy of the surveyed boring locations with the
stamp of a California Licensed Surveyor. Appendix C presents the Los Angeles
County Groundwater Sampling Permit.



4.0 ASSESSMENT PROCEDURES

4.1 Field Exploration

On January 12, 2011 a SCE geologist supervised the drilling and sampling of the six
soil borings at the general locations shown on Figure 2. Borings DP-1 through DP-4
were advanced with a truck-mounted Geoprobe Model 5400 direct-push machine to
an approximate depth of 12 feet below ground surface (bgs).

Prior to drilling, SCE notified Dig Alert of planned work and obtained utility clearance
from Dig Alert (Dig Alert Ticket # A10070980-00A). In addition, Spectrum
Geophysics cleared each boring that was planned within the street for the presence
of buried utilities. As required by the City of Westlake Village, the asphalt surface
was cored with a 4-inch core barrel, and traffic control, in the form of signs, cones
and flagmen were used throughout the work.

Borings HA-1 and HA-2 were advanced to approximate depths of 10 and 12 feet,
respectively with a with a 3-inch diameter hand auger. DP-4, the boring located
approximately 200 feet from the spill site, was pushed to a total depth of 16 feet
because only minor indications of water were observed at the 12 foot depth. DP-4
was also pushed to 16 feet; however water was encountered at the planned 12 foot
level. Consequently, Borings DP-2 and DP-3 were advanced to the planned depth
of 12 feet bgs.

Soil samples were obtained with either 1-inch diameter clear plastic liners supplied
with the direct push equipment or into clear glass jars in the case of the hand auger
borings. All boreholes were logged and sampled for soil lithologic description.
Samples were recorded on the boring logs in accordance with the Unified Soil
Classification System (USCS) which included sample depths, soil type, grain size,
color, density, and moisture content. Copies of the soil boring logs are provided in
Appendix D.

After advancing the boring to the target depth, a temporary well point constructed of
1-inch schedule 40 PVC casing with a 10 foot long well screen was placed in the
borehole. One groundwater grab sample was collected from the temporary well
point with a peristaltic pump. Groundwater samples from the HA-1 and HA-2 were
collected in the same manner. All drilling and sampling operations were supervised
by a California Registered Geologist. At the completion of groundwater sampling,
the temporary well point was removed and the boring abandoned by using hydrated
bentonite chips. The asphait surface was repaired with cold patch. Soil cuttings
were placed in sealed and labeled DOT-approved 55-gallon drums and transported
to SCE’s Thousand Oaks Service Center for temporary storage pending receipt of
the analytical testing.

Prior to sample collection, all sampling equipment was decontaminated. Soil
sampling tools and sample barrels were cleaned between each use. Manual



cleaning procedures included a three-stage process using a non-phosphate
detergent solution in water, followed by rinsing with potable water and distilled water.
Decontamination water was contained by Interphase, Inc. and transported to their
disposal facility.

4.2 Soil Sample Preparation

Headspace field screening was conducted by placing a small portion of a soil
sample into a plastic bag and inserting the tip of a photoionization detector (PID) into
the bag to obtain a reading. Headspace readings were reported in parts per million
(ppm) and are noted on the boring logs.

Each soil sample was retained in plastic liners with sealed Teflon tape and plastic
end caps. Sample identification numbers and other pertinent data were recorded on
the chain-of-custody form and placed in an ice chest for storage and transport to
Advanced Technology Laboratories of Signal Hill, California, a state-certified
hazardous waste testing laboratory. Sample handling, transport, and delivery were
performed using the chain-of-custody documentation procedures outlined in the
project SAP. Copies of the custody forms are included in Appendix E.

4.3 Analytical Testing

A total of 6 soil samples and 6 groundwater samples were analyzed for PCBs
according to EPA Test Methods 3550B and 8082 (soil), EPA Test Methods 3510C
and 8082 (groundwater). In addition, one equipment rinseate blank and one soil and
_ one groundwater duplicate were analyzed by the same methods. The Advanced
Technology Laboratories analytical reports are presented in Appendix E.

5.0 RESULTS OF ASSESSMENT

5.1 Site Geology

The project site is located within an alluvial valley in the Santa Monica Mountains.
According to the Dibblee Geologic Map of the Thousand Oaks Quadrangle (1993)
the site is on Quaternary alluvial sand and gravel. The residential subdivision
appears to have been created by excavating the alluvial gravels along Triunfo Creek
to the underlying bedrock to create a lake. It is thought that artificial fill was placed
on the excavated surfaces for the building pads.

The boring logs show the area to be variably underlain by gravelly to silty sand, siity
sand or clayey sand, probably representing the fill soils required for subdivision
development. The two deeper borings, DP-1 and DP-4 encountered more uniform
sand with gravel that is thought to represent the native soils. These materials were



observed by the direct push equipment to be much harder to penetrate than the
overlying materials.

5.2 Site Hydrogeology

This site is unique because the enlarging of Triunfo Creek created a man-made
recreational lake. Water in this lake is not used for drinking water purposes. Based
on the excavation activities described above the water level at the project site was
observed to be approximately 9 feet (bgs). This shallow depth is probably
representative of localized seepage from the surrounding recreational lake. Based
on surface topography, the direction of groundwater movement is inferred to be to
the east. In the borings, initial groundwater observations ranged from 6.5 to 12 feet
bgs, however static water was measured to range from 6.2 to 7.5 feet bgs.
Simplified groundwater contours were developed and are shown on Figure 2. A
strong direction is not indicated by these groundwater elevations which probably
represent more the variable nature of the fill materials encountered and the close
grouping of the measurements.

5.3 Analytical Testing Results for Soil
Table 1 presents a summary of the laboratory data. PCBs were not detected at any

location at the MDL of <0.02 mg/kg.

Table 2 — Summary of Analytical Testing of Soil

Boring Number Sample Depth Analyte PCB Result
(ma/kg)

DP-1 8 ft PCB ND
DP-2 7 ft PCB ND
DP-3 8 ft PCB ND
DP-4 8 ft PCB ND
HA-1 9 ft PCB ND
HA-2 6 ft PCB ND

Duplicate (DP-1) 8 ft PCB ND

5.4 Analytical Testing Results for Groundwater

Laboratory testing of the groundwater samples collected from each location did not
detect the presence of PCBs at the MDL of <0.02 ug/L. Table 2 presents a
summary of the laboratory data. The detection limits for the DP-4 sample are higher
because only one-half the volume required by the method could be collected. This




well point was allowed to stay open for a 5 hour period. However, the MDL is still
below regulatory requirements.

Table 3 — Summary of Analytical Testing of Groundwater

Boring Number Sample Depth Analyte PCB Result
(ug/L)Result
DP-1 8 ft PCB ND
DP-2 7 ft PCB ND
DP-3 8 ft PCB ND
DP-4 8 ft PCB ND
HA-1 9 ft PCB ND
HA-2 6 ft PCB ND
Duplicate (DP-1) - PCB ND
Equipment Rinseate -- PCB ND

6.0 CONCLUSIONS

Based on the information obtained during this site investigative work, the following
conclusions are made:

» Soils beneath the site are variable and probably represent the fill soils used
for subdivision development within the excavated river. Below these fill soils,
more uniform sand and gravel is present.

» Groundwater is present beneath the site at a depth range of 6.2 to 7.5 feet
bgs. Due to the close spacing of the measurements and variability of the fill
soils a definitive groundwater flow direction is not apparent.

» No PCBs were detected in any soil or groundwater sample collected during
this recent investigation.

« The distribution of the PCB detected during post-excavation sampling, as
confirmed by this investigation, indicate the oil spill was limited in extent, and
did not adversely impact groundwater.




7.0 RECOMMENDATIONS

Based on the data presented here, the following recommendations are made:

« Conduct additional soil sampling focused at the two locations of the elevated
PCB samples identified from the August 2010 sampling event (Figure 3). The
purpose of these additional samples would be to confirm the detections and
to develop a soil excavation plan.

This additional sampling work will be conducted under the procedures described in
the document titled, “Site Assessment Work Plan, Near the Intersection of Triunfo
Canyon road and Capstan Circle, Westlake Village, California”, dated 10/22/2010.

8.0 PROFESSIONAL DECLARATION

This document was prepared under the direction and supervision of David M. Van
Horsen, a California Professional Geologist with expertise in contaminant
assessment. His signature and stamp appear below:

David M. Van Horsen
CA Certified Engineering Geologist # 2418
February 25, 2011

No. 2418

CERTIFIED
ENGINEERING
GEOLOGIST
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APPENDIX A

Analytical Testing Results From 2010 Excavation and Sampling
Activities
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Analytical Services, Inc. Eavironmental and Analytical Seryices-Since 1994

Prepared For: Southern California Edison July 21, 2010
10060 Telegraph Road
Ventura, CA 93004

ATTENTION: Andy Melendez

Laboratory No: 101743 ' Sampled By: Client
Date Received: 19-JUL-10 ID: See Below
Project: 3701 Capstan Cir., Westlake Village

Project No: VC00156

Purchase Order No: 900169326

RESULTS

-On Jul 19, 2010, five (5) samples were received for analysis by Capco

Analytical Services, Inc. The samples were identified and assigned the

"lab numbers listed below. This.report consists of 8 pages excluding the

cover letter and the Chain of Custody.

SAMPLE DESCRIPTION CAS IAB. NUMBER
#1 10174301
#2 10174302
#3 10174303
#4 : 10174304
#5 : 10174305

My Yo O

Alin E. Repede, MS
Director - Analytical Operatlons

This report shall not be reproduced except in full without the written approval of Capco Analytical Services, Inc.
The test results reported represent oniy the items being tested and may not represent the entire waterial from which
the sample was taken.

-1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644-9947
WWW.CapCOenv.com



Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIA EDISON Date Recelved:  7/19/2010
_CAS Lab No: 101743 Date Extracted:  7/19/2010
Matrix; SOIL Date Analyzed:  7/19/2010
TOTAL EXTRACTABLE PETROLEUM HYDROCARBONS
EPA METHOD 8015M
CERTIFICATE OF ANALYSIS
Compound Concentration  Dilution MDL PQL Surrogate
‘ mglkg Factor  mg/Kg  mglkg % Recovery
CASLab#: 101743-01
Client D : #
TEPH 12000 | 1 2 10 65
CASLab#: 101743-02
- ClientID: #2
TEPH 5600 1 2 10 rgl
CASLab#: 101743-03
ClientID : #3
TEPH 12000 1 2 10 66
. CASLab#: 101743-04
"ClientID : #4
TEPH 7900 1 2 10 70

Surrogate: n-Undeéane
Surrogate Control Limits: 48 - 114 %

MDL:
PQL:
ND:
"J"

Method Detection Limit

Practical Quantitation Limit

Not Detected; < 2mg/Kg

Sample Analysis Result > MDL, but < PQL

1536 Bastman Ave. Suite B, Ventura, Califoq:ia 93003 Ph: (805)644-1095 FAX: (805)644-9947
WWW.CADCOEnV.com




Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIA EDISON Date Received: -  7/19/2010
CAS Lab No: 101743 Date Extracted: ~ 7/19/2010
" Matrix: SOIL : Date Analyzed:  7/19/2010

TOTAL EXTRACTABLE PETROLEUM HYDROCARBONS
EPA METHOD 8015M

CERTIFICATE OF ANALYSIS

Compound Concentration Diluton  MDL  PQL Surrogate
mglkg Factor 'mg/Kg  mglkg % Recovery

........

CASLab#: 101743-05
Client 1D : #5

“TEPH 2200 1 2 10 61

CASLab#: 101743-MB
ClientID: Method Blank

TEPH <2 1 -2 10 73

Surrogate: n-Undeéane .
Surrogate Control Limits: 48 - 114 %

MDL: Method Detection Limit

PQL: Practical Quantitation Limit

ND: Not Detected; < 2mg/Kg

“J"  Sample Analysis Result > MDL, but < PQL

1536 Eastman Ave, Suite B, Ventura, California 93003 Ph: (305)644-1095 FAX: (805)644-9947
WWW.CAPCOSnV.COm




Environmenta! and Analytical Services-Since 1094

07/18/10

P . .Client: SOUTHERN CALIFORNIA EDISON Date Sampled:
Sample ID: $#1 Date Extracted: - 07/18/10
CAS LAB NO: 101743-01 Date Rnalyzed: 07/18/10
Sample Matrix: B8oil Analyst: MLA
POLYCHLORINATED BIPHERYLS (PCBs)
EPA Method 8082

Results Dilution MDL: PQL
Compound . ng/Xg Factor ng/Xg mg/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Arocloxr-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 0.70 1 0.02 0.10
Aroclor-1262 <0.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogate (%) Recovery {¥) Control Limits

Tetrachloro-m-xylene (TCMX)

MDL: Method Detection Limit

PQL: Practical Quantitation Limit

ngn Sampls zinalysis Regult’ > MDL, but < PQL

58

51-129

1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (305)644-1095 FAX: (805)644-9947

WWW.Capcoeny.com



Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIAR EDISON Date Sampled: 07/18/10
Sample ID: #2 Date Extracted: 07/18/10
CAS LAB NO: 101743-02 Date Analyzed: 07/19/10
Sample Matrix: 8oil Analyst: MLA
POLYCHLORIKATED BIPHENYLS (PCBs)
EPA Method 8082
Regults Dilution MDL PQL

Compound . ng/Xg Faator ng/Xg ng/Xg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10

~ Aroclor-1242 <0.02 1 0.02 0.10
Aroclox-1248 <0.02 1 0.02 0.10
Arocloxr-1254 <0.02 1 0.02 0.10
Aroclor-1260 0.19 1 0.02 0.10
Aroclor-1262 <0.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogate {¥)Recovery (%) Control Limits

Tetrachloro-m-xylene (TCMX)

‘MDL: Method Detection Limit

PQL: Practical Quantitation Limit

ngm Sample Analysis Result > MDL, but < PQL

51

51-129

1536 Bastman Ave. Site B, Ventura, California 93003 Ph-. (805)644-1095 FAX:.(805)644-9947

' WWW.CAPCOenY.com



iyt Sevicks; e Environmental and Analytical Services-Since 1994

. Client: SOUTHERN CALIFORNTA EDISOX Date Sampled: . 07/18/10
" Bample ID: #3 . Date Extracted: 07/19/10
CAS LAB NO: 101743-03 Date Analyzed: 07/19/10
Sample Matrix: Soil Analyst: ¥LA

POLYCHLORINATED BIPHENYLS (PCBS)
EPA Method 8082

Results Dilution MDL PQL
Compound ng/Kg Pactor mg/Kg ng/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor~-1221 <0.02 1 0.02 0.10
Arxoclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 ) 1.5 1 0.02 0.10
Aroclor—1262 . <0.02 1 0.02 0.10

S8URROGATE RECOVERY

Smoﬁété (%) Recovery (%) Control Limits

Tetrachloro-m-xylene (TCMX)’ | 72 51-129

MDL: Method De_tection Limit
PQL: Practical Quantitation Limit

| oagn Sample Analysis Result > MDL, but < PQL

1536 Eastman Ave. Suite B, Ventura, California 93003.. Ph: (805)644-1095 FAX: (805)644-9947
WWwWw.capcoenv.com



. Environmental and Analytical Services-Since 1994

R Client: SOUTEERN CALIFORNIA EDISON Date Sampled: 67/18/10
Sample ID: #4 Date Extracted: 07/19/10
CAS LAB NO: 101743-04 Date Analyzed: 07/18/10
Bample Matrix: 8oil Analyst: MLA

POLYCBLORINATED BIPHENYLS (PCBs)
EPA Method 8082

Results Dilution MDL PQL
Compound mg/Kg Factor ng/Kg mg/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 0.68 1 0.02 0.10
Aroclor-1262 <0.02 1 0.02 0.10

SURRCGATE RECOVERY

Surrogate (%) Recovery {%)Control Limits

Tetrachloro-m-xylene (TCMX)

MDL: Method Detection Limit

PQL: Practical Quantitation .Limit

ngn Sample Analysis Result > MDL, but < PQL

63

51-129

1536 Bastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644:9947

WWwWw.capcoenv.com
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L¥66-¥¥9(S08) XV $601+9(S08) Ud €006 BILIOTIED) “WIUoA ‘g SjmS ‘oA wemmsesy 9£CT

S Client: SOUTHERN CALIFORNIA EDISON . Date Sampled: 07/18/10
Sample ID: #5 Date Extracted: 07/19/10
CAS LAB NO: 101743 -05 Date Analyzed: 07/1%/10
Sample Matrix: Soil . Bnalyst: ' MLA

POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

. Results Pilution MDL PQL

Compound’ . mg/Kg Factor mg/Kg ng/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0,02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 ' ' <0.02 1 0.02 0.10
Aroclor-1254 ’ <0.02 1 0.02 0.10
Aroclor-1260 0.44 1 0.02 0.10
Aroclor-1262 ‘ <0,.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogate

(%) Recovery (%) Control Limits

.....................

Tetrachloro-m-xylene {TCMX) 57 51-129

NDL: Method Detection Limit
PQL: Practical Quantitation Limit

ugw Sample Analysis Result > MDL, but < PQL

7661 30UIS-5901AIS [PORATETY PUB [EISWROTADT

PR




Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIA EDISON Date Sampled: N/A
Sample ID: Method Blank ) Date Extracted: . 07/18/10
CAS LAB NO: 101743-M8 Date Analyzed: 07/18/10
Sample Matrix: Soil Analyst: HMLA
POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

Results Dilution MoL POL
Compound ng/Kg Factor mg/Kg mg/Eg
Aroclor-1016 '<0.02 1 0.02 .0.10
Aroclor-1221 <0,02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 <0.02 1 0.02 6.10
Aroclor-1262 <0.02 1 0.02 0.10

SDRROGATE RECOVERY

Surrogate (%)Recovery {%)Control Limitg

Tetrachloro-m-xylene (TCMX)"

.MDL: Method De_tection Limi't

PQL: Practical Quantitation Limit

tgn Sample Analysis Result > MDL, but < PQL

64

51-129

1536 Bastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644-9947

Www.capcoenv.com



'CAPCO 2nTen | REpoRT
1536 Eastman Avenus, Suite B Company. S

Ventura, CA 93003 MMSM ] Address "L’r\ﬁ 1 N Nendkuseon B:ch ,gdgg:
(805) 644-1095 Fax 644-9947 , .

WWW.Capcoenv.com o AacsucenC/ Emal Badey Le.O00 ) ~
CHAIN OF CUSTODY RECORD Phone §05-22.3 7230, Contact Ay Nehadexdesg, pron &ﬂé&:@i Contact _QQQELMN
PROJ. NO . PROJECT NAME .
NCeoBHo] KON C@QF'-;\O«\ Cic. \\/\Jw\a\ N\N\eg H
SAMPLERS: (Signature) MCONTA!NERTYPES é,
‘\/UL/\ P::LAS‘HE: :gfgz\s/;f;fgﬁa i A A V4 ‘7 & 3
L | AT oo 8 | B DL o W]
‘G ’ . waATER | soL ls_\mgm #' TYPE REMARKS
\  Peed waol | R | | (MECINIARS .
S won | 1Y + VDK Bl 1o ¢ ,
= wol [¥. % Vb« Ao Arialbrnd, oo
) ‘el R A VG R ,
S1 1 vl X * B Rk

The undersigned hereby acknowledges having received a copy of the Fee Schedule/Giéneral Information and Congitions, the provisions of which are a part of this agreemont,

Reinquished by: (Signalure) —‘P\~ TURN AROUND TIME CHECK ONE BOX:
| \CI)\CQQ STANDARD ] omer DISPOSE SAMPLES [5
Refinquishad by: {Signalure) Date/Time 24 HOURS @ RET! D
! 48 HOURS D URN SAMPLES

: 72HouRs (]
WHITE COPY N CANARY COPY . PINK COPY




%

SQUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL Company

Material Testing Laboratory
Shop Services and Instrumentation Department

Attention: Phil Jonas / Al Camas Report Date:  7/18/2010
Location: Thousand Oaks SIC
PCB in Oil by EPA Method 8082A/8000C"
Sample Extraction: EPA 3580
CAELAP{#1536
Sample Date: - TM8/2010
Analysis Date: 7/18/2010
Laboratory Unlque 8ampling Location Struoture Equipment Serlal Numher
D ‘Sample Addrass Number Type !
D (Flsld/District/Substation) Gompartment
CSP2282-071810 [ 072381] 3701 Capstain Cir, Westlake | 5024599 H235218P68A

*RL Reporling Limit - for laboratory use only

If you have questions about this report please contact the Material Testing Laboratory at (714)895-0522 or PAX 54522

Comments: (If any)

0SS 18111

Analyzed By:

WA
o /‘;:“Z%

-

Reviewed by:

Date:

7qlw




An EDISON INTERNATIONAL® Company

N EDISON'  CHAIN OF CUSTODY RECORD

CUSTOMER CWA&T NAME: PHONE NUMBER:

Wl L~ =~
IF SAMPLE DELIVERED BY PONY: _ PRINT PONY LOCATION™R \~aUmaings, Ck

EMAIL ADDRESS:

FAX:

NES 5?(,

PROJECT NAME (If Any): SEND ANALYTICAL RESULTS TO:

g Via Emall

[ Via Fax

LAB ADDRESS: Materials Testing Lab 7351 Fenwick Lane, Wastminster, CA 92683 #1(714) B95-0522 PAX: 54522
Working Hours: M-F 7:00 AM~—3:30 PM (24 Hrs Emergency Services Ava'lable Contact Edison Operator)
| 2] i 10 ] 12 |
ForLab Unique Structure . T -
Use Only Sample Sampling Location Address Number Equipmept Type Equipment Serial Number Galions Sample | Time |\ .. 8 T g
Lab D Number (Field/District/Substation) (If Appifcablej and/or Phase Compariment (PRINT CLEARLY] Daté {Sampled a|e-
espezez SION C Ci
\‘.SD'LU\E?& '
072381 - 4
o712(0 s AANL, G, VL2 NZ PGB 9-AGD 7§
072382
072383 -
072384
072385
Sample(s) Collected by (Name):mp( MOK‘ A7 Signature: \ Yes 1  No BX
7
Relinguished By o 1A\ Time: WHS Datermime 7*/8-2010  /Z35
Rellnquished By: 3 pats: 1 18 [© Time: {27 \
Relinguished By: Date: Time: /&e’ﬁ,%?z
iIF SAMPLE DELIVERED IN PERSON:
) YOUR NAME: YOUR PHONE # .
"TURNAROUND TIME: COMMENTS (if Any): Fill This Section Only If Appicable
O Normal (3.5 Days) Cordocy Muowg Cavros AS AR
Same Day (100% Surcharge) N If Sample is From a Spill: %
24 Hrs. (75% Surcharge) - . wy're Q (/Q) & Q\Q'EJ\')Y ey : o Spit Number: | N \\\
' SCE 18312 REV 1009 (CW) COPY DISTRIBUTION: White - Material Testing Lab, SSJD, Canary - Emergency Response Vendor, Pink ~ Edison Generalar, Goldenrod - Safety and Environmental Specialist (SES)



APPENDIX B

LICENSED SURVEYOR REPORT



Table B-1 — Surveyor Boring Numbers Translated to Record Boring Numbers

Surveyor Designation of
Designation Record
BH-1 HA-1
BH-2 HA-2
BH-3 DP-1
BH4 DP-2
BH-5 DP-3
BH-6 DP-4




100

SCALE IN FEET

200

B-i £«

BORE HOLE
No.| NORTHING | EASTING | ELEVATION
1 | 1873830.85 | 6311779.29 | 879.84
2 | 1873805.73 | 6311795.00 | 879.68
3 | 1873767.10 | 6311805.90 | 878.94
5 1187377654 | 631:821.53 | 878.76
4 | 1873771.58 | 631:813.02 | 878.89
6 | 1873584.90 | 6311840.57 | 878.80
~
~
~
~
~
~
~
~
N
%
“’.7,."2;'%& N
3 ~
.%’;a"f)- N
4% e, ~
.e %
~
Y S s
hd ~ &
~ BH 5
~ Q"\'L /-
~N {
>b\ — J
AN o a3
7~ BH 4
& .2
Q,J

_IEDISON

:ﬁ!
5%
Js
.l
P
&3
Ss
3
7]
:
E
12

[SURVEYED BY: CRAMTON—GALLO-RODRIGUEZ

PROJECT NAME: BORE HOLES © 3701 CAPSTAN CIRCLE, WESTLAKE VILLAGE

MAP & F.B. REF: —
ORAWN BY: M. SIJDZINSKI

| cHECKED BY: L. KELLEY

o o~

DATE: —

WORK ORDER NO.: 800841512 INOT!FI:AT!ON NO.: 201281401 |ﬁle Name: T:\ARCHVE\DRAWING\ 2011-201281401 .DWG

HORIZONTAL CONTROL: NAD 83, ZONE 5
VERTICAL CONTROL: NAVD 38
NGS CONTROL POINT, RUSSELL VALLEY GS

FOUND GEAR SPKE, TAG LS 5411
ELEVATION: 887.58




APPENDIX C

LOS ANGELES COUNTY GROUNDWATER SAMPLING PERMIT



WELL PERMIT APPLICATION - NON PRODUCTION WELLS

DRINKING WATER BROGRAM - ENVIRONMENTAL HEALTH DIVISION , pare_ 12/ 2t [ 2010

5050 COMMER CA 91706 TELT (626) 430-5420 FAX (626) 813-3016

T NEW WELL CONSTRUCTION 0 RECONSTRUCTION OR RENOVATION 0O DECOMMISSIONING O OTHER:

ROPUNCH 0 CPT (For Ground Water Sampling) _0_(ITHER

D MONITORING a CATHOIC t INJECTION o EXTRACTION Q "HEAY BXCHANGE

Site Address 30| Capstan Civcle wesreare l{,](ﬁg Gy mszép(cm
Nearest ntersection Thomas Guide Book, Page/Grid Number of Wells ip Each Parcel
v 1‘&\ MFD c:m fon Eow LACOUNT e -

sS7/ 4T
|

‘ it / Annular Sealing

Depth of Saoiﬁryl Amnulay Sea) ) " Conductor Casing Scal

Owner’s Name
SoUTRERA CAUFDRNA. EDTson

Address

300 M Lone mume

5 ' ) ] o ‘ - Telo
\UTer Plhase, (vl . 32

-218-T1400

one Nupbor ’ C-57 Livonec Nomboer

23042]

6200 Peacwrz.EE ST. Les Argeras

Depth snd Number
of Pesforations

Method of Upper Seal

SC€ GEsTECHNICAL GRouD : SR

Addr . R a 5 Zip Cod
¥ 200 N Lowe Hitd Ave C e SAS Dimas ca q{’“?‘;
Project Managey Telephune Number : : Fux Nuuibo,
DAwID VM tHopsen - ﬂ%qH?ﬂ‘J—SI 23 . 209~ Zr‘l‘l:- gclo

ATTENTION: WORK PLAN MODIFICATIONS MAY BE REQUIRED IF WELL AND GEOLOGIC CONDITIONS
ENCOUNTERED AT THE SITE lNSPECTION ARE FOUND TO DIFFER FROM THE SCOPE OF WORK PRESENTED TO

THIS DEPARTMENT.

Thereby agree 10 comply fn every xespect with all the regulations of the County Enviroyonental Health Divisiop and with al) ordinances and laws of tbc County of Los
Angales and the State of Califomia pertaining to well copstruction, reconstraction, and decommissioning data deemed mema:y by the County Enviroumental Heslth

Division Of Los Angeles Cow

VPl thesn

Printed Name: ,

Duup M UAN Horsert

’ ke .d Py 4
/&414, /Va"f//',y

arez

DATE

NOTICE

This well permit approval is limited to compliance with the California Well Standards and the Los Angeles County Code and does not
grant any rights to comstruct, reconstruct, oy decommission any well. The applicant is responsible for secunng all other necessary permits.

Page 1/2



2

WELL PERMIT APPLICATION - NON PRODUCTION WELLS

Well Location (Include distances from road and major cross streets)

Sanpling (N Rosdway  100% From juTeRsEETON oF CAPSTAN CiRG(E & TRIVNFD Canyan

Projected Start Date:

Jawvaey 1o, 2084

Projected End Date:

Sanvary 14, 201/

e pEspENie T

® W~z SimgLE-FAMIL
T PesibENCE

@ WELL LOCATION

e~z

OP4 200 e
TRWNTO Ly Road

Provide a scaled drawing (1 inch = 50 fest) with labe)s and dimensions, indicoting property lines, private sewage

disposal systems and other possible sources of contamination within 200 feet of the well site. -Attach all supposting
documents.

APVANCE direct-Push do ~12-fEeT bas. Wareg rcpoated at D bgs.  Collect water Sample with
basler o periglalée pump.

kopha t surfoce

BACHI:; [! l’or“:s Lu.r"L. berdonde C"\;‘? S . L-.yén&e%awl 'P“T{CL\.

two locations will be advagcep w«:d« Hag Avger, Shmplu:g and hole abandonwent il
be as described Above

Page 2/2 Revised 10/07°




APPENDIX D

SOIL BORING LOGS



SOUTHERN CALIFORNIA

BORING LOG

EDISON

POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 | Logged By:
Engineering And Technical Services
GEOTECINICAL GROUP Boring Dia: 225 Inches | Boring Number: DP-1 | E. Carisle
Sample| PID : Depth
Devpth (ppm) Completion Feet Lithology Description
__Asphalton surface (4inches) __
¢ (SP) Brown GRAVELLY SAND with fine gravel, fine- to mosty
= coarse-grained, medium dense, moist
— S (ML) Dark Brown SANDY SILT with some clay, low plastlcity, -
dense, maist
’_ -

22

sand, dense, moist

grades to Dark Brown SILTY SAND with clay and trace fine gravel

BOTTOM OF BORING AT 16 FEET
GROUNDWATER OBSERVED VISUALLY AT 12 FEET

GROUNDWATER DETECTED AT 6.4 FEET
NO BEDROCK ENCOUNTERED
NO VISIBLE STAINS OR ODORS

Background PID: 0.0ppm

Completion Notes:

installed and removed 1 inch PVC temporary groundwater sampling well to 168 Waestlake Village GW Sampling

feet below ground surface (bgs) on 1-12-2011.

-Screened Interval - 16 to 6 feet bgs

Site:




SOUTHERN CALIFORNIA

EDISON

BORING LOG

' POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12,2011 | Logged By:
Engineering And Technical Services
GEOTECHNICAL GROUP Boring Dia: 2.25 inches Boring Number: DP-2 | E. Carlisle
Sample| PID . Depth | ,. I
Depth | (ppm) Completion Foet Lithology Description

131

_Asphaltonsurface (4inches)

(SM) Brown SAND with silt and occational fine gravel, fine- to
mostly coarse-grained, medium dense, dry

plasticity, moist

wet

grades to SANDY SILT, medium- to coarse-grained sand

GROUNDWATER OBSERVED VISUALLY AT 6.5 FEET
GROUNDWATER DETECTED AT 6.2 FEET

NO BEDROCK ENCOUNTERED

NO VISIBLE STAINS OR ODORS

Background PID: 0.0ppm

Completion Notes:

Installed and removed 1 inch PVC temporary groundwater sampling well to 12

feet below ground surface (bgs) on 1-12-2011.

-Screened Interval - 12 to 7 feet bgs

Site:

Westlake Village GW Sampling




SOUTHERN CALIFORNIA

BORING LOG

EDISON

Depth | (ppm)

POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Techntcal Services -
GEOTECHINICAL GROUP Boring Dia:  2.251Inches | Boring Number: DP-3 | E. Cariisle

Sample | PID | oomoiation l?:z%t? Lithology Description

_Asphall on surface (41nches).

(SM) Brawn SILTY SAND with occational fine gravel, fine- to
medium-grained, dense, dry

" (SM) Brown SAND with sitt, fine- to medium-grained, wet

grades to more coarse-grained SAND with depth

BOTTOM OF BORING AT 12 FEET
GROUNDWATER OBSERVED VISUALLY AT 7 FEET
GROUNDWATER DETECTED AT 6.4 FEET

NO BEDROCK ENCOUNTERED

NO VISIBLE STAINS OR ODORS

Background PI1D: 0.0ppm

Completion Notes:

feet beiow ground surface (bgs) on 1-12-2011.

-Screened Interval - 12 to 7 feet bgs

Installed and removed 1 inch PVC temporary groundwater sampling well to 12

Site:

Woestlake Village GW Sampling




SOUTHERN CALIFORNIA

BORING LOG

EDISON

Depth | (ppm) Completion Feet Lithology

POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Technical Services
GEOTECHNICAL GROUP Boring Dia: 2.25 Inches Boring Number: DP-4 | E. Carlisle
Sample| PID Depth

Description

e e e e e e e e — . — — — e — —— s ef

Gravel, fine- to coarse-grained sand, dense, moist

grades to Dark Brown SILT with some clay, interbeds of
coarse-grained GRAVELLY SAND, moist to dry

— i e . NS At St e i T i i e . s et i e ]

medium-grained, dry

BOTTOM OF BORING AT 18 FEET
NQO GROUNDWATER QBSERVED

NO BEDROCK ENCOUNTERED
NO VISIBLE STAINS OR ODORS

Background PID: 0.0ppm

Completion Notes:

feet below ground surface (bgs) on 1-12-2011.

-Screened Interval - 16 to 11 feet bgs

Installed and removed 1 inch PVC temporary groundwater sampling well to 18

Site:

Westlake Village GW Sampling




SOUTHERN CALIFORNIA

EDISON

BORING LOG

POWER PRODUCTION Drill Rig: Hand Auger Date Drilled: Jan. 12,2011 | Logged By:
Engrineering And Technical Services
GEOTECONICAL GROUP BoringDia:  2.25Inches | Boring Number: HA-1 | ZAF
Sample PID Depth
Depth | (ppm) | Completion} "Fogt | Lithology Description

19.7

" (SM) Brown SILTY SAND, fine- to coarse-grained, poorly graded,

sub-angular to sub-rounded, slightly moist

" (SC) Brown to Tan CLAYEY SAND, fine- to coarse-grained,
sub-angular to sun-rounded, medium plasticity, moist

" (SW) Brown to Tan GRAVELLY SAND, fine- to coarse-grained
sand, fine gravel, sub-rounded, slighlly dense, moist

grades to‘Dark Brown SAND

10

— 15 —

BOTTOM OF BORING AT 10 FEET
GROUNDWATER OBSERVED VISUALLY AT 9 FEET
GROUNDWATER DETECTED AT 7.5 FEET

NO BEDROCK ENCOUNTERED

NO VISIBLE STAINS OR ODORS

Background PtD: 0.0ppm

Completion Notes:

-Screened Interval - 10 to 5 feet bgs

Installed and removed 1 Inch PVC temporary groundwater sampling well to 10
fest balow ground surface (bgs) an 1-12-2011.

Site:

Westlake Village GW Sampling




SOUTHERN CALIFORNIA BORING LOG
FOWER PRODUCTION Drill Rig: Hand Auger Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Technical Services - ’
GEOTECHNICAL GROUR Boring Dia: 2.25 Inches Boring Number: HA-2 | E. Catlisle
Sample| PID Depth’ . -
Depth | (ppm) Completion | " ot Lithology Description
(ML) Brown SANDY SILT, fine- to medium-grained sand, medium
dense, dry
I~ T (CL) Dark Brown' (IATETSI’FSITTV CLAY, medium plasticity,
/ moist
B J% increasing clay content with depth
— 5 —]
) % R
TGl (SM) Brown SILTY SAND, medium- to coarse-grained, slightly
14.7 :: dense, wet
B ] %
B ~ (8P Light Brown SAND, medium- lo coarse-grained, sub-rounded |
to sub-angutar, medium dense, wet
b —
BOTTOM OF BORING AT 12 FEET
GROUNDWATER OBSERVED VISUALLY AT 8 FEET
- 7 GROUNDWATER DETECTED AT 6.9 FEET
. NO BEDROCK ENCOUNTERED
L — NO VISIBLE STAINS OR ODORS
| 45 Background PID: 0.0ppm 4
Completion Notes: ' Site:

Instalted and removed 1 inch PVC temparary groundwater sampling weil to 12 . .
feet below ground surface (bgs) on 1-12-2011. Westlake Village GW Sampling

-Screened Interval - 12 to 7 feet bgs




APPENDIX E

ANALYTICAL TESTING RESULTS AND CHAIN OF CUSTODY



February 04, 2011

David Van Horsen ELAP No.: 1838
Southern California Edison NELAP No.: 02107CA
300 N. Lone Hill Avenue CSDLAC No.: 10196

San Dimas, CA 91773 ORELAP No.: CA300003
TEL: (909)394-8623

FAX: (909)394-8593 Workorder No.: 115793

RE: Westlake Village GW Sampling, 313725

Attention: David Van Horsen

Enclosed are the results for sample(s) received on January 13, 2011 by Advanced Technology
Laboratories . The sample(s) are tested for the parameters as indicated in the enclosed chain of
custody in accordance with the applicable laboratory certifications.

This is an amended report. Please disregard all previous documentation that corresponds to the
page(s) enclosed.

Thank you for the opportunity to service the needs of your company.

Please feel free to call me at (562)989-4045 if | can be of further assistance to your company.

Sincerely,

P

77

Eddie F. Rpdriguez

Laboratory Director

The cover letter is an integral part of this analytical report. This Laboratory Report cannot be reproduced in part or in
its entirety without written permission from the client and Advanced Technology Laboratories.
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Advanced Technology Laboratories Date: 04-Feb-11

CLIENT: Southern California Edison
Project: Westlake Village GW Sampling, 313725 CASE NARRATIVE
Lab Order: 115793

Results were J-Flag. "J" is used to flag those results that are between the PQL (Practical Quantitation
Limit) and the calculated MDL (Method Detection Limit). Results that are "J" Flagged are estimated
values since it becomes difficult to accurately quantitate the analyte near the MDL.

Sample Receiving / General Comments

PCB analysis was requested beyond hold time for sample 115793-016A. Results are flagged with an
"H" qualifier.

"ND" is defined as less than Method Detection Limit (MDL).

Analytical Comments for Method 8082
Surrogate recovery biased low possibly for sample 115793-007A, due to matrix interferences.

Higher detection limits were required for groundwater sample DP-4, due to insufficient sample volume.
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1@8'

Lab Order: 115793 Collection Date: 1/12/2011 10:21:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-001A

Analyses Result MDL PQL Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RunlD: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1221 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1232 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1254 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Araclor 1260 ND 50 16 po/Kg 1 1/19/2011 02:14 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1268 ND 5.0 16 Hg/Kg 1 1/19/2011 02:14 PM

Surr: Decachlorobiphenyl 95.6 0 36-124 %REC 1 1/19/2011 02:14 PM
Surr: Tetrachloro-m-xylene 74.0 0 35-141 %REC 1 1/19/2011 02:14 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Sumrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-2@7'

Lab Order: 115793 Collection Date: 1/12/2011 10:48:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-002A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RunID: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011 Analyst. BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM
Aroclor 1221 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM
Aroclor 1232 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM
Aroclor 1248 ND 5.0 16 pg/Kg 1 1/19/2011 02:45 PM
Aroclor 1254 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1260 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1262 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1268 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM

Surr: Decachlorobiphenyl 66.7 0 36-124 %REC 1 1/19/2011 02:45 PM
Surr: Tetrachloro-m-xylene 554 0 35-141 %REC 1 1/19/2011 02:45 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-3@8'

Lab Order: 115793 Collection Date: 1/12/2011 11:29:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-003A

Analyses Result MDL PQL Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RuniD:  GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1221 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1232 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1242 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1248 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1254 ND 5.0 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1260 ND 5.0 16 pg/Kg 1 1/19/2011 03:16 PM
Aroclor 1262 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1268 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM

Surr: Decachlorabiphenyl 971 0 36-124 %REC 1 1/19/2011 03:16 PM
Surr: Tetrachloro-m-xylene 72.9 0 35-141 %REC 1 1/19/2011 03:16 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-4@8'

Lab Order: 115793 Collection Date: 1/12/2011 9:46:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-004A

Analyses Result MDL PQL  Quat Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RunID: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1221 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1232 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1254 ND 5.0 16 ug/Kg 1 1/18/2011 03:47 PM
Aroclor 1260 ND 5.0 16 vg/Kg 1 1/19/2011 03:47 PM
Aroclor 1262 ND 5.0 16 Hg/Kg 1 1/18/2011 03:47 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM

Surr: Decachlorobiphenyl 90.9 0 36-124 %REC 1 1/19/2011 03:47 PM
Surr: Tetrachloro-m-xylene 71.5 0 35-141 %REC 1 1/19/2011 03:47 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-1-9'

Lab Order: 115793 Collection Date: 1/12/2011 1:24:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-005A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RunlD: GC4_110119A QC Batch: 69842 PrepDate: 1182011  Analyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1221 ND 50 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1232 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1242 ND 50 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1254 ND 50 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1260 ND 50 16 Ha/Kg 1 1/19/2011 04:18 PM
Aroclor 1262 ND 50 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM

Surmr: Decachlorobiphenyi 114 0 36-124 %REC 1 1/19/2011 04:18 PM
Surr: Tetrachloro-m-xylene 94.3 0 35-141 %REC 1 1/19/2011 04:18 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
Advanced Technology
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-2-6'

Lab Order: 115793 Collection Date: 1/12/2011 1:53:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-006A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RuniD: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011 Apalyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1221 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Araclor 1232 ND 50 16 vo/Kg 1 1/19/2011 04:49 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1254 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1260 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM

Surr: Decachlorobiphenyl 110 0 36-124 %REC 1 1/19/2011 04:49 PM
Surr: Tetrachloro-m-xylene 96.1 0 35-141 %REC 1 1/19/2011 04:49 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Resuits are wet unless otherwise specified DO Surrogate Diluted Out
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1

Lab Order: 115793 Collection Date: 1/12/2011 10:58:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-007A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD: GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1221 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1232 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1242 ND 0.21 0.53 Hg/L 1 1/19/2011 10:06 PM
Aroclor 1248 ND 0.21 0.53 Hg/L 1 1/19/2011 10:06 PM
Aroclor 1254 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1260 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1262 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1268 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM

Surr: Decachlorobiphenyl 37.8 0 26-112 %REC 1 1/19/2011 10:06 PM
Surr: Tetrachloro-m-xylene 46.5 0 48-130 S %REC 1 1/19/2011 10:06 PM

Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
Advanced Technology
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755 Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1 Duplicate

Lab Order: 115793 Collection Date: 1/12/2011 11:03:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-008A

Analyses Result MDL PQL Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD:  GCS5_110119A QC Batch: 69859 PrepDate: 119/2011  Analyst. BB
Aroclor 1016 ND 0.22 0.56 po/L 1 1/19/2011 10:35 PM
Aroclor 1221 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1232 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1248 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1254 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1268 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM

Surr: Decachlorobipheny! 46.5 0 26-112 %REC 1 1/19/2011 10:35 PM
Surr: Tetrachloro-m-xylene 60.4 0 48-130 %REC 1 1/19/2011 10:35 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-2

Lab Order: 115793 Collection Date: 1/12/2011 11:31:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-009A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RunID:  GC5_11011%A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1221 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1232 ND 022 0.56 ug/L 1 1/19/2011 11:.05 PM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1248 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1254 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1260 ND 0.22 0.56 pa/L 1 1/19/2011 11:05 PM
Aroclor 1262 ND 0.22 0.56 pg/L 1 1/19/2011 11:05 PM
Aroclor 1268 ND 0.22 0.56 pg/L 1 1/19/2011 11:05 PM

Surr: Decachlorobiphenyl 426 0 26-112 %REC 1 1/19/2011 11:05 PM
Surr: Tetrachloro-m-xylene 60.2 0 48-130 %REC 1 1/19/2011 11:.05 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-3

Lab Order: 115793 Collection Date: 1/12/2011 11:41:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-010A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD: GC5_110118A QC Batch: 69859 PrepDate: 1/19/2011  Apalyst: BB
Aroclor 1016 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1221 ND 0.22 0.56 pg/L 1 1/19/2011 11:35 PM
Aroclor 1232 ND 0.22 0.56 pg/L 1 1/19/2011 11:35 PM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1248 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1254 ND 0.22 0.56 yg/L 1 1/19/2011 11:35 PM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1268 ND 0.22 0.56 pg/L 1 1/19/2011 11:35 PM

Surr: Decachlorobiphenyl 51.1 0 26-112 %REC 1 1/19/2011 11:35 PM
Surr: Tetrachloro-m-xylene 69.3 0 48-130 %REC 1 1/19/2011 11:35 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matnx interference
Results are wet unless otherwise specifted DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-4

Lab Order: 115793 Collection Date: 1/12/2011 2:15:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-011A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RunID:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 20 5.0 ug/t 1 1/20/2011 12:05 AM
Aroclor 1221 ND 20 5.0 pg/t 1 1/20/2011 12:05 AM
Aroclor 1232 ND 20 5.0 pg/t 1 1/20/2011 12:05 AM
Aroclor 1242 ND 20 5.0 ug/t 1 1/20/2011 12:05 AM
Aroclor 1248 ND 2.0 5.0 pg/t 1 1/20/2011 12:05 AM
Aroclor 1254 ND 2.0 5.0 pg/k 1 1/20/2011 12:05 AM
Aroclor 1260 ND 2.0 5.0 pg/t 1 1/20/2011 12:05 AM
Aroclor 1262 ND 2.0 5.0 ug/L 1 1/20/2011 12:05 AM
Aroclor 1268 ND 2.0 50 pg/k 1 1/20/2011 12:05 AM

Surr: Decachlorobiphenyl 64.7 0 26-112 %REC 1 1/20/2011 12:05 AM
Surr: Tetrachloro-m-xylene 88.9 0 48-130 %REC 1 1/20/2011 12:05 AM
Qualifiers: B  Analyte detected in the associated Method Blank E  Value above quantitation range
H Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-1

Lab Order: 115793 Collection Date: 1/12/2011 1:46:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-012A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD: GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1221 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1232 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1248 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1254 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1262 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Aroclor 1268 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM

Sur: Decachlorobiphenyl 37.2 0 26-112 %REC 1 1/20/2011 12:35 AM
Sum: Tetrachloro-m-xylene 60.9 0 48-130 %REC 1 1/20/2011 12:35 AM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-2

Lab Order: 115793 Collection Date: 1/12/2011 2:13:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-013A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RunlD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst. BB
Aroclor 1016 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1221 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1232 ND 0.29 0.71 pg/L 1 1/20/2011 01:04 AM
Aroclor 1242 ND 0.29 0.71 Hg/L 1 1/20/2011 01:04 AM
Aroclor 1248 ND 0.29 0.71 Hg/L 1 1/20/2011 01:04 AM
Aroclor 1254 ND 0.29 071 ug/L 1 1/20/2011 01:04 AM
Aroclor 1260 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1262 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1268 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM

Surr: Decachlorobipheny! 335 0 26-112 %REC 1 1/20/2011 01:04 AM
Surr: Tetrachloro-m-xylene 75.5 0 48-130 %REC 1 1/20/2011 01:04 AM
Qualifiers; B Analyte detected in the associated Method Blank E  Value above quantitation range
H Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Sumrogate Diluted Out

A Advanced Technology
Laboratories

3275 Walnut Avenue, Signal Hill, CA 90755
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-1]

CLIENT: Southern California Edison Client Sample ID: Equipment Blank

Lab Order: 115793 Collection Date; 1/12/2011 11:51:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: DISTILLED WATER

Lab ID: 115793-014A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RunlD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.20 0.50 Hg/L 1 1/20/2011 01:34 AM
Aroclor 1221 ND 0.20 0.50 Hg/L 1 1/20/2011 01:34 AM
Aroclor 1232 ND 0.20 050 ug/t 1 1/20/2011 01:34 AM
Aroclor 1242 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1248 ND 0.20 0.50 pg/L 1 1/20/2011 01:34 AM
Aroclor 1254 ND 0.20 0.50 Hg/L 1 1/20/2011 01:34 AM
Aroclor 1260 ND 0.20 0.50 pa/L 1 1/20/2011 01:34 AM
Aroclor 1262 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1268 ND 0.20 0.50 pg/l 1 1/20/2011 01:34 AM

Surr: Decachlorobiphenyi 634 0 26-112 %REC 1 1/20/2011 01:34 AM
Surr: Tetrachloro-m-xylene 78.5 0 48-130 %REC 1 1/20/2011 01:34 AM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Qut

& Advanced Technology
Laborstories

3275 Walnut Avenue, Signal Hill, CA 90755
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Advanced Technology Laboratories

ANALYTICAL RESULTS

Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1 Duplicate

Lab Order: 115793 Collection Date: 1/12/2011 10:21:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-016A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RuniD: GC5_110203A QC Batch: 70379 PrepDate: 2/3/2011 Analyst: BB
Aroclor 1016 ND 50 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1221 ND 5.0 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1232 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1242 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1248 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1254 ND 5.0 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1260 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1262 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1268 ND 5.0 16 H  uglKg 1 2/3/2011 06:57 PM

Surr: Decachlorobiphenyl 70.2 0 36-124 H  %REC 1 2/3/2011 06:57 PM
Surr: Tetrachloro-m-xylene 68.3 0 35-141 H  %REC 1 2/3/2011 06:57 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out

k Advanced Technology

Laboratories

3275 Walnut Avenue, Signal Hill, CA 90755
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Advanced Technology Laboratories

Date: 04-Feb-11

CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT

Work Order: 115793
Project: Westlake Village GW Sampling, 313725 TestCode: 8082_S
Sample ID: MB-69842 SampType: MBLK TestCode: 8082_S Units: ug/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: PBS Batch ID: 69842 TestNo: EPA 8082 EPA 35508 Analysis Date: 1/19/2011 SeqNo: 2090162
Analyte Resuit PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 16
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Aroclor 1248 ND 16
Aroclor 1254 ND 16
Arcclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16

Surr; Decachiorobiphenyl 14.173 16.67 85.0 36 124

Surr: Tetrachloro-m-xylene 13.604 16.67 81.6 35 141
Sample ID: LCS-69842 SampType: LCS TestCode: 8082_S Units: ug/Kg Prep Date: 1/18/2011 RunNo: 128947
ClientID: LCSS Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date:  1/19/2011 SegNo: 2090163
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 129.357 16 166.7 0 77.6 56 100
Aroclor 1260 165.217 16 166.7 0 99.1 57 110

Surr: Decachlorobiphenyl 14.063 16.67 84.4 36 124

Surr: Tetrachloro-m-xylene 14.098 16.67 84.6 35 141
Sample iD: MB-69842MS SampType: MS TestCode: 8082_8 Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: Zz2zzzzZ Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SeqNo: 2090164
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 122.149 16 166.7 0 73.3 51 108
Aroclor 1260 142.030 16 166.7 0 85.2 53 120

Surr: Decachlorobiphenyl 13.669 16.67 82.0 36 124

Qualifiers:

H Holding times for preparation or analysis exceeded

B Analyte detected in the associated Method Blank
J  Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO Surrogate Diluted Out

Tel: 562. 989.4045  Fax: 562.989.4040

R RPD outside accepted recovery limits
Calculations are based on raw values

3275 Walnut Avenue, Signal Hill, CA 90755

Advaaced Techaology
Laberutaries
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CLIENT:

Southern California Edison

ANALYTICAL QC SUMMARY REPORT

Work Order: 115793
Project: Westlake Village GW Sampling, 313725 TestCode: 8082 S
Sample ID: MB-69842MS SampType: MS TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: Z22Z7Z7Z7 Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SeqNo: 2090164
Analyte Resuit PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Surr: Tetrachloro-m-xylene 12.886 16.67 77.3 35 141
Sample ID: MB-69842MSD SampType: MSD TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: 222777 Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SeqNo: 2090165
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 125.977 16 166.7 0 75.6 51 108 122.1 3.09
Aroclor 1260 143.921 16 166.7 0 86.4 53 120 142.0 1.32
Surr: Decachlorobiphenyl 14.082 16.67 84.5 36 124 0
Surr: Tetrachloro-m-xylene 13.517 16.67 81.1 35 141 0

Qualifiers:

B Analyte detected in the associated Method Blank
] Analyte detected below quantitation limits
S Spike/Surrogate outside of limits due to matrix interference

Advanced Technology
Laboratories

3275 Walnut Avenue, Signal Hill, CA 90755

Tel: 562. 989.4045

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Fax: 562.989.4040
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H  Holding times for preparation or analysis exceeded

R RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT:
Work Order: 115793
Project:

Southern California Edison

ANALYTICAL QC SUMMARY REPORT

Westlake Village GW Sampling, 313725

TestCode: 8082_S

Sample ID: MB-70379 SampType: MBLK TestCode: 8082_S Units: pg/Kg Prep Date:  2/3/2011 RunNo: 129550
Client ID: PBS Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date:  2/3/2011 SeqNo: 2102288
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 16
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Aroclor 1248 ND 16
Aroclor 1254 ND 16
Aroclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16
Surr: Decachlorobiphenyi 9.500 16.67 57.0 36 124
Surr: Tetrachloro-m-xylene 11.596 16.67 69.6 35 141
Sample ID: LCSA-70379 SampType: LCS TestCode: 8082_S Units: pg/Kg Prep Date: 2/3/2011 RunNo: 129550
Client ID: LCSS Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date:  2/3/2011 SeqNo: 2102289
Analyte Result PQL SPKvalue SPK Ref Val %REC Lowlimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 110.185 16 166.7 0 66.1 56 100
Aroclor 1260 119.058 16 166.7 0 71.4 57 110
Surr: Decachlorobiphenyl 10.082 16.67 60.5 36 124
Surr: Tetrachloro-m-xylene 12.048 16.67 723 35 141
Sample ID: 115793-016AMSA SampType: MS TestCode: 8082_S Units: pg/Kg Prep Date: 2/3/2011 RunNo: 129550
Client ID: DP-1 Duplicate Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date: 2/3/2011 SeqNo: 2102290
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 129.861 16 166.7 0 77.9 51 108 H
Aroclor 1260 144.220 16 166.7 0 86.5 53 120 H
Surr: Decachlorobiphenyl 12.261 16.67 73.6 36 124 H
Surr: Tetrachloro-m-xylene 13.593 16.67 81.5 35 141 H

Qualifiers:

B Analyte detected in the associated Method Blank

J  Analyte detected below quantitation limits
S Spike/Surrogate outside of limits due to matrix interference DO  Surrogate Diluted Out

Advaaced Technology
Laborateries

E  Value above quantitation range
ND Not Detected at the Reporting Limit

3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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H Holding times for preparation or analysis exceeded

R RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT: Southern California Edison

ANALYTICAL QC SUMMARY REPORT

Work Order: 115793

Project: Westlake Village GW Sampling, 313725 TestCode: 8082_S

Sample ID: 115793-016AMSDA  SampType: MSD TestCode: 8082_S Units: pg/Kg Prep Date: 2/3/2011 RunNo: 129550

Client ID: DP-1 Duplicate Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date: 2/3/2011 SegNo: 2102291

Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual

Aroclor 1016 127.124 16 166.7 0 76.3 51 108 129.9 2,13 20 H

Aroclor 1260 141.367 16 166.7 0 84.8 53 120 144.2 2.00 20 H
Surr: Decachlorobiphenyl 12.288 16.67 73.7 36 124 0 20 H
Surr: Tetrachloro-m-xylene 13.081 16.67 78.5 35 141 0 0 H

Qualifiers:
B Analyte detected in the associated Method Blank
J  Analyte detected below quantitation limits
S Spike/Surrogate outside of limits due to matrix interference
Advanced Techaology

Taboratories 3275 Walnut Avenue, Signal Hill, CA 90755

Tel: 562. 989.4045

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Fax: 562.989.4040
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H Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT: Southern California Edison
Work Order: 115793 ANALYTICAL QC SUMMARY REPORT

Project: Westlake Village GW Sampling, 313725 TestCode: 8082 W
Sample ID: MB-69859 SampType: MBLK TestCode: 8082_W Units: pg/L Prep Date: 1/19/2011 RunNo: 128977
Client ID: PBW Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SegNo: 2090672
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 0.50
Aroclor 1221 ND 0.50
Aroclor 1232 ND 0.50
Araclor 1242 ND 0.50
Aroclor 1248 ND 0.50
Aroclor 1254 ND 0.50
Aroclor 1260 ND 0.50
Aroclor 1262 ND 0.50
Aroclor 1268 ND 0.50
Surr: Decachlorobiphenyl 0.395 0.5000 78.9 26 112
Surr: Tetrachloro-m-xylene 0.438 0.5000 87.6 48 130
Sample ID: LCS-69859 SampType: LCS TestCode: 8082 W Units: pg/L Prep Date: 1/19/2011 RunNo: 128977
ClientID: LCSW Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SeqNo: 2090673
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 3.939 0.50 5.000 0 78.8 54 97
Aroclor 1260 4.217 0.50 5.000 0 84.3 56 103
Surr: Decachlorobiphenyl 0.397 0.5000 79.4 26 112
Surr: Tetrachloro-m-xylene 0.445 0.5000 88.9 48 130
Sampie ID; MB-69859-M$S SampType: MS TestCode: 8082_W Units: pg/L Prep Date:  1/19/2011 RunNo: 128977
Client ID: Zzzzz7 Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SegNo: 2090674
Analyte Result PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Araclor 1016 3.878 0.50 5.000 0 77.6 54 97
Aroclor 1260 4.069 0.50 5.000 0 81.4 56 103
Surr: Decachlorobiphenyl 0.398 0.5000 79.5 26 112
Surr: Tetrachloro-m-xylene 0.442 0.5000 88.3 48 130
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H Holding times for preparation or analysis exceeded
J Analyte detected below quantitation limits ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits
S Spike/Surrogate outside of limits due to matrix interference DO  Surrogate Diluted Out Calculations are based on raw values
Advanced Technology
& '—Zm 3275 Walnut Avenue, Signal Hill, CA 90755 Tel: 562. 989.4045  Fax: 562.989.4640
aboratories
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CLIENT: Southern California Edison

Work Order: 115793

ANALYTICAL QC SUMMARY REPORT

Project: Westlake Village GW Sampling, 313725 TestCode: 8082 W
Sampie ID: MB-69859-MSD SampType: MSD TestCode: 8082 W Units: pg/L Prep Date: 1/18/2011 RunNo: 128977
Client ID: 222772 Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date: 1/19/2011 SeqNo: 2090675
Analyte Result PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD RefVal %RPD RPDLimit Qual
Aroclor 1016 3.943 0.50 5.000 0 78.9 54 97 3.878 1.68 20
Aroclor 1260 4.153 0.50 5.000 0 83.1 56 103 4.069 2.05 20

Surr: Decachlorobiphenyl 0.409 0.5000 81.7 26 112 0 0

Surr: Tetrachloro-m-xylene 0.453 0.5000 90.6 48 130 0 0

Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range

] Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

Advaaced Technology
Laboratories

ND Not Detected at the Reporting Limit

DO Surrogate Diluted Out

3275 Walnut Avenue, Signal Hill, CA 90755

Tel: 562. 989.4045

. Fax: 562.989.4040
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H Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits
Calculations are based on raw values
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Diane Galvan

From: David.Vanhorsen@sce.com

Sent: Thursday, February 03, 2011 11:48 AM
To: Diane Galvan

Subject: RE: J-Flag Results

DP-1 Duplicate...

dvh

David Van Horsen, RG, CEG
Technical Specialist 4
Engineering & Technical Services
Power Production Department
Pax 47623

OFC-909-394-8623
Cell-818-469-6943

From. "Diane Galvan™ <diane(@atiglobal com>
To <David. Vanhorsen@sce.com>

Date 02/03/2011 11:43 AM

Subject RE: J-Flag Results

Hi David,

OK, | will generate a new report once the DUP analysis has been compieted tomorrow. How do you want the sample ID to be listed
for the duplicate run? Please advise.

Thanks,

Diane

From: David.Vanhorsen@sce.com [mailto:David.Vanhorsen@sce.com]
Sent: Thursday, February 03, 2011 11:37 AM

To: Diane Gailvan
Subject: Re: J-Flag Results

Diane:

OK.. | think this looks good.

1. Please analyze remaining soil from sample DP-1 as the duplicate sampie. This sample should be on a 24 hour
rush basis.

2. In the final lab report (to contain the requested soi duplicate test) please include a Case Narrative sheet with the
following:

"Higher detection limits were required for groundwater sample from DP-4 due to insufficient sample quantity”
"ND" is defined as less than MDL.

Thank you for the help working through this.

Regards,

dvh



David Van Horsen, RG, CEG
Technical Specialist 4
Engineering & Technical Services
Power Production Department
Pax 47623

OFC-909-394-8623
Cell-818-469-6943



SCE PCB Spill: NRC # 951155; Cal=EMA # 10-4769 (07/18/10)
August 30, 2011
Page &

ATTACHMENT # 4

SCE Site Assessment Report and Soil Excavation Plan dated June 27, 2011



SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL® Company

Tuly 21, 2011

Peter J. Raftery, PG, CHG.

California Regional Water Quality Control Board
Los Angeles Region

320 West 4th Street, Suite 200

Los Angeles, CA 90013

Certified Mail Receipt # 7010 0780 0000 5787 3782

Subject: TRANSMITTAL OF SITE ASSESSMENT REPORT & SOIL EXCAVATION PLAN -
SOUTHERN CALIFORNIA EDISON BURIED RESIDENTIAL TRANSFORMER
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1.0 INTRODUCTION

This environmental site assessment was performed by the Southern California
Edison (SCE) Geotechnical Group on behalf of SCE’s Corporate Environmental,
Health and Safety Department. The Project Site is located near the intersection of
Capstan Circle and Triunfo Canyon Road in Westlake Village, California (Figure 1).
This report documents initial leak detection, soil excavation and sampling activities
conducted July/August 2010, and the recent site investigative work conducted
January 12 and May 26, 2011. The purpose of this site assessment is to evaluate
the nature and extent of migration of the remaining PCB-containing mineral oil spill
originally identified in July 2010.

20 PROJECT DESCRIPTION

On July 18, 2010 SCE discovered that the BURD transformer at the site had
released an estimated 30 gallons of mineral oil. Initial excavation activities obtained
5 soil samples from the bottom of a 3' x 3 %%’ by 7-foot deep excavation. One
sample of mineral oil was collected from the BURD and tested for Polychlorinated
Biphenyls (PCB) content. The analytical laboratory results for the mineral oil sample
indicated a PCB concentration of 166 parts per million (ppm). The analytical
laboratory results for the July 18, 2010 soil samples measured concentrations of
PCBs ranging from 0.19 ppm to 1.5 ppm. These data are summarized on Table 1.

After further excavation on August 9, 2010, 4 additional soil samples from the 8 foot
depth, and 1 water sample from the bottom of the 9-foot deep excavation were
obtained. PCB concentrations in soil ranged from less than 0.02 ppm to 6.4 ppm.
The water sample showed a PCB concentration of 1,900 micrograms/liter (pg/l);
however standard groundwater sampling protocol, was not applied during the
sampling and entrained sediment and/or absence of purging may have influenced
the result. A summary of detections are also shown on Table 1. The complete

laboratory reports and field sketches of the excavation and sample locations are
included in Appendix A.

Table 1 — Summary of PCB & TPH Detections From Excavation

Sample | Sample | Sample Sample TEPH Result PCB Result
Date Number Depth Location {mg/kg or mg/t) (mg/kg or ug/L)
7/18/10 1 3ft NW Wall 12,000 mg/kg 0.70 mg/kg
7/18/10 2 3 ft SW Wall 5,600 mg/kg 0.19 mg/kg
7/18/10 3 3ft NE Wali 12,000 mg/kg 1.5 mg/kg
7/18/10 4 3ft SE Wall 7,900 mg/kg 0.68 mg/kg
7/18/10 5 3 ft Center 2,200 mg/kg 0.44 mg/kg
8/9/110 1 8 ft West Wall <1.0 mg/kg <0.02 mg/kg
8/9/110 2 8 ft North Wall 7,300 mg/kg 3.7 mg/kg
8/9/10 3 8 ft East Wall 25,000 mg/kg 6.4 mg/kg
8/9/2010 4 8 ft South Wall 260 mg/kg 0.34 mg/kg
8/9/2010 5 9 ft Center (Water 2,800 mg/L. 1,900 pg/L




Based on these analytical results, the Los Angeles Regional Water Quality Control
Board (LARWQCB) requested additional sampling of groundwater and soil to
determine the extent of PCB contamination. A work plan for this site assessment
was provided to the LARWQCB on October 22, 2010 via the Geotracker Database
and SCE received their approval of the proposed work by letter dated November 3,
2010. In a subsequent December 20, 2010 letter, the LARWQCB granted an
extension to SCE for submittal of the technical report documenting the results of the
proposed assessment work on or before March 1, 2011.

The scope of the January 2011 assessment included the following tasks:

Completion of 4 direct push borings to an approximate depth of 12 feet bgs.
Completion of 2 hand auger borings to an approximate depth of 10 feet bgs.
Collection of 1 soil sample from each location from the soil-water interface.
Collection of 1 groundwater sample from each location.

Analytical testing of the collected soil and groundwater samples.
Preparation and submittal to the LARWQCB of a site assessment report.

The January 2011 investigation concluded soils beneath the site are variable and
are fill soils used for subdivision development within the excavated river. Below
these fill soils, more uniform sand and gravel was observed. Groundwater was
encountered at depths of 6.2 to 7.5 feet bgs.

PCBs were not detected in any soil or groundwater sample collected during the
investigation, indicating the mineral oil spill was limited in extent and the post-spill
excavation successfully removed the majority of the mineral oil. Groundwater
samples showed no adverse impacts. The additional sampling described in this
report was desired to facilitate possible future excavation planning.

3.0 SCOPE OF ASSESSMENT

The scope of this site additional assessment included the following tasks:

e Completion of 4 borings to an approximate depth of 12 feet bgs.

e Collection of 1 soil sample from each location from the soil-water interface.

e Collection of 1 groundwater sample from two borings, one from the north and
west sides of the former excavation outline.

e Analytical testing of the collected soil and groundwater samples.

e Preparation and submittal of a site assessment report.

Figure 2 provides the general layout of the site and locations of the completed
borings. Appendix B includes a copy of the surveyed boring locations with the



stamp of a California Licensed Surveyor. Appendix C presents the Los Angeles
County Groundwater Sampling Permit.

4.0 ASSESSMENT PROCEDURES

4.1 Field Exploration

On May 26, 2011 a SCE geologist supervised the drilling and sampling of the four
soil borings at the general locations shown on Figure 2. Borings DP-5 through DP-7
were advanced by a combination of hand auger and portable direct-push machine to
an approximate depth of 11 feet below ground surface (bgs).

Prior to drilling, SCE notified Dig Alert of planned work and obtained utility clearance
from Dig Alert (Dig Alert Ticket # A11440190). Because the work was being
conducted adjacent to energized equipment an SCE electrician was also onsite.

Four sampling locations were proposed at locations north and east of the BURD.
However, because of the abundance of buried utilities identified by USA to exist
between the BURD and the AT&T/Cable utility boxes, the boring originally planned
for that area was not attempted. However, the request by the RWQCB to obtain
groundwater samples from the north and east sides of the former excavation were
met with DP-6 and DP-7. Because of the presence of buried utilities, it was decided
that the first 6 feet of each of the three borings would be advanced by hand auger.
Once the location was cleared, the direct push machine was used for sample

retreiveal and temporary well point installation. Each boring advanced to total depths
of 11 feet bgs.

Soil samples were obtained with 1-inch diameter clear plastic liners supplied with the
direct push equipment. All boreholes were logged and sampled for soil lithologic
description. No indications of contamination such as odors or staining were
observed. Samples were recorded on the boring logs in accordance with the Unified
Soail Classification System (USCS) which included sample depths, soil type, grain
size, color, density, and moisture content. Copies of all investigation soil boring logs
are provided in Appendix D.

After advancing the boring to the target depth, a temporary well point constructed of
1-inch schedule 40 PVC casing with a 5 foot long well screen was placed in the
borehole. One groundwater grab sample was collected from the temporary well
point with a peristaltic pump. Groundwater samples were collected from DP-6 and
DP-7. All drilling and sampling operations were supervised by a California
Registered Geologist. At the completion of groundwater sampling, the temporary
well point was removed and the boring backfilled by using a 95% Portland
cement/5% bentonite slurry. Soil cuttings were placed in sealed and labeled DOT-
approved 55-gallon drums and transported to SCE’s Thousand Oaks Service Center
for temporary storage pending receipt of the analytical testing.



Prior to sample collection, all sampling equipment was decontaminated. Soil
sampling tools and sample barrels were cleaned between each use. Manual
cleaning procedures included a three-stage process using a non-phosphate
detergent solution in water, followed by rinsing with potable water and distilled water.
Decontamination water and purged groundwater was contained by a labeled and
sealed DOT-approved 55-gallon drum and transported along with the soil drums.

4.2 Soil Sample Preparation

Headspace field screening was conducted by placing a small portion of a soil
sample into a plastic bag and inserting the tip of a photoionization detector (PID) into
the bag to obtain a reading. Headspace readings were reported in parts per million
(ppm) and are noted on the boring logs.

Each soil sample was retained in plastic liners with sealed Teflon tape and plastic
end caps. Sample identification numbers and other pertinent data were recorded on
the chain-of-custody form and placed in an ice chest for storage and transport to
Advanced Technology Laboratories of Signal Hill, California, a state-certified
hazardous waste testing laboratory. Sample handling, transport, and delivery were
performed using the chain-of-custody documentation procedures outlined in the
project SAP. Copies of the custody forms are included in Appendix E.

4.3 Analytical Testing

A total of 3 soil samples and 2 groundwater samples were analyzed for PCBs
according to EPA Test Methods 3550B and 8082 (soil), and EPA Test Methods
3510C and 8082 (groundwater). These samples were also analyzed for Total
Petroleum Hydrocarbons (TPH) with carbon-chain identification according to EPA
Test Method 8015 modified. In addition, one equipment rinseate blank and one sail
and one groundwater duplicate were analyzed by the same methods. The
Advanced Technology Laboratories analytical reports are presented in Appendix E.

Copies of the previous sampling from January 2011 are also presented in Appendix
E.

5.0 RESULTS OF ASSESSMENT

5.1 Site Geology
The project site is located within an alluvial valley in the Santa Monica Mountains.
According to the Dibblee Geologic Map of the Thousand Oaks Quadrangle (1993)
the site is on Quaternary alluvial sand and gravel. The residential subdivision
appears to have been created by excavating the alluvial gravels along Triunfo Creek



to the underlying bedrock to create a lake. It is thought that artificial fill was placed
on the excavated surfaces for the building pads.

The boring logs show the area to be variably underlain by gravelly to silty sand, silty
sand or clayey sand, probably representing the fill soils required for subdivision
development. The two deeper borings, DP-1 and DP-4 encountered more uniform
sand with gravel that is thought to represent native soils. These materials were

observed by the direct push equipment to be much harder to penetrate than the
overlying materials.

5.2 Site Hydrogeology

This site is unique because the enlarging of Triunfo Creek created a man-made
recreational lake. Water in this lake is not used for drinking water purposes. Based
on the excavation activities described above the water level at the project site was
observed to be approximately 9 feet (bgs). This shallow depth is probably
representative of localized seepage from the surrounding recreational lake. Based
on surface topography, the direction of groundwater movement is inferred to be to
the southeast. In the borings, static groundwater measurements ranged from 6.2 to
6.7 feet bgs. The resultant groundwater elevations are shown on Figure 2.

5.3 Analytical Testing Results for Soil

Table 2 presents a summary of the laboratory data. PCBs were not detected at any
location at the MDL of <0.02 mg/kg. No TPH was detected in any sample. Table 2
below summarizes the analytical report. Table 2 shows “TPH” and is meant to
include both reported diesel range organics (DRO) and carbon-chain identification.
Identification of ranges for the different major groups of petroleum hydrocarbons
provides additional information about the nature of any total petroleum hydrocarbon

detection. For this investigation the following range and types of hydrocarbons were
reported.

C4-C12 - Gasoline Range

C8-C10 — Lighter than Diesel

C10-C18, C18-C28 — Diesel Range
C18-C36 — Motor Qil Range

C36-C40 — Heavier than Motor Qil
C8-C40 — Total Petroleum Hydrocarbons



Table 2 - Summary of Analytical Testing of Soil
(May 26, 2011)

Boring Number Sample Depth TPH Result PCB Result
(mg/kg) (mg/kg)
DP-5 7 ft ND ND
DP-6 7ft ND ND
DP-7 7 ft ND ND
Duplicate (DP-7) 8 ft ND ND

5.4 Analytical Testing Results for Groundwater

Laboratory testing of the groundwater samples collected from each location did not
detect the presence of PCBs at the MDL of <0.02 pg/L. TPH was not detected in
either sample. Table 3 presents a summary of the laboratory data.

Table 3 — Summary of Analytical Testing of Groundwater
(May 26, 2011)

Boring Number Sample Depth TPH Result PCB Result
(ug/L) (ug/L)
DP-6 11 ft ND ND
DP-7 11 ft ND ND
Duplicate (DP-7) -- ND ND
Equipment Rinseate -- ND ND

6.0 CONCLUSIONS

Based on the information obtained during this site investigative work, the following
conclusions are made:

» Soils beneath the site are variable and probably represent the fill soils used
for subdivision development within the excavated river. Below these fill soils,
more uniform sand and gravel is present.

« Groundwater is present beneath the site at a depth range of 6.2 to 6.7 feet
bgs. Due to the close spacing of the measurements and variability of the fill
soils a definitive groundwater flow direction is not apparent.

« No Petroleum Hydrocarbons were detected in any soil or groundwater
sample.




7.0

PCBs were not detected in any soil or groundwater sample collected during
either round of investigative sampling indicating the mineral oil spill was
limited in extent and the post-spill excavation successfully removed the
majority of the impacted soils. Groundwater samples showed no adverse
impacts.

RECOMMENDATIONS

Based on the residual PCB concentrations detected during the original excavation
activities, the following recommendations are made:

8.0

Perform additional soil excavation on the north and east sides of the existing
electrical structure. This work would consist of approximately 3 additional feet
of soil beyond the previous excavation unless there is the risk for adverse
structural impact to the surrounding sidewalk, driveway, adjacent buried
utilities, or mature trees.

Collect confirmation soil samples for the north and east sidewalls at the same

elevations as the soil borings and original excavation samples and analyze for
the presence of TPH and PCB.

PROFESSIONAL DECLARATION

This document was prepared under the direction and supervision of David M. Van
Horsen, a California Professional Geologist with expertise in contaminant
assessment. His signature and stamp appear below:

David M. Van Horsen

CA Certified Engineering G
June 27, 2011 >

Scalagist #2418
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APPENDIX A

Analytical Testing Results From 2010 Excavation and Sampling
Activities
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Analytical Services, Inc. Environmental and Analytical Services-Since 1994

Prepared For: Southern California Edison July 21, 2010

10060 Telegraph Road
Ventura, CA 93004

ATTENTION: Andy Melendez

Laboratory No: 101743 " Sampled By: Client
Date Received: 19-JUL-10 ID: See Below
Project: 3701 Capstan Cir., Westlake Village

Project No: VC00156

Purchase Order No: 900169326

‘RESULTS

-On Jul 19, 2010, five (5) samples were received for analysis by Capco
Analytical Services, Inc. The samples were identified and assigned the

"lab numbers listed below. This.report consists of 8 pages excluding the
cover letter and the Chain of Custody.

SAMPLE DESCRIPTION CAS LAB NUMBER
#1 10174301
#2 10174302
#3 10174303
#4 : 10174304
#5 : 10174305

My Yoo O

Alin E. Repede, MS
Director - Analytical Operatlons

This Teport shall not be reproduced except in full without the written approval of Capco Analytical Services, Inc.
The test results reported represent oniy the items being tested and may not reapresent the entire material from which
the sample wae taken.

-1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644-9947
WWW.capcoenv.com



Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIA EDISON Date Received:  7/19/2010
_ CAS Lab No: 101743 Date Extracted:  7/19/2010
Matrix: SOIL Date Analyzed:  7/19/2010

TOTAL EXTRACTABLE PETROLEUM HYDROCARBONS
EPA METHOD 8015M

CERTIFICATE OF ANALYSIS

Compound Concentration Dilution  MDL  PQL Surrogate
' mg/kg Factor mg/Kg malkg % Recovery

CASLab#: 10174301
Client1D: #1

TEPH 12000 A1 2 10 65
CAS Lab#: 101743.02
- Client1D: #2

TEPH 5600 1 2 10 7

CASLab#: 101743-03
ClientID : #3 ‘

TEPH 12000 1 2 10 86

. CASLab#: 101743-04
" ClientID : #4

TEPH . . 7900 1 2 10 70

Surrogate: n-Undeéane
Surrogate Control Limits: 48 - 114 %

MDL: Method Detection Limit

PQL: Practical Quantitation Limit

ND: Not Detected; < 2mg/Kg

"J":  Sample Analysis Result > MDL, but < PQL

1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644-9947
WWW.capcoenv.com
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“Andlytieal Setvices; e

Client: SOUTHERN CALIFORNIA EDISON Date Received: - 7/19/2010
CAS Lab No: 101743 Date Extracted: - 7/19/2010
~ Matrix: SOIL ' Date Analyzed:  7/19/2010

TOTAL EXTRACTABLE PETROLEUM HYDROCARBONS
EPA METHOD 8015M

CERTIFICATE OF ANALYSIS

Compound ~ Concentration Dilution MDL  PQL Surrogate

mglkg Factor ‘mg/Kg  mglkg % Recovery
CAS Lab#: 101743-05
ClientiD : #5
TEPH 2200 1 2 10 61
CASLab#: 101743-MB

Client ID: Method Blank

TEPH

<2 1 C2 10 73

Surrogats: n-Undeéane
Surrogate Control Limits: 48 - 114 %

- MDL:
PQL:

ND:
“JII:

Method Detection Limit

Practical Quantitation Limit

Not Detected; < 2mg/Kg

Sample Analysis Resuilt > MDL, but < PQL

1536 Bastman Ave. Suitc B, Ventura, California 93003 Ph: (805)644-1095 FAX: (305)644-9947
Www.capcoenv.com

Environmental and Analytical Services-Since 1994



Environments! and Analytical Services-Since 1994

o+ .Client: SOUTHERN CALIFORNIA EDISON Date Sampled: 07/18/10
Sample ID: #1 Date Extracted: - 07/18/10
CAS LAB NO: 101743-01 Date Analyzed: 07/18/10
Sample Matrix: 8oil Analyst.: MLA

POLYCHLORINATED BIPHENYLS (PCBs)
EPA Mathod 8082
Results Dilution MDL POL
Compound mg/Xg Factor ng/Kg mg/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Arocloxr-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 06.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 0.70 1 0.02 0.10
Aroclor-1262 <0.02 1 0.02 0.10
BURROGATE RECOVERY
Surirogate {%) Recovery {%) Control Limits

Tetrachloro-m-xylene (TCMX)

MDL: Method Detection Limit

PQL: Practical Quantitation Limit

ngn Sample zinalysis Result > MDL, but < PQL

58

51-~129

1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (305)644-1095 FAX: (805)644-9947

WWWw.capcoenv.com




Environmental and Analytical Services-Since 1994

. Client: SOUTHERN CALIFORNIA EDISON Date Sampled: 07/18/10
Sample ID: #2 Date Extracted: 07/15/1¢
CAS LAB NO: 101743-02 Date Analyzed: 07/19/10
Sample Matrix: 8oil Analyst: MLA

POLYCHLORINATED BIPHENYLS (PCBs)

EPA Method 8082

Results Pilution MDL BQL
Compound, ng/Kg Faator ng/Xg ng/Xg
Aroclor-1016 <0.02 1 0.02 0.10
Arcclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 : 0.10
~ Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 . 0.10
Aroclor-1254 . <0.02 1 0.02 Q.10
Aroclor-1260 . 0.19 1 0.02 0.10
Aroclor-1262 : <0.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogate {%¥)Recovery (%) Control Limits
Tetrachloro-m-xylene {(TCMX) h 51 51-129
‘MDL; Method Detection Limit

PQL: Practical Quantitation Limit

ngn Sample Analysis Result’ > MDL, but < PQL

1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095. FAX- (805)644-9947

" WWW.capcoenv.com



Bnvironmental and Analytical Services-Since 1994

. Client: SOUTHERN CALIFORNIA EDISON Date Sampled: . 07/18/10

" Bample ID: #3 : Date Extracted: 07/19/10
CAS LAB NO: 101743-03 Date Amnalyzed: 07/18/10
Sample Matrix: Soil Analyst: MLA

POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

Results Dilution MDL PQL
Compound mg/Kg Factor ng/Kg mg/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor~-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 , 1.5 1 0.02 0.10
Aroclor—1262 . <0.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogé,té (%) Recovery  (%)Control Limits

Tetrachloro-m-xylene (TCMx) ) 72 51-129

MDPL: Method De_tection Limit
PQL: Practical Quantitation Limit

Couge Sample Analysis Result > MDL, but < PQL

1536 Eastman Ave. Suite B, Venture, California 93003.. Ph: (805)644-1095 FAX: (805)644-9947
WWW.capcoenv.com



. Environmental and Analytical Services-Since 1994

Client: SOUTRERN CALIFORNIA EDISON Date Sampled: 07/18/10
Sample ID: #4 Date Extracted: . 07/19/10
CAS LAB NO: 101743-04 Date RAnalyzed: . 07/18/14
Sample Matrix: 8oil Analyst: . MLA

POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

Results Dilution MDL PQL:
Compound ng/Kg Pactor ng/Xg mg/Kg
Arocloxr-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 - 0.10
Aroclor-1248 <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 . ' 0.68 1 0.02 0.10
Aroclor-1262 . <0.02 1 0.02 6.1l0

SURROGATE RECOVERY

Surrogate (%) Recovery (%) Control Limits

Tetrachloro-m-xylene (TCMX) . ’ 63 51-129

MDL: Method Detection Limit
PQL: Practical Quantitation Limit

ngn Sample Analysis Result” > MDL, but < PQL

1536 Eastman Ave. Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (B05)644-5947
WWW.capcoenv.com ’
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Client: SOUTHERN CALIFORNIA EDISON . Date Sampled: 07/18/10
Sample ID: #5 Date Extracted: 07/19/10
CAS LAB NO: 101743-05 Date Analyzed: 07/19/10
Sample Matrix: Soil 2 Analyst: MLA
POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

. Results Pilution MDL BQL
Compound’ : mg/Kg Factor mg/Kg ng/Xg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 <0.02 1 0.02 0.10 -
Aroclor-1248 ‘ ' <0.02 1 0.02 0.10
Aroclor-1254 ’ <0.02 1 0.02 0.10
aAroclor-1260 0.44 1 0.02 0.10
Aroclor-1262 <0.02 1 0.02 0.0

SURROGATE RECOVERY

Surrogate (%} Recovery

(%) Control Limits

Tetrachloro-m-xylene {TCMX) 57

MDL: Method Detection Limit
PQL: Practical Quantitation Limit

wgm Sample Analysis Result > MDL, but < PQL

51-129
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Ritr et SoFv m '
Y Fuices; lie. Environmental and Analytical Services-Since 1994

Client: SOUTHERN CALIFORNIA ISON . Date Sampled:. N/a
Sample ID: Method Blank Date Extracted:. 07/19/1.0
CAS LABR NO: 101743 -M8 Date Analyzed: 07/19/10
Sample Matrix: Soil Analyst: MLA

POLYCHLORINATED BIPHENYLS (PCBs)
EPA Method 8082

Results pilution MDL PQL
Compound_ : ng/Kg Factor mg/Kg mg/Kg
Aroclor-1016 <0.02 1 0.02 0.10
Aroclor-1221 <0.02 1 0.02 0.10
Aroclor-1232 <0.02 1 0.02 0.10
Aroclor-1242 : <0.02 1 0.02 0.10
Araclor-1248 - <0.02 1 0.02 0.10
Aroclor-1254 <0.02 1 0.02 0.10
Aroclor-1260 , <0,02 1 0.02 0.10
Aroclor-1262 . <0.02 1 0.02 0.10

SURROGATE RECOVERY

Surrogate

(¥)Recovery . (%) Control Limits

Tetrachlorc-m-xylene (TCMX) : 64 : 51-129

MDL: Method De.tection Limi£
PQL: Practical Quantitation Limit

r*gn Sample Analysis Result > MDL, but < PQL

1536 Eastman Ave Suite B, Ventura, California 93003 Ph: (805)644-1095 FAX: (805)644-9947
WWW.Capcoenv.com



'CAPCO s

1536 Eastman Avenue, Suite B

{ REPORT

Fax

BILL TO:

Gompany, o S

Company QA"((‘ O

Ventura, CA 93003 Address "y
(805) 644-1095 Fax 644-9947 Emall A
WWW. capcoenv com .LLM\M
CHAIN OF CUSTODY RECORD Phone 83-22.% XICA Gontac
PROJ. NO . PROJECT NAME
\]CQO\‘%‘(O 031 Q\ Co@és’tcaf\ Cac. \ \[\Jeta"c\c)\\ \M H
SAMPLERS: (Signature) conmtnenmm 5 _
e A=AMBER B<BRASS G=GLASS ;} ) =
: WNAA_ P=PLASTIC V=NOAVIAL O=0THER ‘.58’ 47 L%
y . N 1/?\/ 0
SALE | AT oo | B | B AL o L —
. L WATER | SOUL onErl ¥ 1 Tvre REMARKS
\ h-sed W] R v v Ghelx |
o= S I A 2 7 * WESIPS B\ o ¢ |
> wol ¥ x| \ | DX 9o Arlalernd 11,
ha R N
S1 4wl (K ¥ it G4

The undersigned hereby acknowledges having received a copy of the Fee Schedule/General Information and Conditions, the provisions of which are a part of this agresment.

Ratinquished by: {Signature} Date/Time
- '7~\0\~q>
A R0 , 277N
Relinquished by: {Signature) >~ DateTime Recoived by: (Signatue) t’/l
i |
[
WHITE COPY : CANARY COPY PINK COPY

TURN AROUND TIME
STANDARD [_] OTHER

2arvouRs [

4sHouRs [

GHECK ONE BOX:
DISPOSE SAMPLES [N
RETURN sAMPLES [_]

72vouRs (]
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SOUTHERN CALIFORNIA

EDISON

An EDISON INTERNATIONAL Company

Material Testing Laboratory
Shap Services and Instrumentation Department

Attention: Phll Jonas / Al Camas Report Date:  7/18/2010

Location: Thousand Oeks S/C

PCB in Oil by EPA Method 8082A/8000C*
Sample Extraction: EPA 3580

' CAELAP#1536
Sample Date: - TH8/2010
Analysis Date: 7/18/2010
Laboratory Unique 8ampling Location Struoture Equipment Serlal Numbaer Gallons _ m; PCB
D “Sample Address Number Typal Sone.
D (Flald/District/Substatior) Compartment b Y mglkg
CSP2282-071810 1 072381] 3701 Capstaln Cir, Westlake | 5024599 H235218P68A 5 166.

*RL Reporling Limit - for laboratory use only

If you have questicns about this report please contact the Material Testing Laboratory at (714)895-0522 or PAX 54522

Comments: (if any)

0SS 18111

Analyzed By: Revlewed by:

AL

oAt 4
Date; * v } Date:
7 /18 //0

7q |




ﬁ EDISON’ CHAIN OF CUSTODY RECORD

An EDISON INTERNATIONAL® Company

PHONE NUMBER: EMAIL ADDRESS: FAX:
WBLL= NI AAD - '
S ND ANALYTICAL RESULTS TO: %4 Via Emall [ Via Fax
LAB ADDRESS: Materials Testing Lab 7351 Fenwick Lane, Westminster, CA 92683 #:1(714) B95-0522 PAX: 54522
Working Hours: M-F 7:00 AM—3:30 PM (24 Hrs Emergency Services Ava'lable Contact Edisan Operator)
e P o "2 o p
For Lab Unique Structure -
Use Oniy Sample Sampling Location Address Number Equipmept Type Equipment Serial Numher Galions | Sample | Time |, . 18 |x 2
Lab ID Number [FieldDistrict/Substation) (ff Applicable)} and/or Phase Compariment (PRINT CLEARLY} Date | Sampled [ o S e
o orases | o 1) C’D\ﬁ, ("“m“"a % WLOSEPUS G f
071g(0 M5 A\AR, ChAL | ABVESP |
072382
072383 —
072384
072385

s

Sample(s) Callectad by (Name): VAS\DLX N\o@nm«u Signature: R AN Yos 1 No (A

7
Date/Time 7+/8-20[0 /435

v

Relinquished Ble : ‘ Time: \"\'b..D Received By: 'y ]
24 ,
Relinquished By. -> pae: 1 18 [© Time: {272 Received By: R %& Date/Time jlg ‘lb "l 5 2 ? »
Relinquished By: Date: Time: . Received By: /& /!/&)PW/ DatefTime 7/[Z é o /[t ﬁs
IF SAMPLE DELIVERED IN PERSON: I'4
YOUR NAME: YOUR PHONE #:
Fill This Section Only i Applicable

“TURNARDUND TIME: COMMENTS (77 Any):

[ Noy a Cic . 5
:a::a:l;::‘(i;n{s;umhmge) &“\‘O\)v A\\j - ;) CO\("\O\% A% AP If Sample is Fn.?n! a Spill: \ %\\
24 Hrs. (75% Surcharge) - . | WA @ (/’336 Q\eaJ\)( ey O Spit Number: \

' SCE 18312 REV 1009 (CW) COPY DISTRIBUTION: Whits - Material Testing Lab, SS]D. Canary - Emergency Response Vendor, Pink - Edison Generatar, Goldenrod - Safety and Environmental Specislist (SES)




APPENDIX B

LICENSED SURVEYOR REPORT



Table B-1 — Surveyor Boring Numbers Translated to Record Boring Numbers

Designation of Surveyor
Record Designation
HA-1 BH-1
HA-2 BH-2
DP-1 BH-3
DP-2 BH-4
DP-3 BH-5
DP-4 BH-6
DP-5 BH-9
DP-6 BH-8
DP-7 BH-7




BORE HOLE
No. | NORTHING EASTNG ELEVATION
1 1873830.85 | 6311779.29 879.96
2 | 187380573 | 6311755.00 879.80
3 [ 1873767.10 | 6311805.30 879.06
SN 5 | 1873775.54 | £311821.53 878.88
eI 4 [ 187377158 | 63131302 | 87901
LA
(7N 6 | 1873584.90 | 6311849.67 878.92
\\ 7 | 1873730.97 | 631131206 879.09
\\ 8 | 1873788.57 | 6311802489 878.75
~ 9 | '873791.92 | £311797.99 879.28
~
~
~N
~
~
~
~
~
~
~
~
~
~
s ~
$ . %y 8
LNt 195 ~
Jye, e
% ,.)_9.'9 & Q- ~ ~
B, g %, ~
B, 95y ta ~
2 & Gy
~ N
,b%‘%z ~ NV A
~ @ \‘{ BH 8
~EH 7
~ 1 %
~ O o e ‘)\‘J
~N * L@
B —~ I
0%\ 05@ BH 3
’ay\ BH 4
0)'.’.?
gH B«
100 200
U —

N

iSO

D

_IE

WORK ORDER NO.. 800641512 IWTIFIUTKN NO.: 201281401 Iﬁl. Nome: T:\ARCHIVE\DRAMING\ 2011-201281401 .DWG

6/21/2011 8:52 AM | M.5. 56-74

JCITY: WESTLAKE VILAGE | COUNTY: LOS ANGELES

ISURVMD BY:; CRAMTON--GALLO-RODRIGUEZ

[CHECKED BY: L KELLEY

[ser.: -

BORE HOLES © 3701 CAPSTAN CIRCLE, WESTLAKE VILLAGE

;
%5
EiE
5%
Blas|:
HEHE

HORIZONTAL CONTROL: NAD 83, ZONE S
NGS CONTROL POINT, RUSSELL VALLEY GS

VERTICAL CONTROL: NAVD 83
FOUND DPW BM 11286 IN EAST CATCH BASIN
SOUTH OF BCR @ SE CORNER LINDERO CYN




APPENDIX C

LOS ANGELES COUNTY GROUNDWATER SAMPLING PERMIT



85/93/2011 13:87 6268133013 » WATER QUALITY PAGE  91/01

WELL PERMIT APPLICATION - NON PRODUCTION WELLS 5 [ (

WATER QUALITY PROGRAM - ENVIRONMENTAL HEALTH DIVISION -~ DATE Y(2ol(

5050 COMMERCE DRIVE, BALDWIN PARK, CA 91706 TELE (626) 430-5420 FAX (626)813-3016 . '

[ NEW WELL CONSTRUCTION 0 RECONSTRUCTION OR RENOVATION P DECOMMISSIONING o OTHER

0 MONITORING 0 CATHODIC . D DUECTION - O EXTRACTION D HEAT BXCHANGE
HYDROPUNCH o C.P.T. (For Ground Water Sampling) 0 OTHER:

Sv(cJ\ddrcss 3-70( cAPﬂm Curclc. w£ STLAKE V‘“‘Aj e ' C“Y . cu 3 LZ?pC@e
e hmg?' & UN‘FD CAN on Eo Th(t".:‘gt‘:mm%p?;c

.......

Kl R A, R :
Tol Dcpth of Well Depth of Wcll Cﬂmg , Sanlwy I Am'mlar Scahng Material

Depth of Sanitary / Aonular Sea ' Cocductor Casing Scal
L—i —

Owner's Namc Tele

SouTRERM eriamtA Gc\~sw
3oo N. Lonel-(.((ﬁ.ue

N\vrnbcr §
q :2@83

DnlllenName ) el TCltpMnanmbu ) »‘ o R e
A m"["’s 323—27:—77«: 73042/
Addrc.\‘é [Ds AN C«lfj City Joa40 Zip Code

eoo pmm s‘t—

. ) | ] and Numher
O Yog/records - Well Asscsament : of Perforations
Typc and ] Typo of Siza of . ] ‘Meithod of Upper Seal
Amwm of Scalant Pe(t’omnr - Pcrforationa Prercure Ap hcmion :
R A S B RS ww LY “im&%u«m\mv AR t" B O R R
Compuny .
Sce Gmméa«p

Address ' Chy ‘ Statc 7

300 N. (.cnel-{..u_ A,ug SAN D aag . CA qrf

Project Manoger " Telephone aumhcr

DAVID VAN Hopser -39Y-¥6123 T§¥-"§w~ G(p
ATIENTION: WORK PLAN MODIFICATIONS MAY BE REQUIRED IF WELL AND GEOLOGIC CONDITIONS
ENCOUNTERED AT THE SITE INSPECTION ARE FOUND TO DIFFER FROM THE SCOPE OF WORK PRESENTED TO

TR1IS DEPARTMENT.

T hereby agree to comply in every respect with alf the regulanon.«. of the Cmmty Envirenmenial Health Devision and with all mluumccs and Jaws of the Connty of Los
Angeles and the State of California pertaining to welt constmetion, reconm'ucuon and decommissioning dawa deemed necessary by l)\e Cutinty Bavironmental Healih

Divizion Of Los Angeles County. . '
Ay {M*'—w proiv, DV Vaw Hoesen/

THIS PERMIT 13 NOT COMPLE’I‘I" ETE UNTIL ALL OF THE FOLLOWING 'ﬁi REMENTS ARE SIGNED OFF BY THE
DEPUTY HEALTH OFFICER. WELJ, CONSTRUCTION OR DECOMMIS n NG CANNOT BE INITIATED WITHOUT
A WORK PLAN APPROVAL FROM THIS DEPARTMENT. (T2 2

sl e et sk o ek b R kA e A A e o et

DATE
¢, o O ~

IV | RRHS
w‘“ ER

- ¥ .
~na N> D4’ LA

NOTICE
This well permit approv'd is limited to compliance with the California Well Standards and the Los Angeles County Code and does ot
grant any Hghts 1o construct, reconstruct, or decommission any well. The applicant is responsible for securing all other necessary permits.

. ‘ Page 1/2 » :
S{ed]u . : 213= 351~ 5to0

ioiabe. 8. 0. e o Pl e



APPENDIX D

SOIL BORING LOGS



SOUTHERN CALIFORNIA BORING LOG
EDISON

Pﬁ\:‘E,RTI:’Rc(I)IDUC'I'II?g: Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 . | Logged By:
Enginecering echnical Services
GEOTECUNICAL GROUP Boring Dia:  2.25Inches | Boring Number: DP-1 | E. Carlisle
Sample; PID ; Depth
Depth | (ppm) Completion | "2 | Lithology Description
_Asphaltonsurface (4inches) —

(SP) Brown GRAVELLY SAND with fine gravel, fine- to mostly
coarse-grained, medium dense, molst

dense, moist

22

sand, dense, moist

gradss to Dark Brown SILTY SAND with clay and trace fine gravel

BOTTOM OF BORING AT 16 FEET
GROUNDWATER OBSERVED VISUALLY AT 12 FEET

B 7] GROUNDWATER DETECTED AT 6.4 FEET
NO BEDROCK ENCOUNTERED
r — NO VISIBLE STAINS OR ODORS

Background PID: 0.0ppm

Completion Notes: Site:

Installed and removed 1 inch PVC temporary groundwater sampling well to 16 . .
feet below ground surface (bgs) on 1-12-2011. ) Westlake Vlllage GW Samp“ng

-Screened Interval - 16 to 6 feet bgs




SOUTHERN CALIFORNIA BORING LOG
POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 | Logged By:
Engineering And lechnical Services
GEOTECHNICAL GROUP Boring Dia:  2.25Inches | Boring Number: DP-2 | E. Cadisle
Sample| PID . Depth | . -
Depth | (ppm) Completion Foet Lithology )  Description
. _Asphalton surface (4inches) ____ ]
(SM) Brown SAND with silt and occational fine gravel, fine- to
— mostly coarse-grained, medium dense, dry
— 5
plasticity, moist
wet
13.1
grades to SANDY SILT, medium- to coarse-grained sand
____________________ —_—
" BOTTOM OF BORING AT 12 FEET
GROUNDWATER OBSERVED VISUALLY AT 6.5 FEET
I~ I GROUNDWATER DETECTED AT 6.2 FEET
NQ BEDROCK ENCOUNTERED
- ] ’ NO VISIBLE STAINS OR ODORS
15 — Background PID: 0.0ppm
Completion Notes: Site:
Instalted and removed 1 inch PVC temporary groundwater sampling well to 12 . .
fest below ground surface (bgs) on 1-12-2011. Westlake Village GW Sampling

-Screened Interval - 12 to 7 feet bgs




SOUTHERN CALIFORNIA

EDISON

BORING LOG

POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Technical Services -
GEOTECHNICAL GROUP Boring Dia:  2.25Inches | Boring Number: DP-3 | E. Carlisle
Sample| PID : Depth |, -
Depth | (ppm) Completion Feat Lithology Description
B Asorall onsurface (dinches) _______ ___ _ _ _ —
(SM) Brown SILTY SAND with occational fine gravel, fine- to T
— — medium-grained, dense, dry
— _.4 5: w:
- — 9’.
d o5 K .
. _% (CL—)EE)W?\'ELHE—YQE high piasticity, meist — |
B " (5M) Brown SAND with sift, fine- to medium-grained, wet |
17
— grades to more coarse-grained SAND with depth

15

BOTTOM OF BORING AT 12 FEET
GROUNDWATER OBSERVED VISUALLY AT 7 FEET
GROUNDWATER DETECTED AT 6.4 FEET

NO BEDROCK ENCOUNTERED

NO VISIBLE STAINS OR ODORS

Background PID: 0.0ppm

Completion Notes:

-Screened Interval - 12 to 7 feet bgs

Installed and removed 1 inch PVC temporary groundwater sampling well to 12
feet below ground surface (bgs) on 1-12-2011.

Site:

Westlake Village GW Sampling




SOUTHERN CALIFORNIA - BORING LOG
POWER PRODUCTION Drill Rig: Geoprobe Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Technical Services
GEOTECHNICAL GROUP Boring Dia:  2.25 Inches | Boring Number: DP-4 | E. Carlisle
Sample PID . Depth . .
Depth | (ppm) Completion Feet Lithology Description
Asphallonsurface(Ginches) __ _ ______
(SM) Brown SILTY SAND with fine gravel, fine-to mostly
— coarse-grained, loose to medium dense, dry
B (ML) Brown to Dark Brown SANDY SILT with some fine to coarse |
Gravel, fine- to coarse-grained sand, dense, moist
—— 5 ——
grades to Dark Brown SILT with some clay, interbeds of
L | coarse-grained GRAVELLY SAND, moist to dry
- 0.0
- -
- ~($P) Brown To Chalky Grey SAND wiih soma fine Gravel, fine-t0 |
medium-grained, dry
BOTTOM OF BORING AT 16 FEET
NO GROUNDWATER OBSERVED
- NO BEDROCK ENCOUNTERED
NO VISIBLE STAINS OR ODORS
B N Background PID: 0.0ppm
Completion Notes: Site:

Installed and removed 1 inch PVC temporary groundwater sampling well to 16 . \
feet below ground surface (bgs) on 1-12-2011. Westlake Village GW Sampling

-Screened Interval - 16 to 11 feet bgs




SOUTHERN CALIFORNIA BORING LOG
POWER PRODUCTION Orili Rig: Hand Auger Date Drilled: Jan. 12, 2011 Logged By:
Engineering And Technical Services
GEOTECHNICAL GROUP Boring Dia:  2.25Inches | Boring Number: HA-1 | ZAF
Sample| PID Depth '
Depth | (ppm) Completion Feet Lithology Description
% " (SM) Brown SILTY SAND, fine- to coarse-grained, poorly graded,
. sub-angular to sub-rounded, slightly moist
— e bl
i P
- ]
&
- r‘; " " (SC) Brown to Tan CLAYEY SAND, fine- to coarse-grained, |
s sub-angular to sun-rounded, medlum plasticity, moist
B 4
ot
— 5 ? e it st — — — — — ey e . S S, e, s, et rarem e}
- " (SW) Brown to Tan GRAVELLY SAND, fine- to coarse-grained
X sand, fine gravei, sub-rounded, slightly dense, moist
B grades to Dark Brown SAND
19.7
1 0 .........
BOTTOM OF BORING AT 10 FEET
GROUNDWATER OBSERVED VISUALLY AT 9 FEET
I~ ] GROUNDWATER DETECTED AT 7.5 FEET
NO BEDROCK ENCOUNTERED :
- ] NO VISIBLE STAINS OR ODORS
B N Background PID: 0.0ppm
Completion Notes: Site:

Installed and removed 1 inch PVC temporary groundwater sampling well to 10 s ' .
feet below ground surface (bgs) on 1-12-2011. Westlake Vlllage GW Samplmg

-Screened Interval - 10 to 5 feet bgs




S‘ SOUTHERN CALIFORNIA BORING LOG
POWER PRODUCTION Drill Rig: Hand Auger Date Drilied; Jan. 12, 2011 Logged By:
Engineering And Technical Services - '
GEOTECHNICAL GROUP Boring Dia: 2.25 Inches Boring Number: HA-2 | E. Carlisle
sample| PID Depth | | -
Depth | (ppm) Completion Feot Lithology Description
(ML) Brown SANDY SILT, fine- to medium-grained sand, medium
dense, dry
B D) Dk Biown CTAVEY SLTRILTY GUAY, modfum pastey,
moist
B increasing clay content, with depth
B "~ (SM) Brown SILTY SAND, medium- to coarse-grained, slightty |
147 dense, wet
B %
- " (SP) Light Brown SAND, medium- to coarse-grained, sub-rounded |
to sub-angular, medium dense, wet
BOTTOM OF BORING AT 12 FEET
GROUNDWATER OBSERVED VISUALLY AT 8 FEET
B n GROUNDWATER DETECTED AT 6.9 FEET
. NO BEDROCK ENCOUNTERED
L _ NO VISIBLE STAINS OR ODORS
L 45 — Background PID: 0.0ppm ‘
Completion Notes: Site:

Instalted and removed 1 inch PVC tempoarary groundwater sampling well to 12 . .
feet below ground surface (bgs) on 1-12-2011. Westlake Village GW Sampling

-Screened Interval - 12 o 7 feet bgs




SOLTHERN CALHORNA BOR|NG LOG
POVER PRODUCTION Drili Rig: H.A. & Geoprobe Date Drilled: May 26, 2011 Logged By:
FEngineering And lTechnical Services
GEOTECUNICAL GROUP Boring Dia: 2.25Inches | Boring Number: DP-5 | D.Van Horsen
Sample PID . Depth . -
S
Depth | (ppm) Completion Feet Lithology Description
sz, NATIVE SOIL: (SM) Dark Brown SANDY SILT with fine gravel,
I RN C A slightly moist, loose to slightly dense
— 5 .0
= L Lobdiedl] Hand Auger: 0-6 feet
- -—{ jo M) :o % :a
— 10 —-°L 7L
BOTTOM OF BORING AT 11 FEET
GROUNDWATER DETECTED AT 6.7 FEET
- m NO BEDROCK ENCOUNTERED
NO ViSIBLE STAINS OR ODORS
B 7 Background PI1D: 0.0ppm

Completion Notes:

Installed and removed 1 inch PVC tem
below ground surface (bgs) on 5-26-2011.

-Screened Interval - 7 to 2 feet bgs

porary groundwater sampling well to 7 feet

Site:

Westlake Village GW Sampling




SOUTHERN CALHORNIA

EDISON

POVER PROGUC 1O

BORING LOG

Drill Rig: H.A. & Geoprobe Date Drilled. May 26, 2011 Logged By:
kngineering And lechnical Services
CROTECUNICAL GROUP Boring Dia: 2.25 Inches Boring Number: DP-6 | D. Van Horsen
Sample PID . Depth . e
Depth | (ppm) Completion Feet Lithology Description
AT NATIVE SOIL: (SM) Dark Brown SANDY SILT, fine-grained,
N IR EN E slightly moist, slightly dense
L A R PR R
B S
= T T () ight Brown SAND, fine: (6 medium-graingd, Tacse Sighty -
moist
- —
5
r — ] wet
Hand Auger: 0-6 feet
— 10 —
B BOTTOM OF BORING AT 11 FEET
GROUNDWATER DETECTED AT 6.2 FEET
B "“ NO BEDROCK ENCOUNTERED
NO VISIBLE STAINS OR ODORS
= -
Background PID: 0.0ppm
- -
- ]

Completion Notes:

Installed and removed 1 inch PVC temporary groundwater sampling well to 7 feet
balow ground surface {bgs) on 5-26-2011.

-Screened Interval - 7 to 2 feet bgs

Site:

Westlake Village GW Sampling




SOLTHERN CATIFORNY BOR|NG LQG
POVER PROGLUCTION Drill Rig:  H.A. & Geoprobe Date Drilled: May 26, 2011 Logged By:
Fngineering And ‘lechnical Services
GEOTUCLINICAL GROUP Boring Dia: 2.25 Inches Boring Number: DP-7 | D.Van Horsen
Sample| PID . Depth . -~
Depth | (ppm) Completion Feet Lithology Description
L F o | -Crassandfine-grained sollonsurface
160, e NATIVE SOIL: (SM) Dark Brown SANDY SILT with trace fine
— b PO P I O gravel up to 1 inch diameter, angular to subangular
> o4 , No gravel, loose to slightly dense
s
- __ o° : .° Hand Auger: 0-6 feet
'—1‘0 :* an :‘-‘ ;a
0.0 OIS I I
- __lao j oo *e K
— 10—l
B * BOTTOM OF BORING AT 11 FEET
GROUNDWATER DETECTED AT 6.6 FEET
I~ 7] NO BEDROCK ENCOUNTERED
NO VISIBLE STAINS OR ODORS
- ]
Background PID: 0.0ppm
-
— —
- -
Completion Notes: Site:
Installed and removed 1 inch PVC temporary groundwater sampling well to 7 feet . .
below ground surface (bgs) on 5-26-2011. Westlake V'"age GW Samp"ng
-Screened Intervai - 7 to 2 feet bgs




APPENDIX E

ANALYTICAL TESTING RESULTS AND CHAIN OF CUSTODY



June 01, 2011

David Van Horsen

ELAP No.: 1838
Southern California Edison NELAP No.:02107CA

300 N. Lone Hill Avenue CSDLAC No.: 10196
San Dimas, CA 91773

TEL: (909)394-8623
FAX: (909)394-8593 Workorder No.: 118103

ORELAP No.:CA300003

RE: WESTLAKE-CAPSTAN CIRCLE, 313725

Attention: David Van Horsen

Enclosed are the results for sample(s) received on May 27, 2011 by Advanced Technology
Laboratories . The sample(s) are tested for the parameters as indicated in the enclosed chain of
custody in accordance with the applicable laboratory certifications.

Thank you for the opportunity to service the needs of your company.

Please feel free to call me at (562)989-4045 if I can be of further assistance to your company.

Sincerely,

Eddie F. Rodriguez

Laboratory Director

The cover letter is an integral pan of this analytical repon. This Laboratory Report cannot be reproduced in part or in
its entirety without written permission {rom the client and Advanced Technology Laboratories.

}& Advanced Technology 1 of 28
A Laboratories 3275 Walnut Avenue  Signal Hill. CA 90755  Tel: 562 989-4045 Fax: 562 989-4040



Advanced Technology Laboratories Date: 0-Jun-11

CLIENT: Southern California Edison
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 CASE NARRATIVE
Lab Order: 118103

Analytical Comments for Method 8082

Results were J-Flag. "J" is used to flag those results that are between the PQL (Practical Quantitation
Limit) and the calculated MDL (Method Detection Limit). Results that are "J" Flagged are estimated
values since it becomes difficult to accurately quantitate the analyte near the MDL.

' Page 1 of 1
Advanced Technology
‘. Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0/-Jun-11
CLIENT: Southern California Edison Client Sample ID: DP-5 S-1 @ 7'
Lab Order: 118103 Collection Date: 5/26/2011 11:35:00 AM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: SOIL
Lab ID: 118103-001
Analyses Result PQL Qual Units DF Date Analyzed

HYDROCARBON CHAIN IDENTIFICATION

LUFT EPA 8015B(M)

RunIlD: GC16_110531A QC Batch: 73188 PrepDate: 5/27/2011 Analyst: CBR
T/R Hydrocarbons: C8-C10 ND 10 mg/Kg 1 5/31/2011 11:26 AM
T/R Hydrocarbons: C10-C18 ND 10 mg/Kg 1 5/31/2011 11:26 AM
T/R Hydrocarbons: C18-C28 ND 10 mg/Kg 1 5/31/2011 11:26 AM
T/R Hydrocarbons: C28-C36 ND 10 mg/Kg 1 5/31/2011 11:26 AM
T/R Hydrocarbons: C36-C40 ND 10 mg/Kg 1 5/31/2011 11:26 AM
T/R Hydrocarbons: C8-C40 Total ND 10 mg/Kg 1 5/31/2011 11:26 AM

Surr: p-Terphenyl 934 63-152 %REC 1 5/31/2011 11:26 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RunlD: GC2_110527A QC Batch: E11VS205 PrepDate: Analyst: TP

T/R Hydrocarbons: C4-C12 ND 1.0 mg/Kg 1 5/27/2011 03:36 PM
Surr: Bromofluorobenzene (FID) 130 62-153 %REC 1 5/27/2011 03:36 PM

Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range

H  Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference

Results are wet unless otherwise specified
DO  Sumogate Diluted Out

\ Advanced Technology
‘ T aboratorios 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0/-Jun-11
CLIENT: Southern California Edison Client Sample ID: DP-5 S-1 @ 7'
Lab Order: 118103 Collection Date: 5/26/2011 11:35:00 AM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: SOIL
Lab ID: 118103-001
Analyses Result MDL PQL Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3550B EPA 8082
RuniD: GC5_110531A QC Batch: 73213 PrepDate: 5/31/2011 Analyst. BB
Aroclor 1016 ND 46 16 Hug/Kg 1 5/31/2011 05:1
Aroclor 1221 ND 27 33 ng/Kg 1 5/31/2011 05:1
Aroclor 1232 ND 21 16 Hg/Kg 1 5/31/2011 05:1
Aroclor 1242 ND 23 16 ug/Kg 1 5/31/2011 05:1
Aroclor 1248 ND 29 16 Hg/Kg 1 5/31/2011 05:1
Aroclor 1254 ND 3.0 16 ug/Kg 1 5/31/2011 05:1
Aroclor 1260 ND 4.2 16 pg/Kg 1 5/31/2011 05:1
Aroclor 1262 ND 27 16 ug/Kg 1 5§/31/2011 05:1
Aroclor 1268 ND 37 16 pg/Kg 1 5/31/2011 05:1
Surr: Decachlorobiphenyl 86.4 0 39-122 %REC 1 5/31/2011 05:1
Surr: Tetrachloro-m-xylene 89.4 0 45-111 %REC 1 5/31/2011 05:1
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interferenc
Results are wet unless otherwise specified DO  Surrogate Diluted Out
‘. Advanced Technology . .
’ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0/-Jun-11
CLIENT: Southern California Edison Client Sample ID: DP-6 S-1 @ 7'
Lab Order: 118103 Collection Date: 5/26/2011 11:52:00 AM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: SOIL
Lab ID: 118103-002
Analyses Result PQL Qual Units DF Date Analyzed

HYDROCARBON CHAIN IDENTIFICATION

LUFT EPA 8015B(M)

RunID:  GC16_110531A QC Batch: 73188 PrepDate: 5/27/12011 Analyst. CBR
T/R Hydrocarbons: C8-C10 ND 10 mg/Kg 1 5/31/2011 11:36 AM
T/R Hydrocarbons: C10-C18 ND 10 mg/Kg 1 5/31/2011 11:36 AM
T/R Hydrocarbons: C18-C28 ND 10 mg/Kg 1 5/31/2011 11:36 AM
T/R Hydrocarbons: C28-C36 ND 10 mg/Kg 1 5/31/2011 11:36 AM
T/R Hydrocarbons: C36-C40 ND 10 mg/Kg 1 5/31/2011 11:36 AM
T/R Hydrocarbons: C8-C40 Total ND 10 mg/Kg 1 5/31/2011 11:36 AM

Surr: p-Terphenyl 95.4 63-152 %REC 1 5/31/2011 11:36 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RunID:  GC2_110527A QC Batch: E11VS205 PrepDate: Analyst: TP

T/R Hydrocarbons: C4-C12 ND 1.0 mg/Kg 1 5f27/2011 03:52 PM
Surr: Bromofluorobenzene (FID) 120 62-153 %REC 1 5/27/2011 03:52 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range

Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference
DO  Surrogate Diluted Out

Advanced Technology
‘ ’ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040

5 of 28

Results are wet unless otherwise specified




Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

CLIENT: Southern California Edison

Lab Order: 118103

Client Sample ID: DP-6 S-1 @ 7'

Collection Date: 5/26/2011 11:52:00 AM

Matrix: SOIL

PQL Qual Units

DF Date Analyzed

Project: WESTLAKE-CAPSTAN CIRCLE, 313725
Lab ID: 118103-002
Analyses Result MDL
PCBS BY GC/ECD
EPA 3550B
RuniD: GC5_110531A QC Batch: 73213
Aroclor 1016 ND 46 16
Aroclor 1221 ND 27 33
Aroclor 1232 ND 21 16
Aroclor 1242 ND 23 16
Aroclor 1248 ND 29 16
Aroclor 1254 ND 3.0 16
Aroclor 1260 ND 42 16
Aroclor 1262 ND 2.7 16
Aroclor 1268 ND 37 16
Surr; Decachlorobiphenyl 86.4 0 39-122
Surr: Tetrachloro-m-xylene 871 0 45-111

EPA 8082

PrepDate:

Hg/Kg
Hg/Kg
Hg/Kg
Hg/Kg
Hg/ikg
Hg/Kg
Hg/Kg
Ho/Kg
Hg/Kg
%REC
%REC

i b A A A = A = A =

§/31/2011 Analyst: BB

5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢
5/31/2011 05:¢

Qualifiers: B Analyte detected in the associated Method Blank
H  Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit
Results are wet unless otherwise specified

‘ Advanced Technology
Laboratories

E  Value above quantitation range

J  Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interferenc
DO  Surrogate Diluted Out

3275 Walnut Avenue, Signal Hill, CA 90755

6 of 28

Tel: 562. 989.4045

Fax: 562.989.4040



Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

CLIENT: Southern California Edison Client Sample ID: DP-7 S-1 @ 7'
Lab Order: 118103 Collection Date: 5/26/2011 12:12:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: SOIL
Lab ID: 118103-003
Analyses Result PQL Qual Units DF Date Analyzed
HYDROCARBON CHAIN IDENTIFICATION
LUFT EPA 8015B(M)

RunIlD: GC16_110531A QC Batch: 73188 PrepDate: 5/27/2011 Analyst: CBR
T/R Hydrocarbons: C8-C10 ND 10 mg/Kg 1 5/31/2011 11:47 AM
T/R Hydrocarbons: C10-C18 ND 10 mg/Kg 1 5/31/2011 11:47 AM
T/R Hydrocarbons: C18-C28 ND 10 mg/Kg 1 5/31/2011 11:47 AM
T/R Hydrocarbons: C28-C36 ND 10 mg/Kg 1 5/31/2011 11:47 AM
T/R Hydrocarbons: C36-C40 ND 10 mg/Kg 1 5/31/2011 11:47 AM
T/R Hydrocarbons: C8-C40 Total ND 10 mg/Kg 1 5/31/2011 11:47 AM

Sumr; p-Terphenyt 932 63-152 %REC 1 5/31/2011 11:47 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RunID: GC2_110527A QC Batch: E11VS205 PrepDate: Analyst: TP

T/R Hydrocarbons: C4-C12 ND 1.0 mg/Kg 1 5/27/2011 04:07 PM
Surr: Bromofluorobenzene (FID) 121 62-153 %REC 1 5/27/2011 04:07 PM

Qualifiers: B Analyte detected in the associated Method Blank

Holding times for preparation or analysis exceeded
Spike/Surrogate outside of limits due to matrix interference
Surrogate Diluted Out

S
DO

Advanced Technology

Laboratories

%

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit

Results are wet unless otherwise specified

Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS

Print Date: 0/-Jun-11

CLIENT: Southern California Edison Client Sample ID: DP-7 S-1 @ 7'

Lab Order: 118103 Collection Date: 5/26/2011 12:12:00 PM

Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: SOIL

Lab ID: 118103-003

Analyses Result MDL PQL Qual Units DF Date Analyzed

PCBS BY GC/ECD
EPA 35508 EPA 8082
RunlD: GC5_110531A QC Batch; 73213 PrepDate: §/31/2011 Analyst: BB
Aroclor 1016 ND 46 16 ua/Kg 1 5/31/2011 06:1
Aroclor 1221 ND 27 33 Hg/Kg 1 5/31/2011 06:1
Aroclor 1232 ND 21 16 ug/Kg 1 5/31/2011 06:1
Aroclor 1242 ND 23 16 ug/Kg 1 5/31/2011 06:1
Aroclor 1248 ND 29 16 Ha/Kg 1 5/31/2011 06:1
Aroclor 1254 ND 30 16 ug/Kg 1 5/31/2011 06:1
Aroclor 1260 ND 42 16 ug/Kg 1 5/31/2011 06:1
Aroclor 1262 ND 27 16 ug/Kg 1 5/31/2011 06:1
Aroclor 1268 ND 37 16 ug/Kg 1 5/31/2011 06:1
Surr: Decachlorobiphenyl 81.2 0 39-122 %REC 1 5/31/2011 06:1
Surr: Tetrachloro-m-xylene 84.8 0 45-111 %REC 1 5/31/2011 06:1
Qualifiers: B Analyte detected in the associated Method Blank E  Value above guantitation range

H  Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit

Results are wet unless otherwise specified

Advanced Technology

% Laboratories

3275 Walnut Avenue, Signal Hill, CA

8 of 28

J
S
DO

Analyte detected below quantitation limits

Spike/Surrogate outside of limits due to matrix interferenc
Surrogate Diluted Out

90755

Tel: 562. 989.4045

Fax: 562.989.4040



Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

CLIENT: Southern California Edison Client Sample ID: DP-7 GW-I
Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER
Lab ID: 118103-004
Analyses Result PQL Qual Units DF Date Analyzed
DIESEL RANGE ORGANICS BY GC/FID
EPA 3510C EPA 8015B(M)
RunlD: GC16_110531D QC Batch: 73200 PrepDate: 5/31/2011 Analyst. CBR
DRO ND 0.20 mg/L 1 6/1/2011 12:04 AM
Surr: p-Terphenyl 101 36-126 %REC 1 6/1/2011 12:04 AM
HYDROCARBON CHAIN IDENTIFICATION
EPA 3510C EPA 8015B(M)

RunlD: GC16_110531D QC Batch: 73200 PrepDate: 5/31/2011  Analyst. CBR
T/R Hydrocarbons: C8-C10 ND 0.20 mg/L 1 6/1/2011 12:04 AM
T/R Hydrocarbons: C10-C18 ND 0.20 mg/L 1 6/1/2011 12:04 AM
T/R Hydrocarbons: C18-C28 ND 0.20 mg/L 1 6/1/2011 12:04 AM
T/R Hydrocarbons: C28-C36 ND 0.20 mg/L 1 6/1/2011 12:04 AM
T/R Hydrocarbons: C36-C40 ND 0.20 mg/L 1 6/1/2011 12:04 AM
T/R Hydrocarbons: C8-C40 Total ND 0.20 mg/L 1 6/1/2011 12:.04 AM

Surr; p-Terphenyl 101 35131 %REC 1 6/1/2011 12:.04 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RunID:  GC19_110527A QC Batch: M11VW106 PrepDate: Analyst: DDL

T/R Hydrocarbons: C4-C12 ND 0.20 mg/L 1 5/27/2011 05:03 PM
Surr: Bromofluorobenzene (FID) 96.7 70-130 %REC 1 5/27/2011 05:03 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range

Holding times for preparation or analysis exceeded

S Spike/Surrogate outside of limits due to matrix interference

DO  Surrogate Diluted Qut

Advanced Technology

~

Laboratories

3275 Walnut Avenue, Signal Hill, CA 90755

9 of 28

ND  Not Detected at the Reporting Limit

Results are wet unless otherwise specified

Tel: 562. 989.4045

Fax: 562.989.4040



ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0]-Jun-11

CLIENT: Southern California Edison Client Sample ID: DP-7 GW-1

Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM

Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER

Lab ID: 118103-004

Analyses Result MDL PQL Qual Units DF Date Analyzed

PCBS BY GC/ECD
EPA 3510C EPA 8082
RunlD: GC5_110531B QC Batch: 73214 PrepDate: §/31/2011 Analyst: BB
Aroclor 1016 ND 0.16 0.50 pg/L 1 6/1/2011 12:4
Aroclor 1221 ND 0.12 1.0 pg/L 1 6/1/2011 12:4
Aroclor 1232 ND 0.13 0.50 pg/L 1 6/1/2011 12:4
Aroclor 1242 ND 0.18 0.50 pg/L 1 6/1/2011 12:4
Aroclor 1248 ND  0.080 0.50 ug/L 1 6/1/2011 12:4
Aroclor 1254 ND 0.11 0.50 ug/L 1 6/1/2011 12:4
Aroclor 1260 ND 0.19 0.50 ug/L 1 6/1/2011 12:4
Aroclor 1262 ND 0.15 0.50 pg/L 1 6/1/2011 12:4
Aroclor 1268 ND 0.17 0.50 pg/L 1 6/1/2011 12:4
Surr: Decachlorobiphenyi 91.9 0 26-132 %REC 1 6/1/2011 12:4
Surr: Tetrachloro-m-xylene 92.8 0 43-118 %REC 1 6/1/2011 12:4
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded I Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of timits due to matrix interferenc

Results are wet unless otherwise specified DO  Surrogate Diluted Out

Advaaced Technology
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

CLIENT: Southern California Edison Client Sample ID: DP-7 DUPLICATE
Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER
Lab ID: 118103-005
Analyses Result PQL Qual Units DF Date Analyzed
DIESEL RANGE ORGANICS BY GC/FID
EPA 3510C EPA 8015B(M)
RuniD:  GC16_110531D QC Batch: PrepDate: 5/31/2011  Analyst: CBR
DRO ND 0.20 mg/L 1 6/1/2011 12:14 AM
Sum: p-Terphenyl 102 36-126 %REC 1 6/1/2011 12:14 AM
HYDROCARBON CHAIN IDENTIFICATION
EPA 3510C EPA 8015B(M)

RuniD: GC16_110531D QC Batch: PrepDate: 5/31/2011 Analyst: CBR
T/R Hydrocarbons: C8-C10 ND 0.20 mg/L 1 6/1/2011 12:14 AM
T/R Hydrocarbons: C10-C18 ND 0.20 mg/L 1 6/1/2011 12:14 AM
T/R Hydrocarbons: C18-C28 ND 0.20 mg/L 1 6/1/2011 12:14 AM
T/R Hydrocarbons: C28-C36 ND 0.20 mg/L 1 6/1/2011 12:14 AM
T/R Hydrocarbons: C36-C40 ND 0.20 mg/L 1 6/1/2011 12:14 AM
T/R Hydrocarbons: C8-C40 Total ND 0.20 mg/L 1 6/1/2011 12:14 AM

Surr: p-Terphenyl 102 35-131 %REC 1 6/1/2011 12:14 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RuniD: GC19_110527A QC Batch: M11VW106 PrepDate: Analyst: DDL

T/R Hydrocarbons: C4-C12 ND 0.20 mg/L 1 5/27/2011 05:23 PM
Surr: Bromofluorobenzene (FID) 96.4 70-130 %REC 1 5/27/2011 05:23 PM

Qualifiers:

B

S
DO

Analyte detected in the associated Method Blank
Holding times for preparation or analysis exceeded

Spike/Surrogate outside of limits due to matrix interference

Surrogate Diluted Out

Advanced Technology

At

Laboratories

3275 Walnut Avenue, Signal Hill, CA 90755
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E  Value above quantitation range

ND Not Detected at the Reporting Limit

Resuits are wet unless otherwise specified

Tel: 562. 989.4045

Fax: 562.989.4040



ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0-Jun-11
CLIENT: Southern California Edison Client Sample ID: DP-7 DUPLICATE
Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER
Lab ID: 118103-005
Analyses Result MDL PQL Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3510C EPA 8082
RuniD: GC5_110531B QC Batch: 73214 PrepDate: 5/31/2011 Analyst: BB
Aroclor 1016 ND 0.16 0.50 ug/L 1 6/1/2011 01:1
Aroclor 1221 ND 0.12 1.0 ug/L 1 6/1/2011 01:1
Aroclor 1232 ND 0.13 0.50 pg/L 1 6/1/2011 011
Aroclor 1242 ND 0.18 0.50 ug/L 1 6/1/2011 01:1
Aroclor 1248 ND  0.080 0.50 pg/L 1 6/1/2011 01:1
Aroclor 1254 ND 0.11 0.50 pg/L 1 6/1/2011 011
Aroclor 1260 ND 0.19 0.50 ug/L 1 6/1/2011 01:1
Aroclor 1262 ND 0.15 0.50 ug/L 1 6/1/2011 01:1
Aroclor 1268 ND 0.17 0.50 ug/iL 1 6/1/2011 011
Surr: Decachlorobiphenyl 83.8 0 26-132 %REC 1 6/1/2011 01:1
Surr: Tetrachloro-m-xylene 86.8 0 43-119 %REC 1 6/1/2011 01:1
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interferenc
Results are wet unless otherwise specified DO Surrogate Diluted Out
Advanced Technology .
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0/-Jun-11
CLIENT: Southern California Edison Client Sample ID: DP-6 GW-1
Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER
Lab ID: 118103-006
Analyses Result PQL Qual Units DF Date Analyzed

DIESEL RANGE ORGANICS BY GC/FID

EPA 3510C EPA 8015B(M)
RuniD: GC16_110531D QC Batch; 73200 PrepDate: 5/31/2011  Analyst: CBR
DRO ND 0.20 mg/L 1 6/1/2011 12:24 AM
Surr: p-Terphenyl 103 36-126 %REC 1 6/1/2011 12:24 AM
HYDROCARBON CHAIN IDENTIFICATION
EPA 3510C EPA 8015B(M)

RuniD: GC16_110531D QC Batch: 73200 PrepDate: 5/31/2011  Analyst. CBR
T/R Hydrocarbons: C8-C10 ND 0.20 mg/L 1 6/1/2011 12:24 AM
T/R Hydrocarbons: C10-C18 ND 0.20 mg/L 1 6/1/2011 12:24 AM
T/R Hydrocarbons: C18-C28 ND 0.20 mg/L 1 6/1/2011 12:24 AM
T/R Hydrocarbons: C28-C36 ND 0.20 mg/L 1 6/1/2011 12:24 AM
T/R Hydrocarbons: C36-C40 ND 0.20 mg/L 1 6/1/2011 12:24 AM
T/R Hydrocarbons: C8-C40 Total ND 0.20 mg/L 1 6/1/2011 12:24 AM

Surr: p-Terphenyl 103 35-131 %REC 1 6/1/2011 12:24 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)
RuniD:  GC19_110527A QC Batch: M11VW106 PrepDate: Analyst: DDL
T/R Hydrocarbons: C4-C12 ND 0.20 mg/L 1 5/27/2011 05:42 PM
Surr: Bromofiuorobenzene (FID) 96.6 70-130 %REC 1 5/27/2011 05:42 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
Holding times for preparation or analysis exceeded ND Not Detected at the Reporting Limit
S Spike/Surrogate outside of limits due to matrix interference Results are wet unless otherwise specified

DO  Surrogate Diluted Out

) Advanced Technology ; . . )
: Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

Fax: 562.989.4040

CLIENT: Southern California Edison Client Sample ID: DP-6 GW-1
Lab Order: 118103 Collection Date: 5/26/2011 1:28:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: GROUNDWATER
Lab ID: 118103-006
Analyses Result MDL. PQL Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3510C EPA 8082
RunlD:  GC5_110531B QC Batch: 73214 PrepDate: 5/31/2011  Analyst: BB
Aroclor 1016 ND 0.16 0.50 ug/L 1 6/1/2011 01:4
Aroclor 1221 ND 0.12 1.0 ug/l 1 6/1/2011 01:4
Aroclor 1232 ND 0.13 0.50 ug/L 1 6/1/2011 01:4
Aroclor 1242 ND 0.18 0.50 HolL 1 6/1/2011 01:4
Aroclor 1248 ND 0.080 0.50 pg/l 1 6/1/2011 01:4
Aroclor 1254 ND 0.1 0.50 ug/L 1 6/1/2011 01:4
Aroclor 1260 ND 0.19 0.50 Hg/L 1 6/1/2011 01:4
Aroclor 1262 ND 0.15 0.50 pg/L 1 6/1/2011 01:4
Aroclor 1268 ND 0.17 0.50 pa/l 1 6/1/2011 01:4
Surr: Decachiorobiphenyl 84.4 0 26-132 %REC 1 6/1/2011 01:4
Surr: Tetrachloro-m-xylene 85.3 0 43-119 %REC 1 6/1/2011 01:4
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interferenc
Results are wet unless otherwise specified DO  Surrogate Diluted Out
; Advanced Technology
‘ - 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045
Laboratories
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 0/-Jun-11

CLIENT: Southern California Edison Client Sample ID: EQUIPMENT RINSE
Lab Order: 118103 Collection Date: 5/26/2011 2:50:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: DRINKING WATER
Lab ID: 118103-007
Analyses Result PQL Qual Units DF Date Analyzed
DIESEL RANGE ORGANICS BY GC/FID
EPA 3510C EPA 8015B(M)
RuniD: GC16_110531D QC Batch: 73200 PrepDate: 5/31/2011 Apalyst: CBR
DRO ND 0.20 mg/L 1 6/1/2011 12:33 AM
Surr: p-Terphenyl 74.8 36-126 %REC 1 6/1/2011 12:33 AM
HYDROCARBON CHAIN IDENTIFICATION
EPA 3510C EPA 8015B(M)

RuniD:  GC16_110531D QC Batch: 73200 - PrepDate: 5/31/2011 Analyst: CBR
T/R Hydrocarbons: C8-C10 ND 0.20 mg/L 1 6/1/2011 12:33 AM
T/R Hydrocarbons: C10-C18 ND 0.20 mg/L 1 6/1/2011 12:33 AM
T/R Hydrocarbons: C18-C28 ND 0.20 mg/L 1 6/1/2011 12:33 AM
T/R Hydrocarbons: C28-C36 ND 0.20 mg/L 1 6/1/2011 12:33 AM
T/R Hydrocarbons: C36-C40 ND 0.20 mg/L 1 6/1/2011 12:33 AM
T/R Hydrocarbons: C8-C40 Total ND 0.20 mg/L 1 6/1/2011 12:33 AM

Surr: p-Terpheny! 74.8 35-131 %REC 1 6/1/2011 12:33 AM

HYDROCARBON CHAIN IDENTIFICATION

EPA 8015B(M)

RuniD: GC19_110527A QC Batch: M11VW106 PrepDate: Analyst: DDL

T/R Hydrocarbons: C4-C12 ND 0.20 ma/L 1 5/27/2011 06:02 PM
Surr: Bromofiuorobenzene (FID) 974 70-130 %REC 1 5/27/2011 06:02 PM

Qualifiers: B Analyte detected in the associated Method Blank
Holding times for preparation or analysis exceeded
S Spike/Surrogate outside of limits due to matrix interference
DO  Surrogate Diluted Out

‘ Advanced Technology

Laboratories

E  Value above quantitation range
ND Not Detected at the Reporting Limit

Results are wet unless otherwise specified

3275 Walnut Avenue, Signal Hill, CA 90755
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Tel: 562. 989.4045  Fax: 562.989.4040



ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 0-Jun-11
CLIENT: Southern California Edison Client Sample ID: EQUIPMENT RINSE
Lab Order: 118103 Collection Date: 5/26/2011 2:50:00 PM
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 Matrix: DRINKING WATER
Lab ID: 118103-007
Analyses Result MDL PQL Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3510C EPA 8082
RunlD: GC5_110531B QC Batch: 73214 PrepDate: §/31/2011  Analyst. BB
Aroclor 1016 ND 0.16 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1221 ND 0.12 1.0 ug/L 1 6/1/2011 02:1
Aroclor 1232 ND 0.13 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1242 ND 0.18 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1248 ND  0.080 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1254 ND 0.11 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1260 ND 0.19 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1262 ND 0.15 0.50 ug/L 1 6/1/2011 02:1
Aroclor 1268 ND 0.17 0.50 ug/L 1 6/1/2011 02:1
Surr: Decachlorobiphenyt 88.6 0 26-132 %REC 1 6/1/2011 02:1
Surr: Tetrachloro-m-xylene 87.5 0 43-119 %REC 1 6/1/2011 02:1
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interferenc
Results are wet unless otherwise specified DO  Surrogate Diluted Out
Advanced Technology o .
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040

16 of 28



Advanced Technology Laboratories

Date: 0/-Jun-11

ANALYTICAL QC SUMMARY REPORT

CLIENT: Southern California Edison
Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725

BatchID:

73188

Sample ID: LCS-73188

SampType: LCS

TestCode: 8015_S_DM H Units: mg/Kg

Prep Date: 5/27/2011
Analysis Date: 5/31/2011

RunNo: 133439
SeqNo: 2177307

ClientID: LCSS Batch ID; 73188 TestNo: EPA 8015B(M LUFT
Analyte Resuit PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 923.210 10 1000 0 923 76 139
Surr: p-Terphenyl 90.670 80.00 113 63 152
Sample ID: MB-73188 SampType: MBLK TestCode: 8015_S_DM H Units: mgrKg Prep Date: 5/27/2011 RunNo: 133439
ClientiD: PBS Batch ID: 73188 TestNo: EPA 8015B(M LUFT Analysis Date: 5/31/2011 SeqNo: 2177308
Analyte Resuit PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO ND 10
ORO ND 10
Surr: p-Terphenyl 91.900 80.00 115 63 152
Sample ID: 118079-001AMS SampType: MS TestCode: 8015_S_DM H Units: mg/Kg Prep Date: 5/27/2011 RunNo: 133439
Client ID: Zz2z27Z Batch ID: 73188 TestNo: EPA 8015B(M LUFT Analysis Date: 5/31/2011 SeqNo: 2177309
Analyte Resuit PQL SPK value SPK Ref val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 929.840 10 1000 12.65 91.7 60 158
Surr: p-Terphenyl 91.770 80.00 115 63 152
Sample ID: 118079-001AMSD SampType: MSD TestCode: 8015_S_DM H Units: mg/Kg Prep Date: 5/27/2011 RunNo: 133439
Client ID: ZzzzzzZ Batch ID: 73188 TestNo: EPA 8015B(M LUFT Analysis Date: 5/31/2011 SeqNo: 2177310
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 1092.900 10 1000 12.65 108 60 158 929.8 16.1 20
Surr: p-Terphenyl 104.900 80.00 131 63 162 0 0

Qualifiers:

H Holding times for preparation or analysis exceeded

B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

‘ Advsaced Techaology
Laborstories

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
R RPD outside accepted recovery limits S
Calculations are based on raw values

Fax: 562.989.4040
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Tel: 562. 989.4045

Spike/Surrogate outside of limits due to matrix interference




CLIENT: Southern California Edison

Work Order: 118103

ANALYTICAL QC SUMMARY REPORT

BatchID: 73188

Project: WESTLAKE-CAPSTAN CIRCLE, 313725
Sample ID: MB-73188 SampType: MBLK TestCode: HC_S_ATL Units: mg/Kg Prep Date: 5/27/2011 RunNo: 133439
ClientID: PBS Batch ID: 73188 TestNo: EPA 8015B(M LUFT Analysis Date: 5/31/2011 SeqNo: 2177321
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C8-C10 ND 10
T/R Hydrocarbons: C10-C18 ND 10
T/R Hydrocarbons: C18-C28 ND 10
T/R Hydrocarbons: C28-C36 ND 10
T/R Hydrocarbons: C36-C40 ND 10
T/R Hydrocarbons: C8-C40 Total ND 10
Surr: p-Terphenyl 91.900 80.00 115 63 152

Qualifiers:

B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit

DO Surrogate Diluted Out

‘ Adsanced Techuology
Laborstories

E  Value above quantitation range
R RPD outside accepted recovery limits

3275 Walnut Avenue, Signal Hill, CA 90755

Calculations are based on raw values

Tel: 562. 989.4045  Fax: 562.989.4040
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H Holding times for preparation or analysis exceeded

S

Spike/Surrogate outside of limits due to matrix interference




CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT

Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73200
Sampile ID: MB-73200 SampType: MBLK TestCode: 8015_W_DSL Units: mg/L Prep Date: 5/31/2011 RunNo: 133477
ClientID: PBW Batch ID: 73200 TestNo: EPA 8015B(M EPA 3510C Analysis Date:  5/31/2011 SeqNo: 2178166
Analyte Result PQL SPKvalue SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO ND 0.20

Surr; p-Terphenyl 0.063 0.08000 78.1 36 126
Sample ID: LCS-73200 SampType: LCS TestCode: 8015_W_DSL Units: mg/L Prep Date: 5/31/2011 RunNo: 133477
Client ID: LCSW Batch ID: 73200 TestNo: EPA 8015B(M EPA 3510C Analysis Date: 5/31/2011 SeqNo: 2178167
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 0.668 0.20 1.000 0 66.8 52 128

Surr: p-Terphenyl 0.068 0.08000 85.4 36 126
Sample ID: MB-73200MS SampType: MS TestCode: 8015_W_DSL Units: mg/L Prep Date: 5/31/2011 RunNo: 133477
Client ID: zzzzzZ Batch ID: 73200 TestNo: EPA 8015B(M EPA 3510C Analysis Date:  5/31/2011 SeqNo: 2178168
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 0.602 0.20 1.000 0 60.2 52 128

Surr: p-Terphenyl 0.065 0.08000 81.8 36 126
Sample ID: MB-73200MSD SampType: MSD TestCode: 8015_W_DSL Units: mg/L Prep Date: 5/31/2011 RunNo: 133477
Client ID: Zzz222Z Batch ID: 73200 TestNo: EPA 8015B(M EPA 3510C Analysis Date: 5/31/2011 SeqNo: 2178169
Analyte Result PQL SPK value SPKRef Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
DRO 0.592 0.20 1.000 0 58.2 52 128 0.6016 1.61 20

Surr: p-Terphenyl 0.067 0.08000 83.7 36 126 0 0
Sample ID: MB-73200 SampType: MBLK TestCode: HC_W_ATL Units: mg/L Prep Date: 5/31/2011 RunNo: 133477
ClientID: PBW Batch ID: 73200 TestNo: EPA 8015B(M EPA 3510C Analysis Date: 5§/31/2011 SeqNo: 2178207
Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual

ND 0.20

T/R Hydrocarbons: C8-C10

Qualifiers:

B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit

DO  Surrogate Diluted Out

‘ Advaaced Technology
Laborstorics

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
R RPD outside accepted recovery limits
Calculations are based on raw values

Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded
S Spike/Surrogate outside of limits due to matrix interference

Fax: 562.989.4040
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CLIENT: Southern California Edison
Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725

ANALYTICAL QC SUMMARY REPORT

BatchID: 73200

SampType: MBLK
Batch ID: 73200

Sample ID: MB-73200
ClientID: PBW

TestCode: HC_W_ATL

Units: mg/L

TestNo: EPA 8015B(M EPA 3510C

RunNo: 133477
SeqNo: 2178207

Prep Date: 5/31/2011
Analysis Date: 5/31/2011

%RPD RPDLimit Qual

Analyte Result PQL SPK value SPKRefVal %REC LowlLimit HighLimit RPD Ref Val
T/R Hydrocarbons: C10-C18 ND 0.20
T/R Hydrocarbons: C18-C28 ND 0.20
TIR Hydrocarbons: C28-C36 ND 0.20
T/R Hydrocarbons: C36-C40 ND 0.20
T/R Hydrocarbons: C8-C40 Total ND 0.20
Surr: p-Terphenyl 0.063 0.08000 78.1 35 131
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H Holding times for preparation or analysis exceeded
ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits S Spike/Surrogate outside of limits due to matrix interference

DO  Surrogate Diluted Out

Advasced Tarbtmlou
1 aborstorées

3275 Walnut Avenue, Signal Hill, CA 90755

Calculations are based on raw values

Fax: 562.989.4040
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Tel: 562. 989.4045




CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT

Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: E11VS205
Sample ID: E110527LC1 SampType: LCS TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
ClientID: LCSS Batch ID: E11VS205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177261
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 5.316 1.0 5.000 0 106 70 130

Surr: Bromofluorobenzene (FID) 115.158 100.0 116 62 153
Sample ID: E110527MB1MS SampType: MS TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
ClientID: zzzzz2 Batch ID: E11VS205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177262
Analyte Result PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
TIR Hydrocarbons: C4-C12 4.996 1.0 5.000 0 99.9 49 131

Surr: Bromofluorobenzene (FID) 109.666 100.0 110 56 137
Sample ID: E110527TMB1MSD SampType: MSD TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
ClientID: 222277 Batch ID: E11VS205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177263
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD RefVal %RPD RPDLimit Qual
TIR Hydrocarbons: C4-C12 5.099 1.0 5.000 0 102 49 131 4.996 2.04 20

Surr: Bromofluorobenzene (FID) 111.759 100.0 112 56 137 0 0
Sample ID: E110527MB1 SampType: MBLK TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
ClientiD: PBS Batch ID: E11VS205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177264
Analyte Result PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 ND 1.0

Surr: Bromofluorobenzene (FID) 102.820 100.0 103 62 153
Sample ID: 118079-001AMS SampType: MS TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
Client ID: z22z27277 Batch ID: E11V$205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SegNo: 2177266
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 4.939 1.0 5.000 0.3350 g92.1 49 131

Quallﬂers
B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

O

Advaaced Techaology
Laboratories

E  Value above quantitation range

H Holding times for preparation or analysis exceeded

3275 Walnut Avenue, Signal Hill, CA 90755

R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4040
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Tel: 562. 989.4045

S

Spike/Surrogate outside of limits due to matrix interference



CLIENT: Southern California Edison
Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725

ANALYTICAL QC SUMMARY REPORT

BatchID: E11VS205

Sample ID: 118079-001AMS
Client ID: 2227272

SampType: MS
Batch ID: E11VS8205

TestCode: HC_S_VOAC Units: mg/Kg
TestNo: EPA 8015B(M

Analysis Date: 5/27/2011

RunNo: 133435
SeqNo: 2177266

Prep Date:

Analyte Result PQL SPK value SPK Ref Val %REC Lowlimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Surr: Bromofluorobenzene (FID) 127.909 100.0 128 56 137
Sample ID: 118079-001AMSD SampType: MSD TestCode: HC_S_VOAC Units: mg/Kg Prep Date: RunNo: 133435
ClientID: ZzZZZzz7 Batch ID: E11VS205 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SegNo: 2177267
Analyte Result PQL SPK value SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 4.766 1.0 5.000 0.3350 88.6 49 131 4.939 3.57 20
Surr: Bromofluorobenzene (FID) 129.827 100.0 130 56 137 0 0

Qualifiers:
B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit
DO Surrogate Diluted Out

‘ Advanced Techaology
Laborstories

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4040
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Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded
S Spike/Surrogate outside of limits due to matrix interference




CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT

Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchlID: M11VW106
Sample ID: M110527LCS2 SampType: LCS TestCode: HC_W_VOAC Units: mg/L Prep Date: RunNo: 133428
ClientID: LCSW Batch ID: M11VW106 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177021
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 1.018 0.20 1.000 0 102 70 130

Surr: Bromofluorobenzene (FID) 102.112 100.0 102 70 130
Sample ID: M110527MB1MS SampType: MS TestCode: HC_W_VOAC Units: mg/L Prep Date: RunNo: 133428
Client|D: Zzzzzz7zZ Batch ID: M11VW106 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177022
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 1.013 0.20 1.000 0 101 70 130

Surr: Bromofluorobenzene (FID) 100.687 100.0 101 70 130
Sample ID: M110527MB1MSD SampType: MSD TestCode: HC_W_VOAC Units: mg/L Prep Date: RunNo: 133428
ClientID: ZzzzzZ Batch ID: M11VW106 TestNo: EPA 8015B(M Analysis Date: 5/27/2011 SeqNo: 2177023
Analyte Result PQL SPKvalue SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 1.023 0.20 1.000 0 102 70 130 1.013 0.982 20

Surr: Bromofluorobenzene (FID) 102.295 100.0 102 70 130 0 0
Sample ID: M110527MB1 SampType: MBLK TestCode: HC_W_VOAC Units: mg/L Prep Date: RunNo: 133428
Client iD: PBW Batch ID: M11VW106 TestNo: EPA 80158(M Anaiysis Date: 5/27/2011 SeqNo: 2177024
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
T/R Hydrocarbons: C4-C12 ND 0.20

Surr: Bromofluorobenzene (FID) 96.768 100.0 96.8 70 130

Qualifiers:
B Analyte detected in the associated Method Blank
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out
& Advaaced Techuologs
Laborstorics

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range

R RPD outside accepted recovery limits
Calculations are based on raw values

Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded
S Spike/Surrogate outside of limits due to matrix interference

Fax: 562.989.4040
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Advanced Technology Laboratories Date: 01-Jun-11

CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT
Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73213
Sample ID: MB-73213 SampType: MBLK TestCode: 8082_S Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469
ClientiD: PBS Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177854
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 16
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Aroclor 1248 ND 16
Aroclor 1254 ND 16
Aroclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16
Surr: Decachlorobiphenyl 15.539 16.67 93.2 39 122
Surr: Tetrachloro-m-xylene 17.552 16.67 105 45 111
Sample ID: LCS-73213 SampType: LCS TestCode: 8082_S Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469
ClientID: LCSS Batch ID: 73213 TestNo: EPA 8082 EPA 35508 Analysis Date: 5/31/2011 SegNo: 2177855
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 126.295 16 166.7 0 75.8 56 106
Aroclor 1260 147.104 16 166.7 0 88.3 57 119
Surr: Decachlorobiphenyl 13.351 16.67 80.1 39 122
Surr: Tetrachloro-m-xylene 14.506 16.67 87.0 45 111
Sample ID: 118102-001AMS SampType: MS TestCode: 8082_S Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469
ClientID: 2zzz2z7 Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SegNo: 2177856
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 115.071 16 166.7 0 69.0 48 115
Aroclor 1260 139.069 16 166.7 0 83.4 48 133
Surr: Decachlorobipheny! 11.821 16.67 70.9 39 122

Qualifiers:

B Analyte detected in the associated Method Blank
] Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

Advaaced Techavlogs
Laborstories

275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO Surrogate Diluted Out

Tel: 562. 989.4045

Fax: 562.989.4040
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Holding times for preparation or analysis exceeded
RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT
Work Order: 118103
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73213
Sample ID: 118102-001AMS SampType: MS TestCode: 8082_S Units: ug/Kg Prep Date: 5/31/2011 RunNo: 133469
Client ID: 2Z2zzZ2Z7Z Batch iD: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177856
Analyte Resuit PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Surr: Tetrachloro-m-xylene 13.716 16.67 82.3 45 111
Sample ID: 118102-001AMSD SampType: MSD TestCode: 8082_S Units: ug/Kg Prep Date: 5/31/2011 RunNo: 133469
Client ID: 2277277 Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177857
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 113.800 16 166.7 0 68.3 48 115 115.1 1.11 20
Aroclor 1260 139.004 16 166.7 [¢] 83.4 48 133 138.1 0.0468 20
Surr; Decachlorobiphenyl 11.688 16.67 70.1 39 122 o] 20
Surr: Tetrachloro-m-xylene 13.800 16.67 82.8 45 111 0 0
Sample (D: MB-73213 SampType: MBLK TestCode: 8082_S_MDL Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133468
ClientID: PBS Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177868
Analyte Resuit PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 33
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Aroclor 1248 ND 16
Aroclor 1254 ND 16
Aroclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16
Surr: Decachlorobiphenyl 16.539 16.67 93.2 39 122
Surr: Tetrachloro-m-xylene 17.552 16.67 105 45 111

Qualifiers:

B Analyte detected in the associated Method Blank

J  Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

‘ Advaaced Techaology
Lsboratorics

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4040
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CLIENT: Southern California Edison ANALYTICAL QC SUMMARY REPORT
Work Order: 118103

Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73213

Sample ID: LCS-73213 SampType: LCS TestCode: 8082_S_MDL Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469

ClientID: L.CSS Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177869
Analyte Result PQL SPK value SPK Ref Val %REC  LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 126.295 16 166.7 0 75.8 56 106
Aroclor 1260 147.104 16 166.7 0 88.3 57 119
Surr: Decachlorobiphenyl 13.351 16.67 80.1 39 122
Surr: Tetrachloro-m-xylene 14.506 16.67 87.0 45 111
Sample ID: 118102-001AMS SampType: MS TestCode: 8082_S_MDL Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469
ClientID: Zzzz2z72Z Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177870
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 115.071 16 166.7 0 69.0 51 108
Aroclor 1260 139.069 16 166.7 0 834 53 120
Surr: Decachlorobiphenyl 11.821 16.67 70.9 48 115
Surr: Tetrachloro-m-xylene 13.716 16.67 82.3 48 133
Sample ID: 118102-001AMSD SampType: MSD TestCode: 8082_S_MDL Units: pg/Kg Prep Date: 5/31/2011 RunNo: 133469
Client|D: Zzzzzz Batch ID: 73213 TestNo: EPA 8082 EPA 3550B Analysis Date: 5/31/2011 SeqNo: 2177871
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPODLimit  Qual
Aroclor 1016 113.800 16 166.7 68.3 48 115 115.1 1.11 20
Aroclor 1260 139.004 16 166.7 0 83.4 48 133 138.1 0.0468 20
Surr: Decachlorobiphenyi 11.688 16.67 70.1 39 122 0 20
Surr: Tetrachloro-m-xylene 13.800 16.67 82.8 45 111 0 0

Qualifiers:

B Analyte detected in the associated Method Blank

] Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

‘ Advaaced Techuobogy
Laboratorices

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits

Calculations are based on raw values

Fux: 562.989.4040
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CLIENT: Southern California Edison

RT
Work Order: 118103 ANALYTICAL QC SUMMARY REPO
Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73214
Sample ID: MB-73214 SampType: MBLK TestCode: 8082_W_MDL Units: pg/L Prep Date: 5/31/2011 RunNo: 133471

ClientID: PBW Batch ID: 73214 TestNo: EPA 8082 EPA 3510C Analysis Date:  5/31/2011 SeqgNo: 2177911
Analyte Result PQL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 0.50
Aroclor 1221 ND 1.0
Aroclor 1232 ND 0.50
Aroclor 1242 ND 0.50
Aroclor 1248 ND 0.50
Aroclor 1254 ND 0.50
Aroclor 1260 ND 0.50
Aroclor 1262 ND 0.50
Aroclor 1268 ND 0.50
Surr: Decachlorobiphenyl 0.434 0.5000 86.8 26 132
Surr: Tetrachlioro-m-xylene 0.484 0.5000 96.8 43 119
Sample ID: LCS-73214 SampType: LCS TestCode: 8082_W_MDL Units: ug/L Prep Date: 5/31/2011 RunNo: 133471
ClientID: LCSW Batch ID: 73214 TestNo: EPA 8082 EPA 3510C Analysis Date: 5/31/2011 SegNo: 2177912
Analyte Resuilt PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 4.094 0.50 5.000 0 81.9 53 115
Aroclor 1260 4.540 0.50 5.000 0 90.8 52 125
Surr: Decachlorobiphenyl 0.428 0.5000 85.6 26 132
Surr: Tetrachloro-m-xylene 0.448 0.5000 89.5 43 119
Sample ID: MB-73214MS SampType: MS TestCode: 8082_W_MDL Units: pg/L Prep Date: 5/31/2011 RunNo: 133471
Client ID: Z2Z2zzZZ Batch ID: 73214 TestNo: EPA 8082 EPA 3510C Analysis Date: 5/31/2011 SegNo: 2177913
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 3.469 0.50 5.000 0 69.4 53 115
Aroclor 1260 3.828 0.50 5.000 0 76.6 52 125
Surr: Decachlorobiphenyl 0.354 0.5000 70.8 26 132
Surr: Tetrachloro-m-xylene 0.383 0.5000 76.5 43 119

Qualifiers:
B Analyte detected in the associated Method Blank
J Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

‘. Advanced Technology
Laborstorics

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND  Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Tel: 562. 989.4045

H  Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4040
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CLIENT: Southern California Edison
Work Order: 118103

ANALYTICAL QC SUMMARY REPORT

Project: WESTLAKE-CAPSTAN CIRCLE, 313725 BatchID: 73214
Sample ID: MB-73214MSD SampType: MSD TestCode: 8082_W_MDL Units: ug/L Prep Date: 5/31/2011 RunNo: 133471
Client ID: 2z2z2Z27Z Batch ID: 73214 TestNo: EPA 8082 EPA 3510C Analysis Date: 6/1/2011 SegNo: 2177914
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD RefVal %RPD RPDLimit Qual
Aroclor 1016 3.544 0.50 5.000 0 70.9 53 115 3.469 217 20
Aroclor 1260 3.914 0.50 5.000 0 78.3 52 125 3.828 2.21 20
Surr: Decachlorobiphenyl 0.362 0.5000 72.3 26 132 0 0
Surr: Tetrachloro-m-xylene 0.392 0.5000 78.4 43 119 0 0
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H Holding times for preparation or analysis exceeded
] Analyte detected below quantitation limits ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits

S Spike/Surrogate outside of limits due to matrix interference DO  Surrogate Diluted Out

‘ Advasced Techavlogy
Lsborstorics

Calculations are based on raw values

3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Carmen Agﬁila

From: David.Vanhorsen@sce.com

Sent: Friday, May 27, 2011 3:35 PM

To: Carmen Aguila

Subject: Re: WESTLAKE-CAPSTAN CIRCLE, 313725

I am still not sure about "mineral spirits" [ need to research that some more. Can [ hold those bottles.. | am fine with everything else.
Please proceed
Sent via Blackberry

From: "Carmen Aguila" [carmen@atlglobal.com]
Sent; 05/27/2011 02:03 PM MST

To: David Van Horsen

Cc: "Diane Galvan" <diane@atlglobal.com>
Subject: WESTLAKE-CAPSTAN CIRCLE, 313725

Hi Dave,

Per our conversation, this is how we will proceed with the samples submitted for the above project:
1. Samples requested for Carbon chain will be reported as C4-C12, C8-10,C10-C18,C18-28,£28-C36, C36-
C40,C8-C40 Total.
2. Include 8015 Mineral Spirits for the samples requested for 8015 DRO.
Groundwater samples requested for 8015 GRO/8021 BTEX, report only as TPH CC-C4-C12.
4. "J" flag report for 8082 to include MDL.

w

Please reply to acknowledge. Attached is the coc.

Thank you,

Carmen Aguila
Sample Control Manager

L‘ Advanced Technology Laboratories
www.atiglobal.com

“ Tel: (562) 989-4045 ext. 245

Fax: (562) 989-4040

Advanced Technology Laboratories is a full-service environmenial iab providing organic and inorganic analyses of soil, water, wastewater, storm water and
hazardous waste sampies. ATL is accredited by the State of California, NELAP and State of Nevada and holds various SBE, DBE and MBE certificates and a
USDA soil permit, ATL takes pride in providing our customers with quick turnaround time, excellent customer service and defensible data while offering very
competitive rates. Advanced Technology Labs - Your Partner for Qualtity Environmental Testing

This message is intended for the use of the individual or entity to which it is addressed. This may contain information that is privileged, confidential, and exempt
from disclosure under applicable law. If the reader of this message is not the intended recipient, or the employee or agent responsible for delivering the message
to the intended racipient, you are hereby notified that any dissemination, distribution or copying of this communication is strictly prohibited. !f you have received this
communication in error, please notify us immediately by telephone and delete the original message. Thank you.



ANALYTICAL TESTING RESULTS AND CHAIN OF CUSTODY for
JANUARY 2011 SAMPLING EVENT



February 04, 2011

David Van Horsen

ELAP No.: 1838

Southern California Edison NELAP No.: 02107CA
300 N. Lone Hill Avenue CSDLAC No.: 10196

San Dimas, CA 91773 ORELAP No.: CA300003
TEL: (909)394-8623

FAX: (909)394-8593 Workorder No.: 115793

RE: Westlake Village GW Sampling, 313725

Attention: David Van Horsen

Enclosed are the results for sample(s) received on January 13,2011 by Advanced Technology
Laboratories . The sample(s) are tested for the parameters as indicated in the enclosed chain of
custody in accordance with the applicable laboratory certifications.

This is an amended report. Please disregard all previous documentation that corresponds to the
page(s) enclosed.

Thank you for the opportunity to service the needs of your company.

Please feel free to call me at (5§62)989-4045 if I can be of further assistance to your company.
Sincerely,
Ed;Z{%guez

Laboratdfy Director

The cover letter is an integral part of this analytical report. This Laboratory Report cannot be reproduced in part or in
its entirety without written pennission from the client and Advanced Technology Laboratories.

“ Advanced Technology . 1 9f 23 . -
A b ’ Taboratorias 3275 Walnut Avenue  Signal Hill, CA 90735  Tel: 562 989-4045 Fuax: 562 989-4040



Advanced Technology Laboratories Date: 04-Feb-11

CLIENT: Southern California Edison
Project: Westlake Village GW Sampling, 313725 CASE NARRATIVE
Lab Order: 115793

Results were J-Flag. "J" is used to flag those results that are between the PQL (Practical Quantitation
Limit) and the calculated MDL (Method Detection Limit). Results that are "J" Flagged are estimated
values since it becomes difficult to accurately quantitate the analyte near the MDL.

Sample Receiving / General Comments

PCB analysis was requested beyond hold time for sample 115793-016A.. Results are flagged with an
"H" qualifier.

"ND" is defined as less than Method Detection Limit (MDL).

Analytical Comments for Method 8082

Surrogate recovery biased low possibly for sample 115793-007A, due to matrix interferences.

Higher detection limits were required for groundwater sample DP-4, due to insufficient sample volume.

Page 1 of 1
k Advanced Technology
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1@8'
Lab Order: 115793 Collection Date: 1/12/2011 10:21:00 AM
Project: Westlake Village GW Sampling, 313725 Matrix: SOIL
Lab ID: 115793-001A
Analyses Result MDL PQL  Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3550B EPA 8082
RunlD: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 Ua/Kg 1 1/19/2011 02:14 PM
Aroclor 1221 ND 50 16 Ua/Kg 1 1/19/2011 02:14 PM
Aroclor 1232 ND 5.0 16 Ho/Kg 1 1/19/2011 02:14 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 02;14 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 02:14 PM
Aroclor 1254 ND 5.0 16 Ha/Kg 1 1/19/2011 02:14 PM
Aroclor 1260 ND 5.0 16 Ho/Kg 1 1/19/2011 02:14 PM
Aroclor 1262 ND 5.0 16 Ho/Kg 1 1/19/2011 02:14 PM
Aroclor 1268 ND 5.0 16 Ha/Kg 1 1/19/2011 02:14 PM
Surr: Decachlorobiphenyl 956 0 36-124 %REC 1 1/19/2011 02:14 PM
Surr: Tetrachloro-m-xylene 740 0 35-141 %REC 1 1/19/2011 02:14 PM

Qualifiers: B Analyte detected in the associated Method Blank Value above quantitation range

H  Holding times for preparation or analysis exceeded Analyte detected below quantitation limits

E
J
ND  Not Detected at the Reporting Limit S

Results are wet unless otherwise specified DO

Spike/Surrogate outside of limits due to matrix interference
Surrogate Diluted Out

“ Advanced Technology
’ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-2@7'

Lab Order: 115793 Collection Date: 1/12/2011 10:48:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-002A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3550B EPA 8082

RuniD:  GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst. BB
Aroclor 1016 ND 5.0 16 pg/Kg 1 1/19/2011 02:45 PM
Aroclor 1221 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1232 ND 5.0 16 va/Kg 1 1/19/2011 02:45 PM
Aroclor 1242 ND 5.0 16 Ha/Kg 1 1/19/2011 02:45 PM
Aroclor 1248 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1254 ND 50 16 pg/Kg 1 1/19/2011 02:45 PM
Aroclor 1260 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM
Aroclor 1262 ND 5.0 16 Hg/Kg 1 1/19/2011 02:45 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 02:45 PM

Surr: Decachlorobipheny! 66.7 0 36-124 %REC 1 1/19/2011 02:45 PM
Surr: Tetrachloro-m-xylene 55.4 0 35-141 %REC 1 1/19/2011 02:45 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out

k Advanced Technology
Laboratories
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-1]

CLIENT: Southern California Edison Client Sample ID: DP-3@8'
Lab Order: 115793 Collection Date: 1/12/2011 11:29:00 AM
Project: Westlake Village GW Sampling, 313725 Matrix: SOIL
Lab ID: 115793-003A
Analyses Result MDL PQL  Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3550B EPA 8082
RuniD:  GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1221 ND 5.0 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1232 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1242 ND 50 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1248 ND 50 16 ug/Kg 1 1/18/2011 03:16 PM
Aroclor 1254 ND 5.0 16 Hg/Kg 1 1/19/2011 03:16 PM
Aroclor 1260 ND 50 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 03:16 PM
Aroclor 1268 ND 5.0 16 ua/Kg 1 1/19/2011 03:16 PM
Surr: Decachlorobiphenyl 97.1 0 36-124 %REC 1 1/19/2011 03:16 PM
Surr: Tetrachloro-m-xylene 72.9 0 35-141 %REC 1 1/19/2011 03:16 PM

Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
‘. Advanced Technology ; . . R
Y ’ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755 Tel: 562. 989.4045  Fax: 562.989.4040
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-4@8'
Lab Order: 115793 Collection Date: 1/12/2011 9:46:00 AM
Project: Westlake Village GW Sampling, 313725 Matrix: SOIL
Lab ID: 115793-004A
Analyses Result MDL PQL Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3550B EPA 8082
RuniD: GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011 Analyst. BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1221 ND 5.0 16 Hg/Kg 1 1/19/2011 03:47 PM
Aroclor 1232 ND 5.0 16 Hg/Kg 1 1/19/2011 03:47 PM
Aroclor 1242 ND 5.0 16 Hg/Kg 1 1/19/2011 03:47 PM
Aroclor 1248 ND 5.0 16 Hg/Kg 1 1/19/2011 03:47 PM
Aroclor 1254 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1260 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 03:47 PM
Surr: Decachlorobiphenyl 90.9 0 36-124 %REC 1 1/19/2011 03:47 PM
Surr: Tetrachloro-m-xylene 715 0 35-141 %REC 1 1/19/2011 03:47 PM

Value above quantitation range

Qualifiers: B Analyte detected in the associated Method Blank
H Analyte detected below quantitation limits

Holding times for preparation or analysis exceeded

E
J
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
DO

Results are wet unless otherwise specified Surrogate Diluted Out

Advanced Technology
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS

Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-1-9'

Lab Order: 115793 Collection Date: 1/12/2011 1:24:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-005A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 35508 EPA 8082

RuniD: GC4_110118A QC Batch: 69842 PrepDate: 1/18/2011  Analyst: BB
Aroclor 1016 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1221 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1232 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1242 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1248 ND 5.0 16 pa/Kg 1 1/19/2011 04:18 PM
Aroclor 1254 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1260 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM
Aroclor 1268 ND 5.0 16 ug/Kg 1 1/19/2011 04:18 PM

Surr: Decachlorabiphenyi 114 0 36-124 %REC 1 1/19/2011 04:18 PM
Surr: Tetrachloro-m-xylene 943 0 35-141 %REC 1 1/19/2011 04:18 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND  Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-1]

CLIENT: Southern California Edison Client Sample ID: HA-2-6'

Lab Order: 115793 Collection Date: 1/12/2011 1:53:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-006A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 35508 EPA 8082

RunlD:  GC4_110119A QC Batch: 69842 PrepDate: 1/18/2011 Analyst: BB
Aroclor 1016 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1221 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1232 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1242 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1248 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1254 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM
Aroclor 1260 ND 5.0 16 ng/Kg 1 1/19/2011 04:49 PM
Aroclor 1262 ND 5.0 16 ug/Kg 1 1/19/2011 04:49 PM
Aroclor 1268 ND 5.0 16 Hg/Kg 1 1/19/2011 04:49 PM

Surr: Decachlorobiphenyl 110 0 36-124 %REC 1 1/19/2011 04:49 PM
Surr: Tetrachloro-m-xylene 96.1 0 35-141 %REC 1 1/19/2011 04:49 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded ] Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out

Advanced Technology
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1
Lab Order: 115793 Collection Date: 1/12/2011 10:58:00 AM
Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER
Lab ID: 115793-007A
Analyses Result MDL PQL  Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3510C EPA 8082
RuniD:  GC5_110119A QC Batch: 69859 PrepDate: 1/18/12011  Analyst: BB
Araclor 1016 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1221 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1232 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1242 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1248 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1254 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1260 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1262 ND 0.21 0.53 ug/L 1 1/19/2011 10:06 PM
Aroclor 1268 ND 0.21 053 ug/L 1 1/19/2011 10:06 PM
Surr: Decachlorobipheny! 37.8 0 26-112 %REC 1 1/19/2011 10:.06 PM
Surr: Tetrachloro-m-xylene 46.5 0 48-130 S %REC 1 1/19/2011 10:06 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded I Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Sumogate Diluted Out
‘ Advanced Technology . . )
‘ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1 Duplicate

Lab Order: 115793 Collection Date: 1/12/2011 11:03:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-008A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst. BB
Aroclor 1016 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1221 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1232 ND 0.22 0.56 pg/L 1 1/19/2011 10:35 PM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1248 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1254 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM
Aroclor 1268 ND 0.22 0.56 ug/L 1 1/19/2011 10:35 PM

Surr: Decachlorobiphenyt 46.5 0 26-112 %REC 1 1/19/2011 10:35 PM
Surr: Tetrachloro-m-xylene 60.4 0 48-130 %REC 1 1/18/2011 10:35 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
Advanced Technology

Laboratories

Q
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-2

Lab Order: 115793 Collection Date: 1/12/2011 11:31:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-009A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD: GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 022 0.56 pg/L 1 1/19/2011 11:05 PM
Aroclor 1221 ND 0.22 0.56 He/L 1 1/19/2011 11:05 PM
Aroclor 1232 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1242 ND 0.22 0.56 pg/L 1 1/19/2011 11:05 PM
Aroclor 1248 ND 0.22 0.56 pg/L 1 1/19/2011 11:05 PM
Aroclor 1254 ND 0.22 0.56 pg/L 1 1/19/2011 11:05 PM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM
Aroclor 1268 ND 0.22 0.56 ug/L 1 1/19/2011 11:05 PM

Surr: Decachlorobipheny! 426 0 26-112 %REC 1 1/19/2011 11:05 PM
Surr: Tetrachloro-m-xylene 60.2 0 48-130 %REC 1 1/19/2011 11:05 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded I Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out
Advanced Technology

Laboratories
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-3

Lab Order: 115793 Collection Date: 1/12/2011 11:41:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-010A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.22 0.56 Hg/L 1 1/19/2011 11:35 PM
Aroclor 1221 ND 0.22 0.56 Hg/L 1 1/19/2011 11:35 PM
Aroclor 1232 ND 0.22 0.56 Hg/L 1 1/19/2011 11:35 PM
Aroclor 1242 ND 0.22 0.56 Hg/L 1 1/19/2011 11:35 PM
Aroclor 1248 ND 0.22 0.56 Hg/L 1 1/19/2011 11:35 PM
Aroclor 1254 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1260 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM
Aroclor 1268 ND 0.22 0.56 ug/L 1 1/19/2011 11:35 PM

Surr: Decachlorobipheny! 51.1 0 26-112 %REC 1 1/19/2011 11:35 PM
Surr: Tetrachloro-m-xylene 69.3 0 48-130 %REC 1 1/19/2011 11:35 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out
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ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-4
Lab Order: 115793 Collection Date: 1/12/2011 2:15:00 PM
Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER
Lab ID: 115793-011A
Analyses Result MDL PQL  Qual Units DF Date Analyzed
PCBS BY GC/ECD
EPA 3510C EPA 8082
RuniD: GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 20 5.0 ya/L 1 1/20/2011 12:05 AM
Aroclor 1221 ND 2.0 5.0 ua/L 1 1/20/2011 12:05 AM
Aroclor 1232 ND 2.0 5.0 ug/L 1 1/20/2011 12:05 AM
Aroclor 1242 ND 20 5.0 ya/L 1 1/20/2011 12:05 AM
Aroclor 1248 ND 2.0 5.0 ua/L 1 1/20/2011 12:05 AM
Aroclor 1254 ND 2.0 5.0 ug/L 1 1/20/2011 12:05 AM
Araclor 1260 ND 20 5.0 Ha/b 1 1/20/2011 12:05 AM
Aroclor 1262 ND 2.0 5.0 palL 1 1/20/2011 12:05 AM
Aroclor 1268 ND 20 5.0 pg/L 1 1/20/2011 12:05 AM
Surr: Decachlorobiphenyl 64.7 0 26-112 %REC 1 1/20/2011 12:05 AM
Surr: Tetrachloro-m-xylene 88.9 0 48-130 %REC 1 1/20/2011 12:05 AM

Qualifiers: B Analyte detected in the associated Method Blank E
H  Holding times for preparation or analysis exceeded J
ND  Not Detected at the Reporting Limit S

Results are wet unless otherwise specified DO

Value above quantitation range

Analyte detected below quantitation limits
Spike/Surrogate outside of limits due to matrix interference
Surrogate Diluted Out

Advanced Technology
Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-1

Lab Order: 115793 Collection Date: 1/12/2011 1:46:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-012A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/12011  Analyst. BB
Aroclor 1016 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1221 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1232 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1242 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1248 ND 0.22 0.56 ua/L 1 1/20/2011 12:35 AM
Aroclor 1254 ND 0.22 0.56 pg/L 1 1/20/2011 12:35 AM
Araclor 1260 ND 0.22 0.56 ugf/L 1 1/20/2011 12:35 AM
Aroclor 1262 ND 0.22 0.56 ug/L 1 1/20/2011 12:35 AM
Aroclor 1268 ND 0.22 0.56 Hg/L 1 1/20/2011 12:35 AM

Surr: Decachlorobiphenyl 37.2 0 26-112 %REC 1 1/20/2011 12:35 AM
Surr: Tetrachloro-m-xylene 60.9 0 48-130 %REC 1 1/20/2011 12:35 AM
Qualifiers: B Analyte detected in the associated Method Biank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out

Advaaced Technology

At

Laboratories

14 of 23

3275 Walnut Avenue, Signal Hill, CA

90755

Tel: 562. 989.4045

Fax: 562.989.4040



Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: HA-2

Lab Order: 115793 Collection Date: 1/12/2011 2:13:00 PM

Project: Westlake Village GW Sampling, 313725 Matrix: GROUNDWATER

Lab ID: 115793-013A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RunlD: GC5_110119A QC Batch: 69859 PrepDate: 1/19/2011  Analyst: BB
Aroclor 1016 ND 0.29 071 pg/L 1 1/20/2011 01:04 AM
Aroclor 1221 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1232 ND 0.29 071 ug/L 1 1/20/2011 01:04 AM
Aroclor 1242 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1248 ND 0.29 071 ug/L 1 1/20/2011 01:04 AM
Aroclor 1254 ND 0.29 0.71 Hg/L 1 1/20/2011 01:04 AM
Aroclor 1260 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1262 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM
Aroclor 1268 ND 0.29 0.71 ug/L 1 1/20/2011 01:04 AM

Surr: Decachlorobiphenyl 335 0 26-112 %REC 1 1/20/2011 01:04 AM
Surr: Tetrachloro-m-xylene 75.5 0 48-130 %REC 1 1/20/2011 01:04 AM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out

Advanced Technology

Laboratories

o

3275 Walnut Avenue, Signal Hill, CA

15 of 23

90755

Tel: 562. 989.4045

Fax: 562.989.4040



Advanced Technology Laboratories

ANALYTICAL RESULTS
Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: Equipment Blank

Lab Order: 115793 Collection Date: 1/12/2011 11:51:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: DISTILLED WATER

Lab ID: 115793-014A

Analyses Result  MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 3510C EPA 8082

RuniD:  GC5_110119A QC Batch: 69859 PrepDate: 1/19/12011 Analyst. BB
Aroclor 1016 ND 0.20 0.50 pg/L 1 1/20/2011 01:34 AM
Aroclor 1221 ND 0.20 0.50 pg/L 1 1/20/2011 01:34 AM
Aroclor 1232 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1242 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1248 ND 0.20 0.50 Hg/L 1 1/20/2011 01:34 AM
Aroclor 1254 ND 0.20 0.50 Hg/L 1 1/20/2011 01:34 AM
Aroclor 1260 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1262 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM
Aroclor 1268 ND 0.20 0.50 ug/L 1 1/20/2011 01:34 AM

Surr: Decachlorobiphenyl 63.4 0 26-112 %REC 1 1/20/2011 01:34 AM
Surr; Tetrachloro-m-xylene 78.5 0 48-130 %REC 1 1/20/2011 01:34 AM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J  Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO  Surrogate Diluted Out

k Advanced Technology

Laberatories

3275 Walnut Avenue, Signal Hill, CA 90755
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Tel: 562. 989.4045

Fax: 562.989.4040



ANALYTICAL RESULTS

Advanced Technology Laboratories Print Date: 04-Feb-11

CLIENT: Southern California Edison Client Sample ID: DP-1 Duplicate

Lab Order: 115793 Collection Date: 1/12/2011 10:21:00 AM

Project: Westlake Village GW Sampling, 313725 Matrix: SOIL

Lab ID: 115793-016A

Analyses Result MDL PQL  Qual Units DF Date Analyzed

PCBS BY GC/ECD

EPA 35508 EPA 8082

RuniD: GC5_110203A QC Batch: 70379 PrepDate: 21312011 Analyst: BB
Aroclor 1016 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1221 ND 5.0 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1232 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1242 ND 5.0 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1248 ND 5.0 16 H o upalKg 1 2/3/2011 06:57 PM
Aroclor 1254 ND 5.0 16 H  pg/Kg 1 2/3/2011 06:57 PM
Aroclor 1260 ND 5.0 16 H o ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1262 ND 5.0 16 H  ug/Kg 1 2/3/2011 06:57 PM
Aroclor 1268 ND 50 16 H  pg/Kg 1 2/3/2011 06:57 PM

Surr: Decachlorobiphenyl 70.2 0 36-124 H  %REC 1 2/3/2011 06:57 PM
Surr: Tetrachloro-m-xylene 68.3 0 35-141 H %REC 1 2/3/2011 06:57 PM
Qualifiers: B Analyte detected in the associated Method Blank E  Value above quantitation range
H  Holding times for preparation or analysis exceeded J Analyte detected below quantitation limits
ND Not Detected at the Reporting Limit S Spike/Surrogate outside of limits due to matrix interference
Results are wet unless otherwise specified DO Surrogate Diluted Out

L Advanced Technology
\ Laboratories 3275 Walnut Avenue, Signal Hill, CA 90755 Tel: 562. 989.4045  Fax: 562.989.4040
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Advanced Technology Laboratories

Date: 04-Feb-11

CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT
Work Order: 115793
Project: Westlake Village GW Sampling, 313725 TestCode: 8082_S
Sample ID: MB-69842 SampType: MBLK TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: PBS Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date:  1/19/2011 SeqNo: 2090162
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 16
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Araclor 1248 ND 16
Aroclor 1254 ND 16
Aroclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16
Surr: Decachiorobiphenyl 14.173 16.67 85.0 36 124
Surr: Tetrachloro-m-xylene 13.604 16.67 81.6 35 141
Sample ID: LCS-69842 SampType: LCS TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: LCSS Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SeqNo: 2090163
Analyte Result PQL SPK value SPK Ref val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 129.357 16 166.7 0 77.6 56 100
Araclor 1260 165.217 16 166.7 0 99.1 57 110
Surr: Decachlorobipheny! 14.063 16.67 84.4 36 124
Surr: Tetrachioro-m-xylene 14.098 16.67 84.6 35 141
Sample ID: MB-69842MS SampType: MS TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: 2Z22ZZZ Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SeqNo: 2090164
Analyte Resuilt PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 122.149 16 166.7 0 73.3 51 108
Araclor 1260 142.030 16 166.7 0 85.2 53 120
Surr: Decachlorobiphenyl 13.669 16.67 82.0 36 124
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H Holding times for preparation or analysis exceeded

J  Analyte detected below quantitation limits
S Spike/Surrogate outside of limits due to matrix interference

Advaaced Technology
Laborateries

A

3275 Walnut Avenue, Signal Hill, CA 90755

Tel: 562. 989.4045

ND Not Detected at the Reporting Limit
DO Surrogate Diluted Out

Fax: 562.989.4040

18 of 23

R RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT
Work Order: 115793
Project: Westlake Village GW Sampling, 313725 TestCode: 8082 S
Sample ID: MB-69842MS SampType: MS TestCode: 8082_8S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client ID: ZZZzZzZZ Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SegNo: 2090164
Analyte Result PQL SPK value SPK Ref Val %REC LowlLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Surr: Tetrachloro-m-xylene 12.886 16.67 77.3 35 141
Sample ID: MB-69842MSD SampType: MSD TestCode: 8082_S Units: pg/Kg Prep Date: 1/18/2011 RunNo: 128947
Client \D: Zzzzzzz Batch ID: 69842 TestNo: EPA 8082 EPA 3550B Analysis Date: 1/19/2011 SegNo: 2090165
Analyte Resuilt PQL SPK value SPK Ref Val %REC Lowlimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 125.977 16 166.7 0 75.6 51 108 122.1 3.09 20
Aroclor 1260 143.921 16 166.7 0 86.4 53 120 142.0 1.32 20
Surr: Decachlorobiphenyl 14.082 16.67 84.5 36 124 0 20
Surr: Tetrachloro-m-xylene 13.517 16.67 81.1 35 141 0 0

Qualifiers:

B Analyte detected in the associated Method Blank

J  Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference DO

‘ Advauced Technology
Laboratorics

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND  Not Detected at the Reporting Limit
Surrogate Diluted Out

Tel: 562. 989.4045

H  Holding times for preparation or analysis exceeded

R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4010
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CLIENT:
Work Order:
Project:

115793

Southern California Edison

ANALYTICAL QC SUMMARY REPORT

Westlake Village GW Sampling, 313725

TestCode: 8082 S

Sample ID; MB-70379 SampType: MBLK TestCode: 8082_S Units: pg/Kg Prep Date:  2/3/2011 RunNo: 129550
Client ID: PBS Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date: 2/3/2011 SegNo: 2102288
Analyte Result PQL  SPKvalue SPK RefVal %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 16
Aroclor 1221 ND 16
Aroclor 1232 ND 16
Aroclor 1242 ND 16
Aroclor 1248 ND 16
Aroclor 1254 ND 16
Aroclor 1260 ND 16
Aroclor 1262 ND 16
Aroclor 1268 ND 16
Surr: Decachlorobiphenyl 9.500 16.67 57.0 36 124
Surr: Tetrachloro-m-xylene 11.596 16.67 69.6 35 141
Sample ID: LCSA-70379 SampType: LCS TestCode: 8082_S Units: pa/Kg Prep Date: 2/3/2011 RunNo: 129550
ClientID: LCSS Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date: 2/3/2011 SegNo: 2102289
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Araclor 1016 110.185 16 166.7 0 66.1 56 100
Aroclor 1260 119.058 16 166.7 0 71.4 57 110
Surr: Decachlorobiphenyi 10.082 16.67 60.5 36 124
Surr: Tetrachloro-m-xylene 12.048 16.67 723 35 141
Sample ID: 115793-016AMSA SampType: MS TestCode: 8082_S Units: pa/Kg Prep Date:  2/3/2011 RunNo: 129550
Client ID: DP-1 Duplicate Batch ID: 70379 TestNo: EPA 8082 EPA 35508 Analysis Date:  2/3/2011 SegNo: 2102290
Analyte Resuit PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Araclor 1016 129.861 16 166.7 0 77.9 51 108 H
Araclor 1260 144,220 16 166.7 0 86.5 53 120 H
Surr: Decachlorobiphenyl 12.261 16.67 73.6 36 124 H
Surr: Tetrachloro-m-xylene 13.593 16.67 81.5 35 141 H

Qualifiers:

B Analyte detected in the associated Method Blank

J  Analyte detected below quantitation limits
S Spike/Surrogate outside of limits due to matrix interference DO Surrogate Diluted Out

‘ Adhvaaced Technology
Laborstories

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit

Fax: 562.989.4040
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Tel: 562. 989.4045

H Holding times for preparation or analysis exceeded

R RPD outside accepted recovery limits
Calculations are based on raw values




CLIENT: Southern California Edison
Work Order: 115793 ANALYTICAL QC SUMMARY REPORT

Project: Westlake Village GW Sampling, 313725 TestCode: 8082 S
Sample ID: 115793-016AMSDA  SampType: MSD TestCode: 8082_S Units: pg/Kg Prep Date:  2/3/2011 RunNo: 129550
Cilient ID: DP-1 Duplicate Batch ID: 70379 TestNo: EPA 8082 EPA 3550B Analysis Date: 2/3/2011 SegNo: 2102291
Analyte Resuit PQL SPK value SPK RefVal %REC LowlLimit HighLimit RPD RefVal %RPD RPDLimit Qual
Aroclor 1016 127.124 16 166.7 0 76.3 51 108 129.9 213 20 H
Aroclor 1260 141.367 16 166.7 0 84.8 53 120 144.2 2.00 20 H
Surr: Decachlorobiphenyl 12.288 16.67 73.7 36 124 0 20 H
Surr: Tetrachloro-m-xylene 13.081 16.67 78.5 35 141 0 0 H
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H Holding times for preparation or analysis exceeded
J  Analyte detected below quantitation limits ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits
S Spike/Surrogate outside of limits due to matrix interference DO Surrogate Diluted Out Calculations are based on raw values

‘ Advaaced Techaology

- 3275 Walnut Avenue, Signal Hill, CA 907535 Tel: 562. 989.4045  Fax: 562.989.4040
Laborateries
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CLIENT: Southern California Edison
ANALYTICAL QC SUMMARY REPORT

Work Order: 115793
Project: Westlake Village GW Sampling, 313725 TestCode: 8082 W
Sample ID: MB-69859 SampType: MBLK TestCode: 8082_W Units: pg/L Prep Date: 1/19/2011 RunNo: 128977
Client ID: PBW Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SeqNo: 2090672
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 ND 0.50
Arocior 1221 ND 0.50
Aroclor 1232 ND 0.50
Aroclor 1242 ND 0.50
Aroclor 1248 ND 0.50
Aroclor 1254 ND 0.50
Aroclor 1260 ND 0.50
Aroclor 1262 ND 0.50
Aroclor 1268 ND 0.50

Surr: Decachlorobiphenyl 0.395 0.5000 78.9 26 112

Surr: Tetrachloro-m-xylene 0.438 0.5000 87.6 48 130
Sample ID: LCS-69859 SampType: LCS TestCode: 8082_W Units: pg/L Prep Date: 1/19/2011 RunNo: 128977
Client ID: LCSW Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SeqNo: 2090673
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 3.938 0.50 5.000 0 78.8 54 97
Aroclor 1260 4.217 0.50 5.000 0 84.3 56 103

Surr: Decachlorobipheny! 0.397 0.5000 79.4 26 112

Surr: Tetrachloro-m-xylene 0.445 0.5000 88.9 48 130
Sample ID: MB-69859-MS SampType: MS TestCode: 8082_W Units: pg/L Prep Date: 1/19/2011 RunNo: 128977
Client ID: 2222727 Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date: 1/19/2011 SeqNo: 2090674
Analyte Result PQL SPK value SPK Ref Val %REC LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 3.878 0.50 5.000 0 77.6 54 97
Aroclor 1260 4.069 0.50 5.000 0 81.4 56 103

Surr: Decachlorobiphenyl 0.398 0.5000 79.5 26 112

Surr: Tetrachloro-m-xylene 0.442 0.5000 88.3 48 130

Qualifiers:

B Analyte detected in the associated Method Blank

J  Analyte detected below quantitation limits

S Spike/Surrogate outside of limits due to matrix interference

‘ Advanced Technology
Laborstories

3275 Walnut Avenue, Signal Hill, CA 90755

E  Value above quantitation range
ND Not Detected at the Reporting Limit
DO  Surrogate Diluted Out

Tel: 562. 989.4045

H  Holding times for preparation or analysis exceeded
R RPD outside accepted recovery limits
Calculations are based on raw values

Fax: 562.989.4040
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CLIENT: Southern California Edison

ANALYTICAL QC SUMMARY REPORT
Work Order: 115793 Q
Project: Westlake Village GW Sampling, 313725 TestCode: 8082 W
Sample ID: MB-69859-MSD SampType: MSD TestCode: 8082_W Units: pg/L Prep Date:  1/19/2011 RunNo: 128977
Client ID: zzzZz2z7 Batch ID: 69859 TestNo: EPA 8082 EPA 3510C Analysis Date:  1/19/2011 SeqNo: 2090675
Analyte Result PaL SPK value SPK Ref Val %REC  LowLimit HighLimit RPD Ref Val %RPD RPDLimit Qual
Aroclor 1016 3.943 0.50 5.000 0 78.9 54 97 3.878 1.68 20
Aroclor 1260 4,153 0.50 5.000 0 83.1 56 103 4.069 2.05 20
Surr: Decachlorobiphenyl 0.409 0.5000 81.7 26 112 0 0
Surr: Tetrachloro-m-xylene 0.453 0.5000 90.6 48 130 0 0
Qualifiers:
B Analyte detected in the associated Method Blank E  Value above quantitation range H  Holding times for preparation or analysis exceeded
] Analyte detected below quantitation limits ND Not Detected at the Reporting Limit R RPD outside accepted recovery limits
S Spike/Surrogate outside of limits due to matrix interference DO  Surrogate Diluted Out Calculations are based on raw values
-Advanced Technology
‘. T L aboratorien 3275 Walnut Avenue, Signal Hill, CA 90755  Tel: 562. 989.4045  Fax: 562.989.4040
L aboratories
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CHAIN OF CUSTODY RECORD pg | o B
‘ FOR LABORATORY USE ONLY:
ADVANCED . TECHNOLOGY PO#: Quoes: | Method of Tg?lspor‘( Sample Condition Upon Receipt
Py TiClient M ATL - AN
LABORATORIES Logged By: P Date: ///4// © FedEx L OnTeac | 1-CHILED S+ YE; ﬂN’ [/ 4.CUSTODYSEAL Y \._:‘/N o
) ) A - 1oaso 2 HEADSPACE (VOA} Y[7 NI 5 #OF SPLSMATCHCOC Y (7 N (7
3275 Walnut Ave., Signal Hill, CA 90755 | NOTE: Please include your Quote No. to ensure : Other: Q/ - o
Tel: (562) 989-4045 « Fax: (562) 9894040 | proper pricing of your project. - 'eeo— | 3. CONTAINERINTACT Y[Z N{J 6.PRESERVED YN Z
Client: Southern California Edison Address: 300 N. Lone Hill Avenue TEL: (909) 394-8947
atn: Do wid Newo Wersom cty San Dimas state CA ZipCode 91773 | FAX: (900)394-8610
Project Name: . Project #: Sampler: Printed Name) (S ?
_ Westake Yillos. GuS Sampliag,  35F2S™ Expons  Coc Vsl AN
Relinquished by: (Sgnatce anc Prevted =4 Dat%? l__'.s_ Time: 001 Receivm\mmm Name) /7 Date:r}(z ,/ } ﬂTﬂe:lO[,@
- - 4 1 7 ~ !
Relinquished by: (Sgnanre ans Prred Name) Date : / /AZ/// Time: /f’ - Receied by: (&anansdog rinted Name) ﬁ’a, A \_V Date: , ﬁfﬁ ’/r / Timet /30
Retinquished by: (ng&-mpmuu-y D N " Date: v Time: .~ Received bj:'rsgmu-wmm mm;y“ L Date: Time: -
F hereby authorize ATL 10 perform the work Send Report To: it To: Special Instructions/Comments:
indicated below:
Project Mgr /Submitter: AL [ A - — -
Ex ( ) \:sk I-12 -y | co: SAME AS ABOVE | co: SAME AS ABOVE -
- Addr: _ . _ | Addr: _
Swnature City: State: Zip: City: State: Zip:
- Circle or Add QA/QC
Uniess otherwise requested by client, all samples will be disposed 45 days after Anaiysis(es) / / § / / SPECIFY APPROPRIATE MATRIX Z RINE [}
receipt and records will be disposed 1 year after submittal of final report. / § o ° cr
Storage Fees (applies when storage is requested): & S, dl“\ = Legal
- Sample : $2.00 / sample / mo (after 45 days) 5/ .L\\éz" &/ ; —
- Records : $1.00 / ATL workorder / mo (after 1 year) &/ /& & >/ X S/ e [ || SWRCB
T | LAB USE ONLY: 5/ /) 3/S/S/S/& & ALY Container(s)| 4 LL09°0d8 ——
T Batch P Sample Description S/S/E/S/5/S /)8 3 S/ /SIS ontainer(s)| &>
£ ch #: w&‘b&\g,\&\&\é\,? *?Qvg@é‘gs‘?f '!.l:JOTHEH__.__
M Lab No. Sample 1.D. / Location Date | Time $/8/8/5/S/E/ & &/ $/S/8/E/S/E/S/S/TaT | #| Type | o | REMARKS
' LA
1SR PP-L e & \Hz-1) fo:2 X E[1[TF ]
L 4 DP-2 e F P45 X E 1T ]
' u
- 3 PP -3 eg 2% X ENQTY
¢ . |
y Pe-YHe§ 7% X E ITF¥
/ 1
I WA-(-9 Is:24 X E 1|36
/ i
( WA -2 -¢ sy X E |1/J¢
), OP- | (374 X E L6
X DP-| Doplic o3 X £ LK —
\f : DF-2 03 X E [1|C:¢
R DP-3 -4 1147 X g [1je:s
. 3 _[Overnight| ., o |Emergency _ {Critical Urgent _JRoutine Preservalives:
::;:";::v":dm"::y #|TAT: OA=| o4 hrs JB=INext workday| JC=|2 Workdays| I P=|3 Workdays] E=|7 Workdays| | H=Hcl N=HNO: S=H:SO. C=4C
Container Types: T=Tube V=VOA L=Lliter P=Pint J=Jar B=Tedlar ' G=Glass P=Plastic M=Metal Z=Zn{AC): O=NaOH T=Na.:S:0s

Rev. 2010-0707

DISTRIBUTION: White with report. Yellow to folder. Pink to submitter.
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CHAIN OF CUSTODY RECORD Pg
‘ FOR LABORATORY USE ONLY:
* : Methaod of Trapsport - .
ADVANCED _ & ) P.O#¥ Quote#: !‘ Sample Conditien Upon Receipt
&> N TECHNOLOGY (3 Client ATL . . v N
LABORATORIES Logged By: Date- O FedEx “J OnTrac 1. CHILLED YO N{J 4.CUSTODY SEAL i Ll
) ) ] . - dneso 2.HEADSPACE (VOA) Y[ N 5#O0FSPLSMATCHCOC Y L. N [
3275 Walnut Ave,, Signal Hill, CA 90755 | NOTE: Please include your Quote No. to ensure 7 Other: — S
Tel: (562) 989-4045 « Fax: (562) 989-4040 | proper pricing of your project. ‘e —— | 3.CONTANERINTACT YI NTI & PRESERVED YIOIN
Client: Southern California Edison Address: 300 N. Lone Hill Avenue TEL: (909) 394-8947
Attn: Da_w&o\ \} el \-\-orse,f\_ city San Dimas State CA ZipCode 91773 FAX: (909) 394-8610
Project Name: . Project #: Sampler; __[Printed Name) R igagtyre >
- Westale ViNage Co husp‘l?.m 3Vo12s5 P Bt 2 Nis\e e AN I
Relinquished by: ¢ Narme} 4 Chte :,"5_ /' Time: (66 Received by: N Date:{ E “ Time 61( l
S . H - 2 — £ » . -
Relinquished by: (Sigratre ana Proted Name) Date WZ% / Time: ]&-6 Received %/ s e s FP Dt D \/ Date: ¢ [7},3 / cy TME 3
?!eh'nqmshed by: (Sigratuce and Prirvted Name) T T Date : A Time: ' - Received by: (Signansre and Prevted Name) L Date: f . Time: T
Lt;e«et:yd a:::r'ize ATL to perform the work Send Report To: Bill To Special Instructions/Comments:
indicat : ]
Project Mgr /Submitter: Ao AN De-A t‘\aé "Cf“/ lowd  actns vl
Ethan Casrlidle 1-12-1) | co SAMEAS ABOVE Co. SAME AS ABOVE o seape dlie du lick o demepas
Prit Name - Date - T - "“e—\\ ? X BZ;\“'C—"\"\“ .
[M/\ Addr: — . pAGDe L
Signature City: State: Zip: City: ; ip. }’
- Circle or Add Q A/ Q C
Unless otherwise requested by client, all samples will be disposed 45 days after Analysis{es) 17 SPE@PROPRMTE MATRIX z RTNE [
receipt and records will be disposed 1 year after submittal of final report. Requested A o v
Storage Fees (appiles when storage is requested): ‘ : Legal [}
- Sample : $2.00 / sample / mo (after 45 days) > L/ > —
- Records : $1.00 / ATL workorder / mo (after 1 year) 7 é} é" /& « wc::e b
! LAB USE ONLY: -~ S/ 5 o L/T/8 @ /&/ |Container(s) ';,‘,' ——
é Batch #: Sample Description vsq,&oco § §0 ,§ Q§§ é)e ézlg &| OTHER
3 $ @«
7 Lab No. Sample 1.D. / Location Date | Time }/&/8/§ S8/ /S/S/S/ar | # | Type| | REMARKS
34% - br-4 -z |14 ¢ X £ [\Lé
L HA-| [ ha:qcl x| | X £ [\Lie
| ¢ HA-2 [ sl x X E L6
; — - :
Vo W Suipmant Blank (11600151 e | MLG
. . _ |Overnight] .. o |Emergency ¢ [Critical - n.. |Urgent _{Routine Preservatives:
I::‘ ::.“' 8 ";'m"::'y o |TAT: DA=| o4 hrs IB={Next workday JC=15 Workdays| D"[ 3 Workdays QE=l7 Workdays| | H=Hci N=HNO: S=H.S0. C=4'C
Container Types: T=Tube V=VOA L=Liter P=Pint J=Jar B=Tedlar ' G=Glass P=Plaslic M=Metal |Z=Zn{AC). O=NaOH T=Na.5:0:

Rev. 2010-0707 DISTRIRBLITION © White with renart  Yallmw tn inldar  Dink tA cithmittar



Diane Galvan

From: David.Vanhorsen@sce.com

Sent: Thursday, February 03, 2011 11:48 AM
To: Diane Galvan

Subject: RE: J-Flag Results

DP-1 Duplicate...

dvh

David Van Horsen, RG, CEG
Technical Specialist 4
Engineering & Technical Services
Power Production Department
Pax 47623

OFC-909-394-8623
Cell-818-469-6943

From; *Diane Galvan” <diane@allglobal.com>
To: <David.Vanhorsen@sce.com>

Date 02/03/2011 11:43 AM

Subject RE: J-Flag Results

Hi David,

OK, I will generate a new report once the DUP analysis has been completed tomorrow. How do you want the sample ID to be listed
for the duplicate run? Please advise.

Thanks,

Diane

From: David.Vanhorsen@sce.com [mailto:David.Vanhorsen@sce.com]
Sent: Thursday, February 03, 2011 11:37 AM

To: Diane Galvan

Subject: Re: J-Flag Results

Diane:

OK.. I think this looks good.

1. Please analyze remaining soil from sample DP-1 as the duplicate sample. This sample should be on a 24 hour
rush basis.

2. In the final lab report (to contain the requested soil duplicate test) please include a Case Narrative sheet with the
following:

"Higher detection limits were required for groundwater sample from DP-4 due to insufficient sample quantity”
"ND" is defined as less than MDL.

Thank you for the help working through this.

Regards,

dvh



David Van Horsen, RG, CEG
Technical Specialist 4
Engineering & Technical Services
Power Production Department
Pax 47623

OFC-909-394-8623
Cell-818-469-6943



SCE PCB Spill: NRC #951155; Cal-EMA # 10-4769 (07/18/10)
August 30, 2011
Page 9

ATTACHMENT # 5

Uniform Hazardous Waste Manifest # 002684980 and # 004552750 FLE
+ TSCA Manifest Continuation Form



) _ LZ2998106-0
Piease print or fype. (Form designed for use on elile (12-pitch) lypewriler.) o1 SCPPW 6/4/2010 Form Approved. OMB No. 2050-0039
UNIFORM HAZARDOUS 1. Generalor 1D Nuimber 2.Page 10of { 3. Emeigency Response Phone 4. Manifes! Tracking Number

WASTEMANJFEST CAROCOQ194134 {BO0) 451-8346 002684980 FLE

nerator's Nayng ang Majlijg Address Generator's Sile Address (il differenl than mailing address
ousan g( ( " *

Southern Ca Edison Co 2244 Walnut Grove AveG0O103A 5 M Dyrd
Rosemeatl, CA 81770 3589 Foothill Drive

Thousand Oaks,CA 91361
Gonerator's Phone: {808 4947047 ATTN:PHIL JONAS l
6. T1ansporler T Company Name
Clean Harbors Environmental Services inc

>

U-5. EPA ID Number
MADDO39322250

U.S. EPAID Number

U.8, EPAID Number

7. Transpoiter 2 Company Name

8. Designaied Facility Name and Sile Address
Clean Harbors Los Angeles LLC

5756 Alba Street CADOSB0806850
Los Angeles. CA 90058

Facilily's Phone: (32N 277-2500 I

g, | 9b-U.S. DOT Description (inchuding Proper Shipping Name, Hazard Class, 1D Number, 10. Containers 1 Totat 12 Unit

MM | and Packing Group (if any)) o, Tyoe Quantiy WLNGL 13. Wasle Codes

THENE. NON RCRA HAZARDOUS WASTE LIOUIDS. (USED OILY. &g 391
n?ﬁa 14%

¥ QM%%&()

BN s
P
D

GENERATOR

= ONE, NON RCRA HAZARDOUS WASTE LIQUIDS, (USED OIL),
&

"7y /
W& NON RCRAHAZARDOUS V{Kgfﬁ LIQ}IIDS DOT
REGULATED. LEM(ING/NON-LEANING RONFC A HORS
(LARGEOR SMALL)Y, NA:[7 : :f

Vo] 12%
 HONE_ NON P.f‘ 1A HAZARDOUS WASIE uoums mmsm
O, 24, (OI0 A nt 2

; > J o N
G D | 54D L
14. Special Handling Instructions and Additional information ’ ’

1.LASCE-DO35H Ficrn
2 .LASCE-0036 I~Lcm

223

221

4.LABCE-22780HD 2y b1 S}

15. GENERATOR'S/OFFEROR'S CERTIFICATION: 1hereby deciare that the contents of this consignment are fully and accuralely described above by the proper shipping name, and are classilied, packaged,
marked and labeled/placarded, and are in all respects in proper condition for transport according o applicable international and nalional governmental regulalions. !f export shipmeni and | am the Primary
Exporler, | cerlify that the conteris of this consignment conform to the terms of the attached EPA Acknowledgment of Consent.
| certify that the waste minimization statement identified in 40 CFR 262.27(a) {If | am a jarge quanlity generator) or (b) if | am a small quanlity generator) Is frue.

GeneralorsfOlieror's Printed/Typed Naine Month — Day Wr

s Signalure
o~ Scott Edwpnels J\J,@# ol ey rel— | 110 e

16 ntemalionat Shipments [_—_] tmportio U.8 [:I Export irom U S. Porl of entry/exit:

Transporier signature (for exporis only): Dale leaving U.S.:

17. Transporler Acknowledgiment of Receipt of Malerials

Transporter 1 Prinled/Typed Name Signature \;#/ Month Day Year
VeI gi/A‘(/Aw/\ONT\Q:.S | e T | & /O . (&

Transpotler 2 Printed/Typed Naine Signature Month— Day™ — Year

l . L 1]
18. Discrepancy

18a. Discrepancy Indicalion Space [___] Quanlily [:l Type ' D Residue D Partial Rejection D Full Rejection

Manilest Relerence Number:
18b. Allernaie Facility {or Generalor) U.S. EPAID Number

Facility's Phone:
18¢. Signature of Allernate Facility {or Generalor)

Monih  Day  Year

I ]

19, Hazardous Wasle Reporl Managemenl Method Codes (i.e,, codes for hazardous wasle realmen, disposal, and recycfing syslems)

" H144 2 Ha41 3 Hiad “ Hi44

/\
2() Designaled Facilily Owner or Operator: Cerlification of receipl of hazardous matenials covered by thy maniksr ev.cept as noted in Ilem Ba i

=524 YTV LT AT 7 AR

EPA I’orm 8700- 22 (Rev. o 05 Previous editions are obsoléle. DESIGNATEd FACILITY TO DESTINATION STATE (IF REQUIRED)
Clean Harbors has the appropriate permits for and will accept the waste Ihe generator is shipping.

DESIGNATED FACILITY —— [TRANSPORTER| INT'L]+—

R T LI L | m i e s e a4t AP AP et A A il W S A ST 1 20
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Please print or type. (Form designed for use on elite (12-pitch) typewriler.) { 729984 OG-0 SC PPW 6/4/201.0 Form Approved. OMB No. 2050-0039
UNIFORM HAZARDOUS WASTE MANIFEST | 71 Generator 1 Number 22.Page 23, Manfest Tracking Number

{Continuation Sheet)

CARO004 04434 2-0f2— 002684980k
24. Generator's Name
Thousand Oaks 5C.

U.S. EPA ID Number

25. Transporier Company Name ‘ um
U.S. EPAID Number

26. Transporier _ Comparny Name '

. iption {inclui j 1D , . Contai - ;
27a. | 27b. U, lDOT Description {including Proper Shipping Name, Hazard Class, 1D Number, 28. Containers 29 Tolal 30, Unil 3. Wasle Codes
HM { and Packing Group (il any))

No. Type Quantity Wi.Vol

5. NAiE. HON RCRA HAZARDOUS WASTE SOLIDS. (NON DOT s P61 o
| REGULATED <4LB PCBS. SOLID WASTE-DEBRIS/SOIL r 32 \_/__

160-495PPM PCBS), Kik 27 DrA

N RCRA HAZARDQUS WASTE SOLIDS ON.DOT pel

8,
BERORTED B s ELECIRICALEQU!PMEN MPTY OR Ve v_ :
|DRAINED 50-498PPM PCBS), N7t 517 \ Cm 250

GENERATOR

32. Special Handling insttuctions and Additional informalion
$.LASCE-0071 W7 &1
61 1lamee~0073 Fi- Chn

.(OB8% 18111 4 DRUMS) 6. (0333
¥ 18111 1 UNIT)
rr 1 33. Transporter Acknowledgiient of Receipl of Malerials
E Prinied/Typed Name Signature Monlh - Day Year
S I I
o
=1 34. Transporter Acknowledginen of Receip! of Materials .
é Printed/Typed Name Slgnature Month — Day — Year
}_.
| I
35. Discrepancy

=
=
¥}
<<
L.
@
bz 36. Hazardous Wasie Reporl Management Method Codes (i.e., codes for hazardous wasle trealment, disposal, and recycling systems)
3| 5 HiaL’ ] 6.HiM ] | |
i

I | L I
EPA Form 8700-22A (Rev. 3-05) Previous edilions are obsolete. SIGNATED FACILITY TO DESTINATION STATE {IF REQUIRED)

Clean:Harbors has the appmpna‘le pemms for and will accept the waste lhe generator |s shlppmg




MANIFEST NUMBER:
GENERATOR NAME:

TSCAMANIFEST CONTINUATION FORM

0D2684980FLE

SCE- Thousand Qaks CSO

ADDRESS: 3589 Foothil! Ave Thousand Oaks, CA 91361
EPA ID: CARQ00194134
Date Removed rrm Serizl Number/Unique 1D Numnber Type/Descriplion Weight Weight
From Service {Pounds) |{Kilograms)

07/18/10 166 1123521 8P68A / 2320276 ‘Transformer SO RN
07/18/10 166 24857 Soil/Debris GO | 259
07/18/10 166 24858 Soil/Debris oo | L2
07/18/10 166 24859 Soil/Debris (0 Y
o7/1810 166 24860 Soil/Debris tou | <%




Piease print or type. {Form designed for use on elite {12-pitch) typewriter.) Form Approved OMB No. 2050-0039
1. Generator 1D Number 2. Page 1 of | 3. Emargency Respanse Phone . Manifest
4 | UNIFORM HAZARDOUS 9 rgency Respons Z‘ gﬂg
e | COOZEAEEND_ |\ FHO-GIAN-AHp 2750 JJK
5. Generator's Name and Maliing Address Generalors Site Address {If different than malhng adtress)

- Vil
a@&h&%\m?\%«f \}3;\:\0\— (reonve. P ONOZA ZTOV Cogaoi~  Cicche

 Gonerators Phone: (301292 ~20AN_ AT by Mhedendiey | \Wesale | CA N\

6, Transporter 1 Company Name 1U.S. EPA ID Number

U.S. EPA ID Number

| !

U.S. EPAID Number

7. Transporter 2 Company Name

8. Designaled Fatility Neme and Site Addmss

Cheoen, Ws 3
A w\\sa TBoag
Grocdravsl 2 %}T Wﬂ\, AAW
Facllity's Phane: W\ 1 \Kg \?DD\W"\%
9g, | 9b.U.S.DOT Description (including Proper Shipping Name, Hazard Class, ID Number, 10. Contginers 1. Tatal 42, Unit 13, Waste Codes
Hy | and Packing Group i any) No. Te | Quantty | Winvl et
, 1. .
x Nooy Rexoy \—\p&fxé&\r\bm oM Ners 200\
3 | S0 SO 00 A= K
S
w
(L]
a
4.
14\]3&:%1 Handii nstructlons and ggg_nbnnsmn
\ \.N‘:C&.-O’L\O% _
15. GENERATOR'S/OFFEROR'S CERTIFICATION: | hereby declare that the contents of this consignment are fully end accurately described above by T proper shipping name, and are classified, packaged,
marked and !abeled/placarded, and are in all respects in proper condition for transport according to applicabie Infemational and nationat go ntal regulations. If export shipment and | am the Pimary
Exporter, | certify thal the contents of this consignment conform to the terms of the attached EPA Acknowledgment of Consent.
) certify that the waste minimization statement identified in 40 CFR 262.27(a) (it | am a targe quantity generator) or (b} (| am a small quantity genefaW .
Generator's/Offeror's Printed/Typed Name Signature Month Day  Year
V| ANOY mecenPiZ 10&]02]/0

1. Intemabonat Shipments

D import fo U.5. D Export from U.5, Port g
Transporter signature {for exporis only): Dat 5.0

17. Transporter Acknowiedgment of Receipt of Materials N
Transporter 1 Printed/Typed Name

‘Month  Day  Year

oy 6% | 1o

Signature Month Day Year

l B I

Transporter 2 Printed/Typed Name

18. Discrepancy
1859‘??’““ ‘Indlcahon Space D Qi %& D Resxdue1 D Pertial Rejection D Full Ra]scllnn
%él l&/’)‘f\, % (v j {0 E __ Manffest Reference Number:
mate Facility (or Geneﬁmr U.S. EPAID Numbaer
Facllity's Phone: 1
18c. Signature of Altemate Facility {or G ) Month  Day  Year

.

19, Hazardous Waste Report Management Method Codes (i.6., codes for hazardous waste treatment, disposal, and recycling sysiems)

. 2, 3
W) - ,
20, Bgsignated Facllity Owner or Opgralor @rﬂﬂwucg oheoept gf haz I5 coverad by the man) st eXcapt as W kem 18a /-L.LH)UL )

COAL WA\ XA TN T, Bk

‘EPAFom370-22 (Rav.3.05) Proviaus edions are dbsalee - DESIGNATED FACILITY 70 Dh’éMhnm( STATE (IF REQUIRED)

DESIGNATED FACILITY ——— |TRANSPORTER] INTL

=

TN
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TSCA MANIFEST CONTINUATION FORM

R

Bl lrm P
GENERATOR NAME Southem California Edlson Woodland Hills Site

ADDRESS: 3701 Capstain Circle, Westlake, CA 91361
EPA ID: CAC002656542

Date Removed
From Service

PPM

Serial Number/Unique ID
Number

08/09/10

166

Type/Description

Weight
(Pounds)

Weight
{Kilograms)




SOUTHERN CALIFORNIA

__JEDISON

An EDISON INTERNATIONALY Company

August 30, 2011

Peter J. Raftery, PG, CHG.

California Regional Water Quality Control Board
Los Angeles Region

320 West 4th Street, Suite 200

Los Angeles, CA 90013

Certified Mail Receipt # 7010 0780 0000 5788 9578

Subject: TRANSMITTAL OF SOIL EXCUVATION WORK PLAN - SOUTHERN
CALIFORNIA EDISON BURIED RESIDENTIAL TRANSFORMER (STRUCTURE
No. 5024599), 3701 CAPSTAN CIRCLE, WESTLAKE VILLAGE, CALIFORNIA
(SCP NO. 1254, SITE ID. NO. 2040385)

Dear Mr. Raftery:

Enclosed is the signed and stamped original copy of the Soil Excavation Work Plan that is being also
submitted the US Environmental Protection Agency for review and approval. This document is being
uploaded and submitted electronically via Geotracker.

If you have any questions and/or need additional information, please feel free to call me at (626) 462-
8740.

Project Manager

Operations Support Business Unit

Water/Waste and Environmental Engineering
Technical Services and Program Management Section
Corporate Environment, Health & Safety Division
Southern California Edison

cc: Joshua Nichols
Jared Blumenfeld, USEPA Regional Administrator
Carmen Santos, USEPA Region [V’s Regional PCB Administrator

Enclosure

1218 S, 5th Avenue
Monrovia. CA 91016



